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This paper presents a comparison of the blending efficiency of eight high-speed rotary impellers in a 
fully baffled cylindrical vessel under the turbulent flow regime of agitated charge. Results of carried 
out experiments (blending time and impeller power input) confirm that the down pumping axial flow 
impellers exhibit better blending efficiency than the high-speed rotary impellers with prevailing 
radial discharge flow. It follows from presented results that, especially for large scale industrial 
realisations, the axial flow impellers with profiled blades bring maximum energy savings in 
comparison with the standard impellers with inclined flat blades (pitched blade impellers). 
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1. INTRODUCTION 

Blending (homogenisation) is a common operation in chemical and process industries. Until now 80% 
of application processes have consisted of blending, usually under the requirement of minimisation of 
energy consumption (Seichter and Pešl, 2005). In chemical and allied industries mainly high-speed 
rotary impellers are introduced for blending process (Fořt et al., 2001; Grenville and Nienow, 2003; 
Khang and Levenspiel, 1976; Kramers et al., 1953). Such impellers (in comparison with low-speed 
impellers) are used above all when the character of flow of agitated charge is turbulent or transitional 
and their geometry usually holds conditions of relative impeller diameter D/T ≤ 1/2 and impeller tip 
speed  πDn > 2ms-1. 

Characteristic parameter of the blending process is blending time τ  related to the chosen homogeneity 
degree I (usually 95%). However, at practical realisations this characteristic time parameter is not often 
provided or it is required the total time consumption for blending including time intervals of addition of 
the individual reaction components or other process items, e.g. heating or cooling of agitated batch. 
Then  practical  knowledge of the blending time serves for the determination of the efficiency of the 
mixing process under different arrangements of an agitated system, above all the impellers. 

It follows from up to date published studies (Kramers et al., 1953, Rieger et al., 2011; Rieger et al., 
2011a; Tatterson, 1991) that under the turbulent flow regime of an agitated liquid the dimensionless 
blending time is constant: 

 .constn =τ  (1) 
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Equation (1) is valid for values of the impeller Reynolds number 

 4
2

10Re >=
μ

ρnD
M  (2) 

when the effect of gravitational forces is eliminated by the introduction of  radial baffles in a mixing 
vessel. 

The value of the dimensionless blending time depends, however, on the geometric arrangement of an 
agitated system (type of impeller, size and position of rotor) and on the degree of homogeneity of the 
charge. This quantity is defined by the formula (Grenville and Nienow, 2003) 
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Quantities c0 and c∞ express the initial and final concentration of the dissolved matter in an agitated 
batch, respectively, and the quantity <c(τ)>, depending on time τ, is defined as an average value of the 
concentration in the whole volume of the agitated batch, except for added volume being homogenised 
in the batch during blending process (Fořt and Jirout, 2011). Usually the homogeneity degree is 
considered at the level of 95%, although for a different degree IA it is possible to recalculate the 
dimensionless blending time (nτ)95 for the level IA (in %) according to the relation (Fořt and Jirout, 
2011) 
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For comparison of the blending efficiency of various rotary impellers it is necessary to know their 
energy consumption. Impeller energy consumption per unit time – impeller power input P; can be 
expressed in dimensionless form (Beshay et al., 2001; Bujalski et al., 1987; Medek, 1980;  Tatterson, 
1991) 

 .53 const
Dn

PPo ==
ρ

 (5) 

Equation (5) is similarly as Eq. (1) valid for fully turbulent regime of flow of agitated liquid  
(ReM > 104) when the effect of gravitational forces is eliminated by the introduction of  radial baffles in 
a mixing vessel. Values of the power number in Eq. (5) depend on the type of rotary impeller and the 
geometric arrangement of an agitated system. 

For determination of the blending efficiency of various rotary impellers the dimensionless criterion 
characterising energy consumption for homogenisation was derived (Rieger et al., 2011a; Rieger et al., 
2011b; Rieger et al., 2012) 
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Quantity E expresses in a dimensionless form the impeller power consumption for blending of liquid in 
vessel of the given diameter T at the given blending time τ under the chosen degree of homogeneity of 
the charge I. Consequently the higher the value E, the higher the power consumption of a rotary 
impeller necessary for reaching selected homogeneity degree I. 

With the help of the above mentioned relations, this study presents a comparison of the blending 
efficiency of various high-speed rotary impellers based on an experimental determination of the time 
course of the blending process with the investigated impellers under a turbulent flow regime of an 
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agitated batch, and on the basis of determining their power characteristics in the same pilot plant 
system. 

2. EXPERIMENTAL 

The experiments were carried out in a pilot plant flat bottomed cylindrical vessel (diameter  
T = 590mm) equipped with four radial baffles at its wall (width b/T = 1/10) when the liquid aspect ratio 
H/T = 1 (see Fig. 1). Tests were performed on five high-speed axial flow impellers and two high-speed 
radial flow impellers of the same size (impeller off-bottom clearance C/D = 3/4, for CVS 27:  
C/D = 1/10) – see Tables 1 and 2. In addition a hyperbolic Invent Hyperclassic impeller (D/T = 0.42) 
was tested (www.invent-vv.de). Nonstandard tested impellers are shown in Figs. 2 – 6. 

 
Fig. 1. Sketch of a pilot plant agitated system; x - position of sample addition 

Table 1. Tested high-speed impellers 

Impeller Abbreviation 
Down pumping 4-blade pitched blade impeller (α = 45°, h/D = 1/5) 
Down pumping 6-blade pitched blade impeller (α = 45°, h/D = 1/5) 
Down pumping 4-curved blade impeller of high solidity ratio (α = 35°) 
Down pumping 4-trapezoidal broken blade pitched blade impeller (α = 45°) 
Down pumping 4-blade modified propeller (α = 35°, (h/D)aw = 1/5) 
Hyperbolic (diagonal) impeller 
Radial 3-blade impeller (Czech Standard 691027) (h/D = 1/10) 
Standard Rushton turbine impeller 

4PBT45 
6PBT45 
TX335 
TX445 
TX535 
HPB 
CVS27 
RT 

Table 2. Results of impeller power input and blending time experiments (D/T = C/T = 1/3, H/T = 1, ReM > 104,  
I = 95%) 

Impeller RT CVS27a HPB 6PBT45 4PBT45 TX335 TX445 TX535 
Po 5.4 0.9 0.35 1.65 1.29 0.9 0.9 0.65 
nτ 42.9 79.2 74.1 30.1 35.8 34.4 35.3 39.8 

Notes:  
1. In view of different D/T relation for HPB impeller its value of  nτ was recalculated according to Eq. (8).  
2. Impellers CVS27a and HPB were located close to the bottom (C/T = 0.1). 
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Fig. 2. Impeller TX335 Fig. 3. Impeller TX535 Fig. 4. Impeller TX445 

 

 

Fig. 5. Hyperbolic Impeller HPB Fig. 6. Radial 3-blade impeller CVS27 

2.1. Blending time measurements 

The conductivity method was used for measurement of monitoring changes of electrical conductivity 
with the mixing liquid. Since the  method is rather simple and controllable, we preferred it in 
comparison with more advance techniques (e.g. multipoint sampling or PLIF). Changes of electrical 
conductivity were caused by adding a sample of a concentrated solution of sodium chloride into the 
liquid. In owr experiments the injected sample of the liquid had approximately the same density and 
viscosity as the mixed liquid, and thus the effect of the Archimedes number was eliminated. After 
adding the tracer into the agitated liquid just below (ca. 1cm depth) the surface of the agitated charge in 
the vicinity of the impeller shaft (see Fig. 1), the time change of the conductivity was measured and 
recorded. Then the blending time (the time of homogenisation) was determined at the moment when the 
fluctuation of the measured electrical voltage U was ±5% (see examples of records of blending time 
course in Fig. 7 and 8). The addition time of the tracer (less than 1 sec) was negligible in comparison 
with recorded blending time. Under the same conditions (impeller, agitated system, charge, and 
impeller speed) blending experiments were repeated 10 times  and resulting blending time was an 
average value from all ten repetitions. Additional details of experiments as well as an estimation of 
accuracy of determination of all independent variables were described elsewhere (Fořt and Jirout, 
2011). 
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Fig. 7. Course of homogenization (HPB, T = 590mm, D = 250mm) 

 
Fig. 8. Course of homogenization (CVS27a, T = 590mm, D = 250mm) 

2.2. Impeller power input measurements 

The power input of the investigated impellers was calculated from an experimental determination of the 
torque and impeller speed. A strain gauge torquemeter, mounted on the motor shaft, was used to 
measure the torque, and the signal was fed into the data acquisition system. The impeller speed was 
measured by photoelectric cell and a notched disc mechanism. This quantity was kept constant within 
±2rpm during the measurements. Therefore, the maximum experimental error encountered in 
measuring the speed was 1%. Under the selected technique of measuring the torque (Fořt and Jirout, 
2011) the relative standard deviation of the measured impeller power input was calculated and found to 
be in the range 2.3 – 10%. 
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3. RESULTS AND DISCUSSION 

Table 2 contains a set of calculated values of dimensionless blending time nτ  and power number Po of 
all eight tested impellers following from carried out experiments as well as from the experiments made 
by Fořt and Jirout (2011) in a mixing vessel T = 300mm geometrically similar to the system 
investigated in this study. Results of Fořt and Jirout (2011) valid for homogeneity degree 98% were  
recalculated to the chosen value I = 95% by means of Eq. (4). 

With respect to a rather nonstandard geometry of the hyperbolic impeller HPB (see Fig. 5) measured 
values of the power input of this impeller taken from 26 industrial realisations were considered. Thus 
the average value of the power number and corresponding standard deviation from the set of industrial 
data were calculated: 

 ( )HPBPo 11.043.0 ±=  (7) 

The found value of Po seems to be in a good agreement with the corresponding value in Tab. 2. Further 
in accordance with a greater ratio D/T of impeller HPB (D/T = 0.424) than the value of this quantity in 
all tested cases (D/T = 1/3), the value of the dimensionless impeller blending time found in our 
experiments was recalculated to the geometry of other investigated impellers according to relation (Fořt 
and Jirout, 2011) – see Note 1 bellow Table 2 
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Cavadas and Pinhol (2004) also investigated the flow characteristics of an agitated system with a 
hyperbolic impeller. Results of their measurements of the power number 

 81.0=Po  (hyperbolic impeller) (9) 

differ both from the results of experiments made in this study, and from the results collected from 
industrial realisations, probably due to the differences of geometry of their impeller compared to the 
geometry of used HPB impeller. 

 
Fig. 9. Comparison of blending efficiency of high-speed rotary impellers (I = 95%, ReM > 104) 

Energetic and blending characteristics of all the tested impellers were generalised by means of Eq. (6). 
Fig. 9 illustrates a comparison of blending efficiency of all the impellers described in Table 1 and 
shown in Figs. 2 – 6 (more sophisticated design, only). It follows from Fig. 9 with a set of tested 
impellers that those exhibiting the radial discharge flow seem to be quite ineffective for blending, while 
all the tested axial flow impellers are almost one order of magnitude better than the former. Among 
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them a more sophisticated design of impellers TX shows an additional improvement of the impeller 
blending efficiency. A  hyperbolical impeller is generally more energetically saving than  impellers 
with the radial discharge flow, but its blending efficiency is worse (approx. three times) than quantity E 
of the axial flow down pumping impellers. 

4. CONCLUSIONS 

Under a turbulent regime of an agitated liquid the axial flow down pumping rotary impellers exhibit  
blending efficiency of almost one order of magnitude higher than the rotary impellers with radial 
discharge flow. Among the former mixers the axial flow impellers with profiled blades introduce 
maximum energy savings in comparison with the standard impellers with inclined plane blades (pitched 
blade impellers). 

The authors of this paper appreciate financial support of the Technology Agency of the Czech Republic, 
No. TA 02010243 and of Ministry of Education of the Czech Republic grant INGO LG 13036. 

SYMBOLS 

b  width of radial baffle, m 
C  impeller off-bottom clearance, m 
c  concentration, kg m-3 
D  impeller diameter, m 
E  impeller blending efficiency according to Eq. 6 
H  height of agitated charge above vessel bottom, m 
h  impeller blade width, m 
I  degree of homogeneity according to Eq. 3 
n  impeller speed, s-1 
P  impeller power input, W 
Po  Power number 
ReM  impeller Reynolds number 
U  electrical voltage, V 
T  mixing vessel diameter, m 

Greek symbols 
α pitch angle of blade, ° 
μ dynamic viscosity, Pa⋅s 
ρ density, kg m-3 
τ blending (homogenisation) time, s 

REFERENCES 

Beshay K. R., Kratěna J., Fořt I., Brůha O., 2001. Power input of high-speed rotary impellers. Acta Polytechnica, 
41, 18-23. 

Bujalski W., Nienow A.W., Chatwin S., Cooke M., 1987. The dependency on scale of power numbers of Rushton 
disc turbines. Chem. Eng. Sci., 42, 317-326. DOI: 10.1016/0009-2509(87)85061-3.  

Cavadas A., Pinho F.T., 2004. Some characteristics of stirred vessel flows of dilute polymers solutions powered 
by a hyperbolic impeller. Can. J. Chem. Eng. 82, 289-302. DOI: 10.1002/cjce.5450820210.  



I. Fořt, P. Seichter, L. Pešl, F. Rieger, T. Jirout, Chem. Process Eng., 2013, 34 (4), 427-434 

434 
 

Czech Standard CVS (ČSN). Mixing and Mixing Equipment. 691000, Prague, 1960. 
Fořt I., Jirout T., 2011. A study on blending characteristics of axial flow impellers. Chem. Proc. Eng., 32 (4), 311-

319. DOI: 10.2478/v10176-011-0025-3. 
Fořt I., Jirout T., Rieger F., Allner R., Sperling R., 2001. Study of the blending efficiency of pitched blade 

impellers. Acta Polytechnica, 41, 7-13.  
Grenville R.K., Nienow A.W., 2003. Blending in miscible liquids, In: Paul E.L., Otiemo-Obeng V.A., Kresta 

S.M. (Eds.), Industrial mixing. Science and practice. Wiley Interscience, New York. 
Khang S.J., Levenspiel O., 1976. New scale-up and design criteria for stirrer  agitated batch mixing vessel.  

Chem. Eng. Sci., 31, 569-577. DOI: 10.1016/0009-2509(76)80020-6. 
Kramers H., Baars G.M., Knoll W.H., 1953. A comparative study on the rate of mixing in stirred tanks.  

Chem. Eng. Sci., 2, 35-42. DOI: 10.1016/0009-2509(53)80006-0. 
Medek J., 1980. Power characteristics of agitators with flat inclined blades. Int. Chem. Eng., 20(4), 664-672. 
Rieger F., Jirout T., Ceres D., Mazoch J., 2011. Homogenization and suspension efficiency of hydrofoil impeller 

TX445. The 38th Slovak Iternational Conference on Chemical Engineering,  Tatranské Matliare, Slovakia, May 
23-27, 2011. 

Rieger F., Jirout T., Ceres D., Seichter P., 2011a. Homogenization and suspension efficiency of hydrofoil impeller 
TX335. The 12th Polish Conference on Mixing., Międzyzdroje, Poland, 6-9 June 2011. 

Rieger F., Seichter P., Kuncewicz C., Ceres D., 2011b. Mixing of suspensions by pitched blade impellers. Inz. 
Aparat. Chem., 50, 7-8 (in Polish). 

Rieger F., Jirout T., Ceres D., Pešl L., 2012. Homogenization and suspension efficiency of hydrofoil impeller TX 
535. The 20th International Congress of Chemical and Process Engineering CHISA 2012. Prague, Czech 
Republic, 25-29 August 2012. 

Seichter P., Pešl L., 2005. Design of rotary impellers- science or art? CHEMagazin, 15, 8-11 (in Czech). 
Tatterson G. B., 1991. Fluid mixing and gas dispersion in agitated tanks. McGraw-Hill, New York, 121-215. 
www. invent-uv.de/hyperclassic-mixer.2 

Received 17 April 2013 
Received in revised form 02 August 2013 
Accepted 20 September 2013 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (ISO Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Perceptual
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org?)
  /PDFXTrapped /False

  /CreateJDFFile false
  /SyntheticBoldness 1.000000
  /Description <<
    /ENU (Versita Adobe Distiller Settings for Adobe Acrobat v6)
    /POL (Versita Adobe Distiller Settings for Adobe Acrobat v6)
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [2834.646 2834.646]
>> setpagedevice


