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    EFFECT OF Mg AND Ca ON THE CHARACTERISTICS OF INCLUSIONS IN SULPHUR STEEL

The effects of Mg and Ca on sulfide modification of sulphur steel were studied to elucidate the difference between micro-
magnesium treatment and micro-calcium treatment for the inclusion of   sulphur steel. The results show that the inclusions in the 
steel appeared with an oxide core of Al2O3 and MnS wrapped. After the addition of Mg, the core was changed to spinel, and the 
MnS coating was changed to Mn-Mg-S. After Ca was added, the core was changed to Ca-Al-O, and the MnS coating was changed 
to Mn-Ca-S. The Mg content was higher than Ca content in the sulfides of the steel. Therefore, Mg was more effective than Ca in 
terms of sulfide modification with the same content of Mg and Ca in steel, but the yielding rate of Mg was lower than that of Ca. 
The Mg content in the oxide core was higher than Mg of the coating of the inclusions in the steel treated with Mg or Mg-Ca. In 
contrast, the Ca content in the oxide core was lower than Ca of the coating of the inclusions in the steel treated with Ca or Mg-Ca. 
MnS formed and precipitated during the melt solidification process. The   complex sulfide (Mg-Mn-S) was precipitated around 
MgO·Al2O3 in the Mg treated steel during the cooling process. CaS inclusion was precipitated on the CaO·Al2O3 inclusions in the 
liquid Ca-treated steel. Thus, CaS was formed first, whereas MnS was formed during the cooling process, followed by the forma-
tion of complex sulfide (CaS+MnS), which finally precipitated around CaO·Al2O3 in the Ca-treated steel.
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1. Introduction

Sul  phur free-cutting steel was the most widely used free-
cutting steel at present. To improve machinability, sulphur was 
added into the steel to form manganese sulfides inclusions with 
manganese. MnS inclusions serve as a lubricant and facilitate 
the breaking of the chip in the cutting process. However, MnS 
inclusions could easy be stretched along the rolling direction 
during the process of hot rolling. The elongated MnS inclusions 
could cause serious damage to the transverse impact toughness 
of the steel, which leads to anisotropic properties. Therefore, 
modification of the manganese sulfide is necessary to eliminate 
or reduce the negative influence of MnS on the mechanical 
properties of steel, and to improve the cutting performance of 
the steel. At present, Ca and Mg were used separately to modify 
sulfides in steel both at home and abroad. 

Mg had exceedingly strong thermodynamic affinities with 
oxygen and sulphur, and magnesia inclusions have poorer ag-
glomeration properties than alumina inclusions [1-3]. Zhang et 
al. [4,5] studied the effect of Mg on the evolution of sulfide in 
liquid steel, and found that Mg deoxidation products of low-S 
content experimental steel were changed in the following order 
Al2O3→MgAl2O4→Mg – Al – O – S→Mg – O – S. On the 
other hand, high-S content experimental steel generated Mg – 
S(–O) + MnS complex inclusions. Fu et al. [6] investigated the 

inclusion characteristics of 35CrNi3MoV steel treated with Mg. 
They found that the MnS inclusions in the steel were replaced 
by small MgO·MgS or MgO·MgS·MnS complex inclusio  ns 
after addition of Mg. 

A number of related studies on the influence of Ca treat-
ment on MnS inclusions in the steel had been reported. Previ-
ous studies showed that Ca treatment promote the nucleation 
of sulfides on calcium aluminate complex inclusions, and Ca 
combined with MnS to form MnS-CaS complex sulfide. [7-10] 
This type of complex sulfides reduced the relative plasticity 
and hot deformability of sulfides during the hot rolling process. 
Hilty and Farrel [11] obtained the same result, indicating that: the 
calcium additions to manganese sulfide altered the deformation 
characteristics of the latter significantly, affecting the behavior 
of steels with MnS inclusions. The solubility of calcium in the 
MnS inclusion and its effect on the hardness of the latter were 
first examined by Chao. [12] The presence of 1% of Ca increased 
the diamond pyramid hardness by approximately 25% at 25°C. 
Research found that the addition of Ca or Mg to the steels could 
improve the transverse Charpy impact value without changing 
the longitudinal Charpy impact value because the addition of 
Ca or Mg to the steel led to the production of sulfides, (Mn, 
Ca)S or (Mn, Mg)S, respectively, and the elongation of these 
complex sulfides during hot forging were more difficult than 
that of MnS inclusions.
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In the current study, the experimental steels were treated 
by Mg, Ca, and Ca-Mg respectively. The composition, size, 
morphology, and formation mechanism of inclusions were in-
vestigated based on the experiment and thermodynamic calcula-
tion. This study aiming at revealing the different effects of Mg 
and Ca on sulfide modification of steel, and it would be helpful 
to improve the effect of calcium treatment and Mg treatment. 

2. Experimental

The experiment was carried out by using a vertical resista  nce 
furnace as shown in Fig. 1. First, approximately 400 g pure iron 
was put into a magnesia crucible (70 mm in diameter and 120 mm 
in height ), which was then transferred into the graphite crucible 
(protection) putted in the furnace under argon atmosphere at a 
flow rate of 2.0 L·min–1. When the temperature was raised to 
1873 K, the molten iron was held for 10 min. Further, the dis-
solved oxygen of the melt was measured by an oxygen-content 
probe. Based on the level of dissolved oxygen, pure Al wire was 
added into the molten steel. After 2 min, the ferromanganese 
and sulphur powder were put into the melt, followed by imme-
diate stirring for 10 s using a molybdenum stick. After 5 min, 
sample 1# was extracted by a quartz tube (8 mm in diameter) 
from the melt, and immediately quenched in cold water. Next, 
Ni-Mg alloy(80 mass % Mg) was added into the melt, which 
was stirred for 10 s using the molybdenum stick. Then, the dis-
solved oxygen was subsequently measured in the same way as 
described before. Thereafter, the melt was held for 1, 5, 10 and 
15 min respectively and was sampled by a quartz tube, followed 
by rapid quenching (sample 2#, 3#, 4#, and 5#, respectively). 

Fig. 1. Schematic diagram of the vertical resistance furnace

The experimental procedures of Ca and Ca-Mg treatment 
were identical to the procedure of Mg treatment experiment, 
mentioned above. The difference was that the Ni-Mg alloy was 
replaced with pure Ca granules and Mg-Ca alloy (80 mass % 
Mg), respectively, during the procedure of Ca and Ca-Mg treat-
ments experiment.

After the completion of all experiments, the contents of C, 
S o  f the steel samples were analyzed using infrared analyzed. 
The concentrations of Mn, Mg, Ca, Als(dissolved aluminum) 
and T.O(dissolved oxygen) were determined using ICP-OES 
(inductively coupled plasma-atomic emission spectroscopy), 
and the results were shown in Table 1. All the samples were 
cross-sectioned and polished, and then morphology and compo-
sition of inclusions were analyzed by SEM (Scanning Electron 
Microscopy) and EDS (Energy Dispersive Spectrometer). 

TABLE 1

Chemical composition of experimental steels (wt%)

No. C Mn S Als T.O Mg Ca
A 0.14 1.02 0.039 0.120 0.0020 0.0007 —
B 0.17 1.02 0.040 0.066 0.0026 — 0.0009
C 0.13 1.02 0.039 0.110 0.0028 0.0008 0.0008

3. Results and discussion

3.1. Morphology and composition of the inclusions

The morphology and composition of typical inclusions of 
the samples determined in Fig. 2. As can be seen from the figure, 
the inclusions had a two-layer complex structure, consisting 
of an oxide core surrounded by sulfide. In the steel without 
treatment with Mg, Ca, or Mg-Ca, the cores contained Al2O3 
inclusions, and the coating of Al2O3 inclusions were MnS, as 
shown in Fig. 2(A-1), (B-1), and (C-1). The oxide cores were 
comprised of magnesia-alumina spinel surrounded by compos-
ite sulfide Mn-Mg-S in the Mg-steel, as shown in Fig. 2(A-2) 
~ (A-5). In the Ca-treated steel, the oxide cores were made of 
Al-Ca-O inclusions which ware surrounded by Mn-Ca-S com-
posite sulfides as displayed in Fig. 2(B-2) ~ (B-5). The oxide 
cores of the steel treated with Mg-Ca alloy were composed of 
Mg-Ca-Al-O inclusions surrounded by Mn-Ca-Mg-S composite 
sulfide.

From Fig. 2, it can be observed that the oxide cores of the 
steel treated with Mg or Mg-Ca alloy were irregular, and the 
profiles of the former were distinct, whereas those of the latter 
were indistinct and close to spherical. The oxide cores of the 
Ca-treated steel were spherical.

  The Ca and Mg content at different positions (oxide core 
and sulfide coating) of the inclusions in different samples were 
plotted against the holding time after the Mg treatment (melt No. 
A), Ca treatment (melt No. B) and Mg-Ca treatment (melt No. 
C), as shown in Fig. 3. The Mg content in the oxide core was 
higher than that in the coating, Fig. 3(A) and (C). In contrast, 
the Ca content in the oxide was lower than that in the coating, 
Fig. 3(B) and (C). Moreover, the Mg content of the sulfide was 
higher than its Ca content in the steel with the same content of 
Mg and Ca as show in Fig. 3. The higher Mg or Ca content of 
the MnS, increased the hot hardness of the sulfide [13]. These 
complex sulfides containing Mg or Ca were more difficult than 
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pure MnS inclusions to elongate during hot forging, which affects 
positively the transverse impact toughness of steel.   Therefore, 
Mg is more effective than Ca in terms of sulfide modification 
with the same content of Mg and Ca in steel, but the yielding 
rate of Mg is lower than that of Ca.

3.2. Evolution mechanism of inclusion

3.2.1. Effect of Ca and Mg on the oxide core

The morphology of the oxide core was irregular in the sam-
ples of melt No.A after the Mg treatment, shown in Fig. 2(A-2) 
~ (A-5). The following reactions occurred in melt No. A after 
Mg treatment:

 2[Al] + 3[O] = Al2O3(s) 
 ΔG0 = 867500 – 222.5T [14] (1)

 [Mg] + [O] = MgO(s) 
 ΔG0 = 90000 – 82.0T [14] (2)

After addition of Mg, the formation of MgO ·Al2O3 can be 
summarized as follows:

 Al2O3(s) + [Mg] + [O] = MgO·Al2O3(s) 
 ΔG0 = –110720 – 93.51T [15] (3)

 MgO(s) + 2[Al] + 3[O] = MgO ·Al2O3(s) 
 ΔG0 = –887960 + 210.88T [15] (4)

 [Mg] + 2[Al] + 4[O] = MgO·Al2O3(s) 
 ΔG0 = 978182 – 128.93T [4] (5)

 MgO(s) + Al2O3(s) = MgO·Al2O3(s) 
 ΔG0 = –20740 – 11.57T [15] (6)

The stability diagram of MgO, MgO·Al2O3 and Al2O3 at 
1873K was calcul  ated as a function of mass percent of Mg and 
Al by software FactSage 7.0 based on Eqs. (3) through (5), pre-
sented in Fig .4. The melt was assumed to be an ideal solution, 
and a dilute solution of 1mass% standard solution was used in 
the present study. The activities of the element can be calculated 
using Eqs. (7) and Wagner’s equation (Eqs. (3)) according to the 
chemical composition (Table 1) and thermodynamic data, listed 
in Table 2 [16].

 ai = fi × [%i] (7)

 
1

2 ,

2 2 2 3
log % %

n n n n
j j j k

i i i i
j j j k

f e j r j r  [%i][%k] (8)

As can be seen in Fig. 4, the composition point of melt 
No. A and melt No. C were located in the MgO·Al2O3 + Al2O3 
region. Thus, the oxide cores in melt No. A were irregular after 
the addition of Mg, as shown in Fig. 2(A-2) ~ (A-5).

Fig. 2. Morphology and composition of typical inclusions of the samples. A, B, and C indicate melt numbers; 1, 2, 3, 4, and 5 denote samples 
1#, 2#, 3#, 4#, and 5#, respectively
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tion parameters and cross product terms were considered during 
the calculation. The thermodynamic calculation result was shown 
in Fig. 5. It shown that the equilibrium content of aluminum 
and calcium equilibrated with different calcium aluminates in 
liquid steel at 1873K. The oxide inclusions of the samples of 
melt No. B after treatment with calcium were in the region of 
CaO ·Al2O3 (T  he asterisk in the figure denoted the composition 

Fig. 3. Effect of the holding time on Ca and Mg content at different 
position of inclusions

The steel was treated with Ca, whose oxide cores were 
composed of calcium-aluminates, as displayed in Fig. 2B. The 
calculation of the reactions was conducted based on Eq. (9) [30]. 
The activities of CaO and Al2O3 in different calcium aluminates 
were listed in Table 3. The standard state was infinitude dilute 
solution in liquid steel. And the first order, second order interac-

TABLE 2

Interaction parameters of elements in liquid iron at 1,873 K

i j k ei
j ri

j ri
(j, k)

Al

Mg
Al

–0.13 [17] 0 [18]
0 [18]

O –260 [18]

O
Al

–1.98 [17] 39.82 [19]
–0.028 [19]

Mg –260 [20]
S — 0.03 [21] — —

Al
O

0.043 [17] –0.001 [22]
–0.028 [19]

Mg 0 [18]
Ca — –0.047 [23] — —
Mn — 0.035 [24] — —

O

Mg
O

–280 [25] –20,000 [15]
462,000 [15]

Al –150 [18]
O — –0.17 [17] — —
S — –0.133[24] — —

Al
O

–1.17 [17] –0.010 [19]
47 [15]

Ca 0 [15]

Ca
O

–310 [15] –18,000 [15]
520,000 [15]

Mg 0 [15]
Mn — –0.021 [26] — —

S

Al — 0.035 [21] 0.0009 [27] —
Mg — –0.026 [27] — —
O — –0.027 [23] — —
S — –0.028 [21] –0.0009[27] —

Ca — –110 [23] — —
Mn — –0.026 [26] — —

Mn

Mg — — — —
O — –0.083 [26] — —
S — –0.048 [24] — —
Al — 0.027 [24] — —
Ca — –0.023 [27] — —
Mn — 0.024 [28] — —

Mg

Mg O –0.047 [15] — 48,000 [15]

O
Al

–430 [25] 350,000 [15]
–230 [20]

Mg 61,000 [15]
S — — — —
Al O –0.27 [28] — –230 [15]
Ca — — — —
Mn — — — —

Ca

Mg — — — —
O — –780 [28] 650,000 [15] —
S — –132 [29] — —
Al — –0.072 [23] 0.0007 [28] —
Ca O –0.002 [23] — 90,000 [15]
Mn — –0.0156 [26] — —
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of the steel), according to the composition, listed in Table 1. The 
CaO·Al2O3 was liquid in the steel at steel making temperature, 
so, the oxide cores of the Ca-treated steel were spherical as shown 
in Fi gs. 2(B-2) ~ (B-5).

 2[Ca] + (Al2O3)incl = 2[Al] + 3(CaO)incl
 logK = 5667/T – 2.58 [31] (9)

The morphology of oxide core in melt C was close to 
spherical, as shown in Fig. 2(C-2) ~ C-5). The composition of 
the inclusions in the steel at different time points after the Ca 
treatment could be observed in Fig. 6, the region of the black 
circle was the liquid region at the bottom of the ternary phase 
diagram. As shown in the figure, all inclusions were beyond the 

liquid region, and thus shapes of the oxide cores were irregular 
(triangle, rectangular, or square). Enlarge the region of the ellipse 
region in the ternary phase diagram, as shown in the figure 6 
on the left, and it could be shown that the inclusions have more 
content of CaO as time goes on after Ca-Mg treatment. The aver-
age content of Ca at different positions (oxide core and sulfide 
coating) of inclusions of different samples was exhibited in 
Fig. 3(C). The error bars represent the ranges of minimum and 
maximum values. As can be seen from the figure, Ca content 
of the coating was higher than that of the cores. This transition 
process of the oxide core was described by the schematic in 
Fig. 7. Initially, there was a little Ca content (C0) in the oxide 
core, the Ca content of the outside coating was C1 (C1 > C0), as 
shown in Figure 7 (on the left). Then, with time, Ca diffuses into 
the oxide core from the outside sulfide coating because of the 
concentration gradient. The content of Ca in the outside edge of 
the oxide core may reach C’0 ( Figure 7, on the right). Therefore, 
some  outside edge of the oxide core likely contains sufficient 
CaO leading to the composition of these outside edges reaching 
the liquid region. In other words, some parts of the outside edge 
of the inclusions were liquid at 1873K, and thus, these shapes 
of inclusions were close to spherical. 

Fig. 4. Stability diagram of MgO, MgO·Al2O3, and Al2O3 inclusions with different oxygen content (20 ppm and 30 ppm) at 1,873 K

Fig. 5. Phase stability diagram of the Al-Ca-O in molten steel at 1,873 K

TABLE 3

Activities of CaO and Al2O3 in different calcium aluminates 
at 1,873 K [31,32]

Calcium aluminates aCaO aAl2O3 Melting point (K)
3CaO·Al2O3 0.773 0.010 1,808

12CaO·7Al2O3 0.340 0.064 1,728
CaO·Al2O3 0.340 0.275 1,878
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Fig. 6. Composition of the inclusions in the steel with the Mg-Ca treatment

Fig. 7. Schematic diagram of the transition process of the oxide core in Mg-Ca-treated steel

3.2. Effect of Ca and Mg on MnS inclusion

The following reactions took place in the molten steel after 
Mg or Ca treatment. 

 [Mg] + [S] = MgS(s)
 ΔG0 = –539740 + 193.05T [4] (10)

 [Ca] + [S] = CaS(s)
 ΔG0 = –530900 + 116.20T [33] (11)

 [Mn] + [S] = MnS(s)
 ΔG0 = –167612 + 88.70T [34] (12)

The critical temperature for MgS, CaS and MnS formation 
could be calculated by Eqs. (10-12). The liquidus temperature 
(TLiq) and solidus temperature (TSol) of the steel were calcu-
lated by the following formulas [35], all calculated results were 
presented in Table 4. From the table, the critical formation tem-
perature of MnS was lower than the experimental temperature 
(1873K), thus, MnS could not be formed in the experimental 
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steel at 1873K. The critical formation temperature of MgS and 
CaS were higher than 1873K, so, both of them will be produced 
at the experimental temperature.

 TLiq(°C) = 1536 – 83[%C] – 7.8[%Si] – 5[%Mn +
 + %Cu] – 32[%P] – 31.5[%S] – 3.6[%Al] – 1.5[%Cr] 
 – 2[%Mo] – 4[%Ni] – 18[%Ti] – 2[%V] (13)

 TSol(°C) = 1536 – 334[%C] – 12.3[%Si] 
 – 6.8[%Mn] – 124.5[%P] – 183.5[%S] 
 – 4.1[%Al] – 1.4[%Cr] – 4.3[%Ni] (14)

TABLE 4

Critical sulphide formation temperature and liquidus 
and solidus temperatures of the melt

No.
Critical formation 

temperature /K
Liquidus 

temperature 
/K

Solidus 
temperature 

/KCaS MgS MnS
A — 1,954.70 1,335.87 1,790.66 1,746.30
B 2,146.35 — 1,404.73 1,788.29 1,735.97
C 2,263.48 2,104.57 1,405.32 1,791.68 1,749.74

As it is evident from the table, the critical temperature of 
MnS formation was lower than the solidus temperature. There-
fore, it could be inferred that MnS inclusions were formed and 
precipitated during the solidification process of the melt. The 
MgS and CaS inclusions were formed at the experimental tem-
perature without considering the effect of oxygen in the melt. 

Eq. (15) obtained by using a linear combination based on 
Eqs. (1), (2), (6) and (10). Fig. 8 displayed the relationship be-
tween Al and S in the molten steel as calculated by Eq. 14. The 
activities of MgO, MgO·Al2O3, and MgS were assumed as unity, 
and the activities of Al and S were calculated by Eqs. (7,8). The 
composition plots of the experimental steel (No. A and No. C) 
were plotted in Fig. 8.

 2[Al] + 3[S] + 4MgO = MgO·Al2O3 + 3MgS
 ΔG0 = –2184422 + 1060T (15)

It is obvious that MgS could not be formed at 1873K but 
was formed in the experimental melt at the temperature of over 
1773K. Therefore, under the experimental conditions of the 
present study, MgS was precipitated during the solidification 
of the melt.

Based on the experimental observations made and the 
thermodynamic analysis conducted, the formation of complex 
sulfide in the Mg-treated steel could be summarized by the steps 
displayed in the schematic in Figure 10.

Firstly, Mg reacted with Al2O3 to form MgO ··Al2O3 ac-
cording to Eq. (3). Subsequently, the dissolved Mg and Mn 
react with the dissolved sulphur to form MgS + MnS, and the 
c omplex sulfide was precipitated around MgO··Al2O3 during 
cooling process. Initially, most of Mg in the molten steel was 
consumed during the formation of MgO·Al2O3, and thus, the 
Mg level in the oxide core was higher than that in the outside 
coating, as shown in Fig. 3(A) and (C).

Figure 9 represented the relationship between Al and S 
in the melt as calculated by the following equation (16) with 
the activities of CaO and Al2O3 in different calcium aluminate 
phases The vaule of the activity of CaS was taken as 0.75 as 
there was a transient CaS mixed with transient MnS [36]. The 
composition plots of experimental steel (No.B and No.C) were 
exhibited in this figure. It could be seen that the composition of 
calcium aluminate in both steels were in the region of CaO·Al2O3 
according to the concentration of sulfur and aluminum in the 
molten steel. That is, calcium aluminate phases were CaO·Al2O3 
in both steel. Under the premise that the calcium aluminate in 
the composite inclusions was CaO·Al2O3, as shown in Fig. 5, 
the CaS could be precipitated on the CaO·Al2O3 inclusions in 
the liquid steel.

 2[Al] + 3[S] + 3(CaO)incl = (Al2O3)incl + 3(CaS)incl
 logK = 44273/T – 15.12 [31] (16)

Fig. 9. Relationship between Al and S in the melt at 1,873K

Fig. 8. Equilibrium phase diagram of MgS-MgO·Al2O3 reaction at 
1,873K. and 1,773K
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Figure 10 displayed the schematic of the formation of com-
plex sulfide in the calcium treated steel. Calcium reacted with 
Al2O3 and S to form calcium aluminum and CaS according to 
Eqs. (9) and (11). Then, CaS could be precipitated on the surface 
of calcium aluminum at the steelmaking temperature and during 
the solidification. Therefore, the calcium content in the oxide 
core was lower than that in the outside coating, as presented in 
Fig. 3(B) and (C). Importantly, MnS could be precipitated during 
the cooling process only. 

According to the research finding discussed above, the 
formation of complex sulfide in the steel treated by Mg-Ca al-
loy could be performed by following the processed illustrated 
in Figure 10. 

4. Conclusions

In the current study, we performed laboratory experiments 
and thermodynamic calculation to elucidate the mechanisms 
formation and modification of the oxide cores and sulfide in 
the experimental steel treaded by Mg, Ca, and Ca-Mg alloy, 
respectively. Based on the results obtained, the following major 
conclusions were could be drawn: 
(1) The inclusions in steel appear with an oxide core of Al2O3 

and MnS wrapped. The core was changed to spinel after 

treatment with Mg in the steel, and the MnS coating was 
changed to MnS + MgS. The steel treated with Ca obtained 
an identical structure, the core was changed to CaO + Al2O3 
after the treatment, and the MnS coating was changed to 
MnS + CaS.

(2) The Mg content was higher than Ca content in the sulfides 
of the steel. Therefore, Mg was more effective than Ca in 
terms of sulfide modification with the same content of Mg 
and Ca in steel, but the yielding rate of Mg was lower than 
that of Ca.

(3) The Mg content in the oxide core was higher than that in 
the coating of the inclusions in the steel treated with Mg or 
Mg-Ca. In contrast, the Ca content in the oxide was lower 
than that in the coating core of the inclusions in the steel 
treated with Ca or Mg-Ca.

(4) Based on the thermodynamic calculation, the MnS inclusion 
was formed and precipitated during solidification process 
of the melt. MgS inclusion could not be formed at 1873K 
but was formed in the experimental melt at a temperature 
of over 1773K. Therefore, MgS was precipitated during the 
solidification of the melt under the experimental conditions 
employed in the present work. Then, the complex sulfide 
(MgS + MnS) was precipitated around MgO·Al2O3 during 
the cooling process in the Mg-treated steel. The inclusion 
of CaS was precipitated on the CaO·Al2O3 inclusions in 

Fig. 10. Schematic diagram of the formation of complex sulfide in the steel treated by Ca, Mg and Ca-Mg, respectively
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the liquid Ca-treated steel. Therefore, CaS  was formed first, 
whereas, MnS was generated during the cooling process. 
Finally, the complex sulfide (CaS + MnS) was precipitated 
around CaO·Al2O3 in the Ca-treated steel.
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