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THE APPLICATION OF FRICTION STIR PROCESSING TO THE FABRICATION OF MAGNESIUM-BASED FOAMS

In the present paper, friction stir processing (FSP) is used to fabricate magnesium-based nanocomposite foams. The effects of 
the number of FSP passes, TiH2 to Al2O3 weight ratio, and foaming temperature; on the pore distribution and porosity are described. 
The results indicate that a minimum TiH2 to Al2O3 weight ratio is necessary to provide the best pore distribution and porosity. 
Closed-cell porous magnesium with a porosity of about 17.5% was successfully fabricated using 4-pass FSP at 800 rpm, by adding 
5 mass% TiH2 and 3.5 mass% Al2O3; at a holding temperature of 858 K, and a holding time of 45 min.
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1. Introduction

Metallic foams is known to have many interesting physical 
and mechanical properties, such as high energy absorption and 
damping capacity, as well as a very low specific weight [1]. In 
contrast, the potential of magnesium alloys as future structural 
materials has recently been recognized because of their low spe-
cific weight and high damping capacity. Magnesium foams are 
extremely light weight and highly capable of vibration control. 
In order to produce magnesium foams, many techniques have 
been developed, such as powder metallurgy [2-7], molten metal 
infiltration [8-12], metal foaming [13,14], and metal/gas eutectic 
unidirectional solidification [15]. However, it is difficult to pro-
duce magnesium foams using these conventional manufacturing 
processes because of the extreme chemical activity of magnesium. 

Recently, Hangai and Utsunomiya [16] have developed 
a new processing route for fabricating a precursor, in which 
friction stir processing (FSP) is used. FSP is a solid-state process 
comprising the generation of friction heat and an intense stirring 
action by inserting and traversing a rotating tool with a probe 
and a shoulder through the base metal [17]. With the FSP route, 
the precursor is fabricated by mixing blowing and stabiliza-
tion agent powders into substrate plates using the significant 
stirring action of FSP. In this case an inexpensive plate can be 
used as starting material instead of expensive metal powders, 
and foaming precursors can be produced using a simple, short 
process with high productivity. Also, in spite of the bulk foam 
fabrication process, FSP could produce surface foam in a very 
selective area where the core of the bulk material is unchanged.

In previous studies on foam fabrication using FSP, porous 
aluminium (A4045) and porous die casting aluminium alloy 

(ADC12) were successfully fabricated [18]. However, there is 
no report on magnesium foam production using FSP. The aim 
of the present work was to investigate the possibility of produc-
ing magnesium foams using TiH2 and Al2O3 as blowing and 
stabilization agents, respectively, with the FSP technique. To 
this end, the effect of the number of FSP passes, TiH2 to Al2O3 
weight ratio, and foaming temperature on the pore distribution 
and porosity, were examined.

2. Experimental procedure

In this study, pure magnesium castings of a rectangular 
shape (60 mm wide, 100 mm long, and 10 mm thick) was used 
as a substrate. Titanium hydride (TiH2, 45 μm) powders were 
used as blowing agent and alumina (α-Al2O3, 35 nm) powders 
were used as stabilization agent. The stabilization agent was used 
to stabilize the pore structure and to prevent the release of gases 
from porous magnesium by improving the viscosity during the 
foaming process [19]. Their amounts were 1-5 mass% for TiH2 
and 3.5-5 mass% for Al2O3 according to the stir zone of FSP. 

The TiH2 and Al2O3 powders were mixed and fed into 
a groove (with a width and depth of 1.2 mm and 5 mm, respec-
tively) that was located on the magnesium castings before FSP. 
The FSP tool is columnar with a screw probe. The diameter of 
the tool shoulder was 18 mm. The diameter and length of the tool 
probe was 6 mm. The tilt angle of 2° was used. The tool material 
was H13 hot-work tool steel. The threaded probes had 1 mm 
pitch. The tool traversing and rotational speeds were constant 
values of 150 mm/min and 800 rpm, respectively. At first, the 
groove was aligned along the centreline of the rotating probe. At 
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the beginning of the FSP, the groove was covered with a modified 
FSP tool that only had a shoulder and no probe. to prevent the 
powders from being displaced out of the groove. Then, the tool 
was inserted into the groove and precursor fabrication was done.

A different number of passes (2-pass, 4-pass, or 6-pass) 
was applied during FSP to investigate the effect of the number 
of FSP passes on precursor homogenization. The advancing di-
rection for the subsequent pass was in the opposite direction to 
the previous pass (i.e. proceeding forward and then backward). 
The maximum temperature of the surface of the magnesium 
castings was about 633 K, and was measured using a radiation 
thermometer. This temperature is below the decomposition tem-
perature of the blowing agent. It is considered that although the 
microstructure of the precursor is modified by FSP, the melting 
point is not significantly changed by the altered microstructure 
of the precursor. Thus, it is assumed that the microstructure of 
the precursor does not significantly affect the foaming properties.

The FSPed samples containing TiH2 and Al2O3 were ma-
chined to produce precursors of 6-mm thick, 10-mm wide, and 
10-mm long. These precursors were heat treated to introduce 
foaming, in a preheated electric furnace. The holding temperature 

(equal to the preheated temperature) was constant during the heat-
ing process and the holding time was 45 min. Then, the sample 
was cooled to room temperature under ambient conditions. The 
holding temperature varied from 828 to 858 K in steps of 10 K. 

Metallurgical inspection was performed on the cross-section 
of the samples using optical and scanning electron microscopes. 
The porosity of the foamed magnesium was calculated using 
image analysis.

3. Results and discussion

Figures 1-3 show the cross section of the samples produced 
under different process parameters. In the precursors which fabri-
cated by FSP, TiH2 and Al2O3 particles are almost distributed ho-
mogeneously. During the foaming treatment, TiH2 decomposed 
to Ti and H2. The gas formation of this reaction leads to pores 
formation. As can be seen in figures 1-3, in all the specimens, 
some large pores were found in the bottom of the stir zone. Ac-
cording to previous studies on the FSP [20], the material flow is 
lower in the bottom of the stir zone than near the surface, which 

Fig. 1. Effect of the FSP pass number on the pore size and distribution in the samples treated at 858 K
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is in contact with the tool shoulder. This is due to the strong 
effect of the shoulder on the material flow. Therefore, inhomo-
geneous distributions of the TiH2 and Al2O3 particles occurred 
in the lower regions. The distribution of the Al2O3 particles had 
a major effect on the pore morphology [21]. The pore growth 
would slow down when the Al2O3 particles were placed at the 
matrix/pore interface. Also, the surface of the Al2O3 particles 
provides a proper site for pore nucleation. In the bottom of the 
samples, due to the poor distribution of the Al2O3 particles, the 
pores grow rapidly and their coalescence generates large pores.

Figure 1 shows the effect of the number of FSP passes 
on the pore size and distribution in the sample heat-treated at 
858 K. As illustrated, the 4-pass FSP sample exhibited higher 

porosity than the 2-pass and 6-pass FSP samples. This is due to 
sufficient and uniform mixing of the TiH2 and Al2O3 particles 
into the magnesium base metal in the 4-pass sample. In spite of 
the low temperature of FSP, due to an increase in diffusion rate 
by severe plastic deformation, some hydrogen might be released 
from TiH2 in each FSP pass. As reported in previous work, 
hydrogen release led to a decrease in the activation energy of 
hydrogen decomposition of TiH2 [22]. Therefore, further passes 
could lead to the more generation of pores during the FSP. On 
the other hand, the severe plastic deformation that occurs during 
the FSP generates high strain energy in the TiH2 particles, and 
therefore a lower driving force is needed for hydrogen decompo-
sition. Consequently, more pore nucleation and growth result in 

Fig. 2. Effect of the foaming temperature on the pore size and distribution in the 4-pass FSP samples with 5% to 3.5% TiH2 to Al2O3 weight ratio
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higher porosity. However, in the 6-pass sample, further stirring 
and heat generation led to pore-coalescence into large pores 
that collapsed under the FSP tool, resulting in slightly reduced 
porosity. However, more pore formation improved distribution 
of the Al2O3 particles, and decreased the detrimental effect of 
the pores, which were removed by the stirring action. 

As can be seen in Fig. 4, the porosity in the 2-pass speci-
men is about 2.5%. This value increased to 17.5% for the 4-pass 
specimen, and then decreased to 12.5% for the 6-pass one. Ac-
tually, the porosity for the 6-pass specimen could be higher if 
pore-collapse did not occur. The increased porosity in the foam 
fabrication with further passes was also seen in accumulative 
roll-bonding for fabrication of porous Al4045 alloys [23]. These 

results indicate that four passes during FSP is necessary to fab-
ricate high-porosity porous magnesium, but further FSP passes 
decrease the porosity.

Figure 2 shows the morphology of pores in the sample 
fabricated with four passes at different foaming temperatures. 
As can be seen, the foaming temperature of 858 K resulted in the 
maximum porosity. When the holding temperature was lower, 
the magnesium matrix was not sufficiently softened for the pores 
to grow and expand in the magnesium matrix. This tendency is 
also seen in the powder compact foaming technique [24,25] and 
the accumulative roll bonding process [26].

Figure 3 shows the effect of the TiH2 to Al2O3 weight ratio 
on the pore size and distribution for the samples fabricated using 

Fig. 3. Effect of the TiH2 to Al2O3 weight ratio on the pore size and distribution in the 4 pass FSP samples fabricated at 858 K
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four passes of FSP, and heat treated at 858 K. With an increase in 
this ratio, an increase in porosity and improved pore distribution 
was observed. Larger pores and a heterogeneous morphology 
occurred in the samples with a low TiH2 to Al2O3 weight ratio. 
In this case, less blowing agent leads to a random pore distri-
bution. Larger pores in the samples with lower TiH2 is due to 
a higher TiH2 volume in certain places. Therefore, coalescence 
occurred and large pores were produced due to the short distance 
between the pores. 

As illustrated in Fig. 5, there is a linear relation between 
porosity and the TiH2 to Al2O3 weight ratio. This means that 
more blowing agent leads to formation of more pores. In the 
present study, the best pore distribution occurred in the samples 
fabricated using 4-pass FSP, after addition of 5 mass% TiH2 
and 3.5 mass% Al2O3, a holding temperature of 858 K, and 
a holding time of 45 min. As can be seen in Fig. 1, the pore size 
is lower than 2 mm and a great portion of pores is lower than 
0.2 mm. Fig. 6, shows these very fine pores and the good Al2O3 
nanoparticles distribution which leads to these pore formation.

Fig. 6. Scanning electron micrograph of the FSP sample produced under 
the optimum condition

Figure 7 summarizes the effects of foaming temperature, 
the TiH2 to Al2O3 weight ratio, and the number of FSP passes, on 
the porosity. A similar trend occurred in all the samples. Also, the 
4-pass ones had the highest porosity in all the samples. Analysis of 
these results led to the following empirical equation: p = A exp(Q/
RT), where p is the porosity, Q is the activation energy of pore 
formation, T is the foaming temperature, R is the gas constant, 
and A is a constant. Table 1 shows the Q and A parameters of this 
equation. These Q values are very close to the values in the report 
by Yang et al. [27], which measured the activation energy of the 
decomposition of TiH2 powders in argon gas. However, their 
measured values were slightly lower than those in the present 
study. This is owing to higher pressure on TiH2 in the foam pre-
cursor than on TiH2 powder in argon gas. Yang et al. also reported 
that the activation energy changed with temperature. On the 
other hand, due to the close range of heat treatment temperature 
to that in the present study, the Q value was almost unchanged. 

TABLE 1

Activation energy of pore formation and parameter 
for pore formation

Q (kJ/mole), A
TiH2-Al2O3 2-pass 4-pass 6-pass
5%-3.5% ~512, 5.25×1031 ~500, 5.25×1031 ~502, 5.25×1031

4%-5% ~512, 3.35×1031 ~500, 3.35×1031 ~502, 3.35×1031

2.5%-5% ~512, 1.5×1031 ~500, 1.5×1031 ~502, 1.5×1031

1%-5% ~512, 0.83×1031 ~500, 0.83×1031 ~502, 0.83×1031

4. Conclusions

1. In this study, the effect of the number of FSP passes, foaming 
temperature, and TiH2 to Al2O3 weight ratio, on the porosity 
and pore structure of pure magnesium foam fabricated using 
the FSP-route precursor method was investigated, and the 
following findings recorded. 

Fig. 5. Variation of porosity in the FSP samples processed with the TiH2 
to Al2O3 weight ratio

Fig. 4. Variation of porosity in FSP samples with number of FSP passes
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2. The porosity of the foam region increased as the holding 
temperature was increased from 828 to 858 K. 

3. Higher porosity magnesium with the uniform pore-size dis-
tribution was produced after four passes of FSP. Further FSP 
passes led to collapse of the pores and a decrease in porosity.

4. With a decrease in the TiH2 to Al2O3 weight ratio, large 
pores with heterogeneous morphology were generated.

5. The activation energy of TiH2 decomposition was slightly 
different in the precursor fabricated with various number 
of FSP passes. 
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