Copyright c 2018 by PAN – IPPT

ARCHIVES OF ACOUSTICS
Vol. 43, No. 3, pp. 413–423 (2018)

DOI: 10.24425/123913

The Radiation Efficiency Measurements of Real System
of a Thin Circular Plate Embedded Into a Thick Square Baffle
Krzysztof SZEMELA, Wojciech P. RDZANEK, Wojciech ŻYŁKA
Department of Mechatronics and Control Science
Faculty of Mathematics and Natural Sciences
University of Rzeszów
Pigonia 1, 35-310 Rzeszów, Poland; e-mail: alpha@ur.edu.pl
(received March 5, 2018; accepted May 21, 2018 )
Most of sound sources are complex vibroacoustic objects consist of numerous elements. Some coupled
vibrating plates of different shapes and sizes can be easily found in urban environments. The main aim
of this study is to determine the sound radiation of coupled plates system of practical importance. The
investigated vibroacoustic system consist of a thin circular plate coupled with a thick flat baffle with
a circular hole. The circular plate has been mounted to the baffle’s hole using screws and two steel rings.
The measurement setup was located inside a semi-anechoic chamber to assure the free field conditions. It
was necessary to take into account the whole system surface to obtain the radiation efficiency based on the
Hashimoto’s method. Such an approach can be troublesome and time-consuming. Therefore, the criterion
has been proposed which allows the vibration velocity measurements and calculations to be performed
only for the thin plate’s area. An alternative approach has been proposed based on the classical Rayleigh
integral formula. Its advantage is a simpler implementation in a computer code. The obtained results have
been compared with the theoretical results obtained for the elastically supported circular plate. A good
agreement has been obtained at low frequencies.
Keywords: radiation efficiency; measurements; Hashimoto’s method; coupled plates.

1. Introduction
In practice, many real sound sources are complex vibroacoustic system of coupled vibrating structures. In many cases, the vibroacoustic objects consist of plates with different shapes, sizes as well as
boundary configurations. The plates are commonly
used in different branches of industry. They are elements of covers, transducers, microphones, windows,
etc. Vibroacoustic properties of such elements are important. Therefore, radiation efficiency, acoustic insulation, acoustic impedance as well as vibration responses and acoustic fields associated are under constant focus of many researchers. Theoretical studies, though numerous, are often complex and therefore limited to the simplest cases (Kwak, Kim, 1991;
Amabili et al., 1996; Lee, Singh, 1994; Rdzanek
et al., 2003; 2007; 2016; Wiciak, 2007; Oberst et al.,
2013; Jeong, 2003; Jeong, Kim, 2005; Gazizullin,
Paimushin, 2016; Hasheminejad, Afsharmanesh,
2014; Christiansen et al., 2014; Shahraeeni et al.,
2015; Squicciarini et al., 2015; Liu et al., 2017).

Consequently, experimental methods of analysis are
widely accepted due to obvious shortcomings and limitations of the theoretical methods. The results of
both theoretical and experimental investigations are
often used in different practical applications such as
active control of noise and vibrations (Leniowska,
2006; Branski, Szela, 2011; Mazur, Pawełczyk,
2011; Kozupa, Wiciak, 2011; Yuan et al., 2011;
2012; Leniowska, Mazan, 2015; Hasheminejad,
Keshavarzpour, 2016; Mazur, Pawełczyk, 2016;
Beigelbeck et al., 2013; Sun et al., 2015), sensors and speakers (Vishwakarma et al., 2014; Chiang, Huang, 2015; 2018), and some modal tests
(Matthews et al., 2014; Robin et al., 2016; Zhao
et al., 2016; Kamper, Bekker, 2017). The discretisation technique has been used to investigate the sound
radiation inside a layer bounded by two walls (Dı́azCereceda et al., 2012). The method of measuring the
radiation efficiency of vibrating flat structures by its
discretization has been widely accepted. The method
has been originally proposed by Hashimoto (2001).
Further, it has been developed significantly by Arenas

414

Archives of Acoustics – Volume 43, Number 3, 2018

and Crocker (2002), Arenas (2008; 2009a; 2009b;
2010). The Hashimoto’s method has been further developed theoretically by Luo et al. (2015). The method
was also used for some other theoretical and experimental analyses of the radiation efficiency of vibrating
surface sources by Hu and Shang (2012), Xiaoqing
et al. (2014), Kolber et al. (2014), Wang and Xiang
(2017), Jiang et al. (2017), Langfeldt et al. (2018),
Jung et al. (2017).
A thin plate mounted to a thick flat screen constitutes a coupled system of practical importance. Such
a vibroacoustic system can be easily found in architecture as well as in industry. It can be considered as
a cover or window represented by a thin plate embedded in a building wall which is thick flat baffle. This
study is focused on determining the radiation efficiency
of a system of the two coupled plates. The investigated
object is the thin steel circular plate with a point excitation embedded in a flat thick rectangular baffle. In
order to make the analyzed problem more practical,
the circular plate has been mounted to the flat screen
using one of the most common mounting method, i.e.,
the mounting by means of screws. The radiation efficiency of the considered system can been obtained
based on the Hashimoto’s method. However, this approach is time-consuming, troublesome or even impossible when a sound source surface has to be divided
into a large number of discrete elements. Hence, it is
necessary to propose the procedure which allows an approximate value of the radiation efficiency to be found
in a convenient way. Although the baffle and the circular plate constitute a system of two coupled plates, the
baffle is much thicker than the circular plate. Therefore it is supposed that for some frequencies the effect
of vibrational interactions between the two plates can
be neglected which makes the baffle’s vibration velocity much smaller than the vibration velocity of the circular plate. The criterion for such a negligence will be
described later on in more detailed way. Generally it is
accepted that if the means square vibration velocity on
the baffle is much smaller than on the circular plate,
the negligence can be applied. This means that in some
cases, the baffle’s contribution to the sound radiation
can be negligible small and the radiation efficiency of
the coupled plates can be approximately determined
as the radiation efficiency of the thin plate only. This
allows the vibration velocity measurements as well as
calculations to be performed only for the thin plate
area and consequently reduces measurement procedure
complexity. Therefore, another aim of this study is to
define the criterion to indicate the conditions for which
such simplification is possible.

2. Normalized sound power
The normalized sound power, one of the fundamental quantities describing the properties of an acoustic

source, can be calculated from the following formula
(cf. Skudrzyk (1971) Sec. 28.3 Eqs. (18)–(24); and
Arenas (2009a) Eq. (15))
Π/Π(∞) = σ − iκ,

(1)

where Π is the time average complex sound power,
Π(∞) = limk→∞ Π = ρ0 cS |v|2 S is the reference
sound power radiated for the infinite value of the
acoustic wavenumber k = 2πf /c, f is the vibration
frequency, S is the sound source area, c and ρ0 denote
the speed of sound and the density of air, respectively,
Z
1
|v|2 dSa ,
(2)
|v|2 S =
a
2Sa
Sa

is the time-averaged mean square vibration velocity
calculated for an arbitrary surface Sa enclosing the
sound source (cf. Arenas (2009a) Eq. (16)), σ is the
radiation efficiency and κ = 2πf µ is the added mass
coefficient, µ is the total effective mass of the plate (after Skudrzyk (1971) Sec. 28.3 the text after Eq. (19)),
and i is the imaginary unit. To determine the quantities σ and κ, it is necessary to find the sound power.
The experimental investigations of the sound power
based on the measurements of the sound intensity are
troublesome and time-consuming. However, this quantity can be approximately determined in more convenient way by measuring only the vibration velocity at
some discrete source points. Based on the impedance
approach, the sound power can be expressed as (cf.
Skudrzyk (1971) Sec. 28.3 Eq. (18))
Z
1
pv ∗ dS,
(3)
Π=
2
S

where p is the acoustic pressure, v is the normal component of the vibration velocity of source points and
the symbol ∗ denotes the conjugate of any complex
quantity.
The sound power can be calculated with the use of
the two different methods. To use these methods, it is
necessary to discretize the source surface, i.e., to divide
it into virtual elements whose dimensions are small
compared with the acoustic wave length λ. The vibration velocity is assumed to be uniformly distributed on
the surface of each particular element. It is also convenient to divide a source surface into elements of the
same areas ∆S which simplifies the obtained formulas.
In the case of a circular source, such a discretization
has been proposed by Arenas (2009a) (cf. his Sec. 2.3
and Fig. 1). It has been assumed that the locations of
the central points of the elements are given by the set
of vectors ru for u = 1, 2, . . . , W , where W is the number of elements. The time-average mean square vibration velocity for an arbitrary discretized surface Sa , in
the case when all the virtual elements have the same
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area ∆S, can be calculated as (cf. Arenas (2009a)
Eq. (17))
∆S X
|vu |2 ,
(4)
|v|2 S =
a
2Sa u
where vu = v(ru ) is the vibration velocity of the u-th
element and the summation is performed over all the
elements located on the surface Sa . After calculating
the sound power Π, the radiation efficiency σ as well
as the added mass coefficient κ can be obtained with
by using Eqs. (1) and (4).

3. The Hashimoto’s method
The sound power can be determined using the
Hashimoto’s method. This method is based on the assumption that the u-th virtual element can be considered as the piston of the vibration velocity vu and the
area ∆S. Then, using Eq. (3) results in (Hashimoto
(2001) Eq. (3))
Π'

W
W u−1
X
X
1 (self) X
(mut.)
Z
|vu |2 +
Zu,q
Re(vu vq∗ ), (5)
2
u=1
u=2 q=1

where Re(·) gives the real part of a complex quantity,


H1 (2ka0 )
J1 (2ka0 )
(self)
−i
, (6)
Z
= ρ0 c ∆S 1 −
ka0
ka0
is the self impedance (Hashimoto (2001) Eq. (1); cf.
also Pritchard (1960) Eqs. (9) and (10)), J1 (·) is the
Bessel function of first order,
p H1 (·) is the Struve function of first order, a0 = ∆S/π is the piston radius,
and
(mut.)
Zu,q
= −2i ρ0 c ∆SJ12 (ka0 )

eik|ru −rq |
,
k|ru − rq |

found using the Rayleigh’s first integral (cf. Rayleigh
(1896) Sec. 278)
Z
p(r) = −if ρ0

v(rS )

eik|r−rS |
dS,
|r − rS |

(9)

S

where r is the vector indicating field point, rS is the
source point vector. The above formula has been presented in the discrete form by using the auxiliary discretization. The area of each element of the auxiliary
discretization is equal to ∆S and the locations of the
elements’ central points are given by the set of vectors
r0q for q = 1, . . . , W . Next, the formula from Eq. (9)
can be expressed as
p(r) ' −if ρ0 ∆S

W
X
q=1

0

vq0

eik|r−rq |
,
|r − r0q |

(10)

where vq0 = v(r0q ). Taking into account the singularity
in Eq. (10), it is clear that the sound pressure pu can
be calculated only for the auxiliary discretization performed so that ru 6= r0q for u, q = 1, . . . , W . Finally,
inserting Eq. (10) into Eq. (8) leads to
W X
W
ik|ru −r0q |
X
1
2
0 e
vq
v∗ .
Π ' − if ρ0 ∆S
0| u
2
|r
−
r
u
q
u=1 q=1

(11)

The above formula is equivalent for the formula from
Eq. (5). In the further analysis, the results given by
both formulas as well as their computational efficiencies have been discussed.

5. Measurement setup and instruments
(7)

is the mutual impedance (Hashimoto (2001) Eq. (2);
cf. also Pritchard (1960) Eq. (12)). The number of
terms in Eq. (5) has been reduced taking into account
(mut.)
(mut.)
that Zu,q
= Zq,u
and vu vq∗ + vq vu∗ = 2Re(vu vq∗ )
which significantly improves the sound power calculations.

The investigated object was a steel circular plate
with the radius a = 0.15 m and the thickness h =
1 mm. It was mounted with the use of eight screws
and two steel rings to a flat chipboard of the thickness
28 mm and with the width and the length equal to
1.7 m (see Fig. 1). The flat chipboard was considered
as a baffle. It was situated on four columns filled with

4. The Rayleigh’s method
The sound power from Eq. (3) can be formulated
for the discretized source surface as
Π'

W
∆S X
pu vu∗ ,
2 u=1

(8)

where pu = p(ru ) is the sound pressure at the central
point of the u-th element, and the integration of continuous quantity pv ∗ has been replaced by the summation of the discrete elements on a sound source surface
leading to approximate results. The quantity pu can be

Fig. 1. The investigated circular plate, mounting screws
and steel ring.
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sand which ensured a vibroacoustic insulation from vibrations of a building floor (see Fig. 2). The distance
between the baffle and the chamber floor was equal
to 72 cm. To reduce an influence of reflected waves as
well as some other acoustics disturbances, the measurement setup has been placed inside the semi-anechoic
chamber. The chamber’s walls and ceiling are covered
with wedges which absorb acoustic waves for frequencies f > 200 Hz. The chamber floor is a reflected surface. Therefore, some acoustic waves reflected from the
floor can disturb acoustic measurements. This effect
is particularly strong when the amplitude of acoustic
pressure generated by some acoustic waves reflected
from the floor has a maximum (see Appendix A). The
plate vibrations were generated by a point excitation
realized with the help of the shaker The Modal Shop
2075E. The excited point was asymmetrically located
in the distance 0.75a from the plate center. This allowed some asymmetric modes to be strongly excited.
The time dependence of the plate excitation was assumed in the form of the white noise which caused
that the acoustic behavior of the considered system can
be investigated for a whole analyzed frequency range.
Moreover, the amplitude of excitation force was chosen so that the plate deflections can be small enough
to describe its vibrations by the plate linear model.
As a result of measurements, the vibration velocity of
the plate as well as the baffle was determined using the
Polytec PDV-100 vibrometer. Additionally, the value
of excitation force F was measured by means of the
PCB Piezotronics 208C03 force sensor. The measurements and data aggregation were performed with the
use of the LMS Scadas Mobile data acquisition device
and the LMS Test.Xpress software.

Fig. 2. The measurement setup placed inside
the semi-anechoic chamber.

duced. In this coordinate system, the position vector
has been defined as r0 = (r0 , ϕ0 ), where r0 and ϕ0
are the radial coordinate and the angular coordinate,
respectively. Taking into account the construction of
measurement setup, it can be expected that the thin
plate’s vibrations can generate the vibrations of the
baffle. Hence, the considered sound source are the two
coupled plates. The vibration velocity measurements
were performed on the surface S1 containing the points
for which 0 < r0 ≤ a1 = 3a = 0.45 m. The measuring points’ locations are given by the following set of
(m)
(m)
(m)
vectors rj = (rj , ϕj ) where
(m)

rj

= 25b(j + 13)/15c [mm],

(m)
ϕj

2π
mod(j − 2, 15)γj ,
=
15

(12)

j = 1, . . . , 271, bwc gives the greatest integer less than
or equal to w, mod(a, b) is the reminder after division
of a by b, γ1 = 0 and γj = 1 for j > 1. The vibration velocity has been measured for some selected thin
plate’s points to provide an accurate information about
a plate’s vibrational behavior. The measurements performed at some baffle’s points allows its contribution
to the sound radiation of the considered system to be
estimated. Because of a small value of the applied exciting force F [N], it has be assumed that the vibration
velocity is proportional to the value of F and the following relation is satisfied
v(r0 ) = β(r0 )F,

(13)

where β(r0 ) [m/(s·N)] is the proportionality coefficient. The main aim of measurements was to determine the function β(r0 ). For this purpose, the exciting
force was recorded as a function of time for each velocity measurement. The duration of measurement in the
case of each point was equal to 30 s and the sampling
frequency 12.8 kHz. Based on the measurement data
and making use of DFT (Discrete Fourier Transform),
in the case of each measuring point j, the vibration ve(m)
(m)
locity vj as well as the exciting force Fj have been
obtained for the discrete values of frequency f = fn
where fn = n/30 Hz for n = 0, 1, . . . Then, making
use of Eq. (13) the values of the proportionality coefficient have been obtained at the measuring points as
(m)
(m)
(m)
β(rj ) = vj /Fj . Finally, using an interpolation,
the continuous functions β(r0 ) defined on the whole
investigated surface S1 have been determined for the
discrete frequencies fn . These interpolating functions
have been used in further numerical calculations.

6. Vibration velocity measurements
In order to determine the measuring points’ locations, the polar coordinate system with the origin
placed at the thin plate central point and the radial
axis including the plate’s excited point has been intro-

7. Surface discretization
The considered circular surface S1 has been discretized according to the method proposed by Arenas (2009a) (cf. his Sec. 2.3 and Fig. 1). Firstly, the
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surface has been divided into rings of the same width
∆r = a1 /N , where N is the number of rings. Then, in
order to obtain the elements of the same area ∆S =
π(∆r)2 /4, the discretization has been perform assuming that the ring of number j, where j = 1, . . . , N
contains 4(2j − 1) elements. The number of all the elements is equal to W1 = 4N 2 whereas the number of
elements located on the thin plate’s surface can be expressed as W = a2 W1 /a21 . The vectors defining the
locations of elements’ central points can be expressed
as ru = (ru , ϕu ), where
ru = ∆r(εu − 1/2),


π u − 4(εu − 1)2 − 1/2
,
ϕu =
2(2εu − 1)
u = 1, . . . , W1 , εu =

NP
−1

(14)

αn (u) gives the number of

n=0

ring on which the element is located, αn (u) = 1 when
u > 4n2 and αn (u) = 0 otherwise. The used surface
discretization has been shown in Fig. 3. The angular
size of the element depends on its number u and can
be expressed as (∆ϕ)u = π/[2(2εu − 1)]. Additionally,
the set of vectors r0q = (ru , ϕ0u ), where
ϕ0u



π u − 4(εu − 1)2 − 1
= ϕu − (∆ϕ)u /2 =
,
2(2εu − 1)

(15)

has been used for the auxiliary discretization in the
Rayleigh’s method.
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be noted that some acoustic waves reflected from the
floor generate the acoustic pressure which acts on
the plate surface. This pressure value has been estimated in Apppendix A. It has been shown that
the strongest influence of the waves reflected from
the floor on the plate vibrations can be observed in
the case when the vibration frequency is equal to
f = cn/(2l), where n = 0, 1, . . . , and l = 0.748 m is the
distance between the floor and the plate surface, which
gives f = 231.1 Hz, 462.2 Hz, 693.4 Hz, and 924.5 Hz.
Therefore, it can be expected that the measurement
results obtained for the vibration frequencies close to
these frequencies can not be accurate or even correct.
The discretization with the elements’ sizes smaller than
λ/6 has to be used to obtain some correct results. It
can be estimated that in this case, the relative error
is less than about 15%. However, as smaller the elements’ sizes as more accurate results. Since the analyzed object is the two coupled plates system, it is
necessary to assume that the element sizes should also
be much less than the shortest considered length of
the plate bending wave. Taking into account that the
vibration velocity amplitudes on the thin plate are
considerably greater than the vibration velocity amplitudes on the baffle, it is enough to analyze the bending waves on the thin plate only. The length of the
bending wave on the thin plate is given by (cf. Leissa
(1969) Eq. (1.5); and Rao (2007) Eq. (14.225))
p
(16)
λp = 4 4π 2 D/(ρhf 2 ),

Fig. 3. The location of some elements for used surface discretization proposed by Arenas (2009a) (cf. his Sec. 2.3
and Fig. 1), the vector ru defining the location of u-th element and the coordinates (r0 , ϕ0 ) of the position vector r0 .

where D = Eh3 /[12(1 − ν 2 )] is the plate’s bending
stiffness (cf. Leissa (1969) Eq. (1.2); and Rao (2007)
Eq. (14.19)), E denotes the Young’s modulus, ν is
the Poisson’s ratio and ρ is the plate’s density. It has
also been accepted that E = 210 GPa, ν = 0.3, and
ρ = 7850 kg/m3 for the considered steel plate. It results in λp > 0.1 m and implies that the element sizes
should be much less than 0.1 m. To satisfy this condition, the discretization of surface S1 has been performed for N = 75 which means that the considered
region has been divided into W1 = 4N 2 = 22 500 elements. It can be estimated that the element sizes
are equal to ∆r = a1 /N = 6 mm and ∆S/∆r =
πa1 /(4N ) ≈ 5 mm. Now, knowing that λp /∆r > 16.7,
λp ∆r/∆S > 20, λ/∆r > 52 and λ∆r/∆S > 62, the
elements can be considered as small enough and the
results of performed numerical analysis reliable.

8. Numerical analysis

8.1. Baffle’s contribution to the sound radiation
of the considered system

The numerical calculations has been performed for
the speed of sound equal to c = 345.757 m/s. It should
be noted that the normalized sound power does not
depend on the density of medium ρ0 . The sound radiation has been analyzed for the vibration frequencies f ≤ 1.1 kHz, i.e., for λ > 0.314 m. It should

In order to determine the normalized sound power
of the considered coupled plates system, it is necessary to taking into account the sound radiation by the
surfaces of both plates. The large baffle’s area causes
that the vibration velocity measurements can be timeconsuming. Moreover, the calculations of the sound
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power with the use Hashimoto’s method can also be
time-consuming or even impossible to perform which
is due to a large number of discretization elements.
Therefore, in such case, another methodology for determining the sound power has to be proposed. Only
thin circular plate is excited hence it can be expected
that in some case, this plate gives a main contribution
to the sound radiation of the considered system. This
causes that the baffle’s contribution can be neglected
and the sound power of the considered system can
approximately be determined based on measurements
and calculations performed for the thin plate’s surface
only. This significantly reduces the number of points at
which the vibration velocity has to be measured and
makes the numerical calculations of the sound power
possible to perform. It is of practical importance to indicate the conditions under which such simplification
can be used. For this purpose, the baffle’s contribution
to the sound radiation of the considered system should
be compared with the thin plate’s contribution. However, comparing the sound power emitted by the baffle
with the sound power radiated by the thin plate leads
to time-consuming calculations. Therefore, it has been
proposed that the contribution of vibrating surface to
the sound radiation by the considered system can be
estimated based on the time-average mean square vibration velocity. This quantity given by Eq. (4) is much
easier to calculate than the sound power calculated
from Eq. (5). In the case of the whole analyzed surface
S1 , the formula for |v|2 S1 given by a single sum contains W1 terms whereas the formula for Π expressed in
the form of double sums contains W1 (W1 + 1)/2 terms.
Taking into account of numbers of terms in these formulas, it can be estimated that the calculations time of
sound power is about (W1 +1)/2 = 11 250 times longer
than the calculations time of time-average mean square
vibration velocity.
In order to indicate the cases for which the baffle’s contribution can be neglected in the determining
the normalized sound power of the considered coupled
plates system, it is convenient to define the following
quotient
|v|2 S
b
,
(17)
q=
|v|2 S

velocity v. To show the thin plate’s vibration response as well as the baffle’s contribution to the sound
power of the considered system, the normalized quantity |v|2 S /F 2 [m2 /(s2 ·N2 )] calculated with the use
of Eqs. (4) and (13) and the quotient q have been presented in Fig. (4) as a function of the vibration frequency.
It has been assumed that for q < 0.01, the baffle’s
contribution to the sound power of the considered system is negligible small and the proposed methodology
to approximately determine the sound power of the analyzed coupled plates as the sound power radiated only
by the thin plate can be employed. Figure 4 proves that
these cases occur for the wide frequency ranges, for example, f ∈ (100, 200) Hz, f ∈ (350, 550) Hz as well as
f ∈ (850, 1100) Hz. Some small values of q have been
observed both for the vibration frequencies close to the
resonances frequencies and for some other ones. For
example, in Fig. 4b, the analyzed quantities has been
presented additionally for the narrow frequency range
related to one of the resonance frequencies. Based on
Fig. 4b, it can be concluded that for the vibration
frequencies close to the resonance frequency equal to
about 103 Hz, the thin plate gives a main contribution
to the sound power of the considered system and the
proposed methodology can be used. In the case of low
frequencies, i.e., when f < 80 Hz, the quotient q assumes some greater values, q > 0.1 which shows a significant baffle’s contribution to the sound radiation of
the considered system. Thus, it can be stated that the
a)

b)

where Sb is the baffle’s surface containing points for
which a < r0 ≤ a1 . Making use of Eqs. (4) and (13),
the above definition can be expressed as
W1
X

|βu |2
S u=W +1
q=
,
W
Sb X
2
|βu |

(18)

u=1

where βu = β(ru ). The quantity q depends only on
the values of the coefficient β(r0 ) and depends neither on the excitation force F nor on the vibration

Fig. 4. The quotient q given by Eq. (17) – solid line and
the normalized time-average mean square vibration velocity |v|2 S /F 2 – dashed line as the functions of vibration
frequency: a) whole analyzed frequency range, b) narrow
frequency range around the resonance frequency of the considered system.
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normalized sound power at low frequencies has to be
determined by taking into account the sound radiation
by surfaces of both plates.
8.2. Normalized sound power
Inserting Eq. (13) into Eqs. (4) and Eq. (5) or alternatively (11), the normalized sound power Π/Π(∞) can
be expressed by means of the proportional coefficient
β(r0 ). Because of the high computational complexity of
the analyzed problem, the numerical analysis has been
performed taking into account the thin plate’s surface only. Therefore, the obtained results are valid for
the considered coupled plates system only in the case
when the baffle’s contribution is small enough to be neglected, i.e., when the quotient q < 0.01. On the basis
of the measurement data and using the Hashimoto’s
method, the radiation efficiency σ and the added mass
coefficient κ have been calculated and presented in
Fig. 5 as the functions of the vibration frequency. The
imaginary part of self impedance Z (self) from Eq. (6) is
given by the Struve function of first order H1 (x). The
numerical estimation of the value for this function can
be time consuming. Therefore, the following approximation proposed by Aarts and Janssen (2003) (cf.
their Eq. (16))


16
sin x
2
−5
H1 (x) ' − J0 (x) +
π
π
x


36 1 − cos x
+ 12 −
,
(19)
π
x2
has been used to improve the numerical calculations. In order to check the validity of the proposed
Rayleigh’s method, for comparison, the quantities σ
and κ have also been calculated from the formula given
by Eq. (11). Assuming that the results given by the
Hashimoto’s method are exact, the percentage relative
error has been estimated for the results obtained on
the basis of the Rayleigh’s method. The relative error for σ does not exceed 3%. The only exceptions are
very narrow frequency ranges for which it is greater
than 3% and does not exceed 12.2%. In the case of the
added mass coefficient κ, it has been estimated that
the relative error is less than 1% with the exception of
a very narrow frequency range for which it exceeds 1%
but is less than 4%. Taking into account the value of
the relative error, it can be stated that both methodologies lead to equivalent results. Taking into account
that the number of terms in Eq. (11) is about two times
greater than the number of terms in the formula from
Eq. (5), it is obvious that the Hashimoto’s method has
a greater computational efficiency than the Rayleigh’s
method. However, the advantage of the formula given
by Eq. (11) is the fact that it is not expressed by the
special functions such as the Bessel or Struve functions
which makes it easier for further implementations.
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It is of interest to compare the experimental results
obtained for the thin plate with the results given by
a pure theoretical model. It gives the answer whether
the Hashimoto’s method is correct. The measurements
of the vibration velocity shown that the thin plate’s
vibrations are transmitted to the baffle by its edge.
Hence, the analyzed thin plate can not be considered
as the perfectly clamped circular plate. In order to theoretically predict its behavior, its boundary conditions
have to be describe with the use of more complicated
model. In the literature, the elastically supported edge,
whose properties are defined by two stiffness constants,
has been proposed to describe the real boundary conditions. The sound power of the circular plate for such
boundary conditions has been discussed by Rdzanek
et al. (2003; 2007) in the case of the point excitation
and when the internal as well as acoustic damping are
neglected. It is of interest to examine whether this theoretical model is accurate enough to predict the sound
radiation of analyzed plate. For this purpose, it is necessary to find the values of dimensionless stiffness constants K W = KW a3 /D and K ψ = Kψ a/D, where KW
and Kψ are the boundary stiffness constant associated
with the force counteracting the transverse deflection
of the plate’s edge and the rotary moment, respectively. The normalized sound power has been calculated for some different values of K W and K ψ . Finally,
it has been assumed that K W = 1200 and K ψ = 1000
which allows the results obtained with the use of the
theoretical model to be as close as possible to those
obtained based on the measurements. In Fig. 5, for
comparison, the curves given by the theoretical formulas have been presented together with the curves
obtained based on the measurement data. In the case
of σ, a good agreement between those curves is observed for the vibration frequency f < 0.6 kHz with
the exception of some very narrow frequency ranges.
At higher frequencies, the results obtained with the use
of both methodology can significantly differ from each
other. This effect can be explained by the fact that the
increase in frequency leads to the increase in the size

Fig. 5. The radiation efficiency σ and the added mass coefficient κ as the functions of the vibration frequency. The
line keys: solid – obtained on the basis of measurement data
with the use of the Hashimoto’s method, dashed – obtained
from the theoretical model.
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of discretization elements compared with the length
of acoustic wave λ. For the added mass coefficient κ,
Fig. 5 shows a good agreement between experimental
and theoretical curve for the whole analyzed frequency
range.

Eq. (2.58), p. 38 for the impedance termination). The
acoustic pressure satisfies the following single dimensional Helmholtz equation in the fluid layer

9. Conclusions

for 0 > z > −l, and p(z, t) = p(z) exp(−iωt).
Generally, the impedance boundary condition can
be derived from the law of conservation of momentum
(cf. Kuttruff (2009) Eq. (1.2) p. 8)

The normalized sound power of the two coupled
plates system of practical importance has been analyzed. The considered object was the thin circular plate
with a point excitation which has been mounted to the
thick flat baffle. The results of the performed investigations and analysis can be summarized as follows:
1) Taking into account that experimental investigations of the sound power are difficult or in some
cases even impossible, the useful methodology has
been proposed. This approach is based on the observation that in some cases the baffle’s contribution to the sound radiation can be neglected. The
criterion indicating these cases has been defined.
2) Based on the simple theoretical model, the frequencies, for which the strongest influence of
acoustic waves reflected from the floor can occur,
have been indicated.
3) The equivalent formula for the Hashimoto’s
method has been presented without the use of the
special function such as the Bessel and the Struve
function. Its advantage is a simpler implementation in a programming language.
4) For comparison, the theoretical model of elastically supported plate has been used to determine
the normalized sound power of the thin circular plate which is the part of considered system.
A good agreement between theoretical and experimental results has been obtained in the case
when the vibration frequency is less than 0.6 kHz.
This proves that at low frequencies, the behavior of a real circular plate can be predicted based
on the pure theoretical formulas. Moreover, it can
be concluded that the Hashimoto’s method gives
some accurate results only for the frequencies less
than 0.6 kHz.

d 2p
+ k 2 p = 0,
dz 2

∇p + %0

∂v
= 0,
∂t

(20)

(21)

and from the wall impedance definition (cf. Kuttruff
(2009) Eq. (2.2), p. 37, and Kuttruff (2007) Sec. 7.1)
 
p
Z=
,
(22)
vn surface
where vn = n·v, n is the unit vector outward normal to
the boundary surface. Now, multiplying Eq. (21) side
by side by n and differentiating Eq. (22) with respect to
time t, gives finally, the impedance boundary condition
in the following form (cf. Kuttruff (2009) Eqs. (3.2a)
and (3.2b), p. 68; Meissner (2013) Eq. (2); Meissner
(2015) Eq. (5))
β ∂p
∂p
+
= 0,
∂n
c ∂t

(23)

∂p
− ikβp = 0,
∂n
where ∂p/∂n = n · ∇p, n is the unit vector outward
normal to the boundary surface, β = %0 c/Z is the dimensionless floor admittance, and c is the sound velocity in fluid.
The following boundary conditions are satisfied
dp
dz

= −ikβp(−l),
z=−l

dp
dz

(24)
= +ik%0 cv0 ,

z=0

Appendix

where v0 is the normal outward vibration velocity on
the upper plane bounding the fluid layer.
The solution to Eq. (20) may be expected in the
general form of

Eigenvalues of the fluid layer

p(z) = A(k) sin[k(z +l/2)]+B(k) cos[k(z +l/2)]. (25)

The problem of the resonance frequencies of the
fluid layer can be considered roughly as a single dimensional problem. The simplifying assumption is that
the entire plane is vibrating with a uniform normal velocity. The flat wave conditions can be actually satisfied in the rigid tube below the first non-zero eigenvalue (cf. Beranek (1996) Eq. (2.47), p. 32 for the
rigid termination; and Beranek and Mellow (2012)

Inserting this solution to the boundary conditions
yields immediately
h
i
A(k) cos(kl/2) − iβ sin(kl/2)
h
i
+ B(k) sin(kl/2) + iβ cos(kl/2) = 0,
A(k) cos(kl/2) − B(k) sin(kl/2) = +i%0 cv0 .

(26)
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These two equations can be solved with respect to A(k)
and B(k), giving
A(k) = + i%0 cv0

sin(kl/2) + iβ cos(kl/2)
;
sin(kl) + iβ cos(kl)
lim A(k) =

β→0

+i%0 cv0
,
2 cos(kl/2)
(27)

lim B(k) =

−i%0 cv0
.
2 sin(kl/2)

i%0 cv0
sin(kl) + iβ cos(kl)

· [sin(kl/2)+iβ cos(kl/2)] sin[k(z+l/2)]

− [cos(kl/2)−iβ sin(kl/2)] cos[k(z+l/2)] ,



1
sin[k(z+l/2)] cos[k(z+l/2)]
lim p(z) = i%0 cv0
−
.
β→0
2
cos(kl)
sin(kl/2)
(28)
Then, the following functions can be obtained at both
fluid bounding planes
p(−l) =

−i%0 cv0
;
sin(kl) + iβ cos(kl)
lim p(−l) = −

β→0

p(0) = −i%0 cv0

i%0 cv0
,
sin(kl)
(29)

cos(kl) − iβ sin(kl)
;
sin(kl) + iβ cos(kl)
lim p(0) = −i%0 cv0

β→0
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Inserting these back into Eq. (25) provides the acoustic
pressure in the form of
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;
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cos(kl)
.
sin(kl)

The eigenvalues are complex when β 6= 0, whereas
when β = 0, the characteristic equation is
π
sin(kl) = 0;
k=n ;
n = 0, 1, 2, . . . , (30)
l
i.e. the acoustic pressure maximums occur on both
planes (the upper and the lower, no matter which plane
is the driving plane) whenever this equation is satisfied.
On the other hand the acoustic pressure nodes occur
only on the upper plane (on the lower plane a minimum
occurs) whenever


1 π
cos(kl) = 0; k = m +
; m = 0, 1, 2, . . .
2 l
(31)
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