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Abstract  
 

In the present investigation, the morphology of Ti inclusions in high strength tire cord steel was investigated and their precipitation 

behavior was discussed using a precipitation and growth model. The results show that Ti inclusions mainly exist in the form of TiN. The 

two-dimensional characterization of Ti inclusions is square-like with sharp edges and corners, while its three-dimensional shape exhibits a 

cubic or rectangular-prism morphology. The Ti inclusions do not precipitate when the solid fraction of tire cord during solidification is less 

than 0.987, and their final radius is closely related to the cooling rate and initial concentration product. The higher the cooling speed, the 

smaller the final radius, when the cooling speed is constant, the final radius of Ti inclusions is mainly determined by the initial 

concentration product, w[N]0×w[Ti]0. In order to retard the precipitation and growth of Ti inclusions in tire cord steel, the cooling rate and 

initial concentration product can be taken into consideration. 
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1. Introduction 
 

As a superior quality product of wire rod, tire cord steel is 

mainly used in radial ply tyres. Its outstanding mechanical 

performances, such as its excellent elasticity, high strength, long 

service life, and impact resistance, are necessary [1,2]. It is a 

pivotal mission to improve the steel purity in the production. 

Before tire cord is made, the steel wire is drawn from 5.5 mm 

to 0.15 mm in diameter and subjected to cyclic stress in the 

drawing and twisting process. Therefore, the breakage of steel 

wire during fabrication is a crucial issue. It has been shown that if 

the size of non-metallic inclusions in steel cord is greater than 2% 

of the diameter of the processing wire, it causes breakage of the 

steel wire. This filament break is especially sensitive with the 

existence of angular and non-deformable Ti inclusions, such as 

TiN or Ti(CN), which act as cleavage initiators [3,4]. This causes 

fracture delamination in the drawing and twisting process for steel 

wire or decreases the fatigue performance and seriously affects 

traffic safety [5]. It has been one of the main challenges in tire 

cord steel production, especially for high-strength or ultra-high-

strength tire cord steel [6,7]. Therefore, internationally recognized 

companies, such as Bekaert, proposed the penalty point 

specification of Ti inclusions to judge wire rods [8]. With the 

improvement of strength grade for tire cord steel, the effective 

control of Ti inclusions has become more and more crucial.  

In this study, grade-80 tire cord steel is researched by an 

industrial experiment combined with the formation 

thermodynamics and dynamics. Then the characterization of Ti 

inclusions and their precipitation behavior are further revealed. 
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2. Experimental Aspects 
 

The chemical composition of grade-80 tire cord steel slab is 

0.82 wt% C, 0.19 wt% Si, 0.5 wt% Mn, 0.009 wt% P, 0.009 wt% 

S, 0.0011 wt% Als, 0.0017 wt% O, 0.0039 wt% N, 0.0008 wt% Ti 

and balance Fe, respectively. In order to gain a greater 

understanding of Ti inclusions, rectangular pieces (20 mm×20 

mm×20 mm thickness) and cylindrical samples 10 mm in 

diameter and 120 mm high were cut from the billet, which was 

not rolled. The former were employed for two-dimensional (2D) 

observation and the latter for three-dimensional (3D) observation. 

After polishing, the characterization of Ti inclusions was 

observed by scanning electron microscopy (SEM) equipped with 

energy dispersive (EDS). 

In order to clearly observe the 3D morphology of Ti 

inclusions, the polished cylindrical samples (φ10×120 mm) were 

placed in the device as shown in Figure 1, for the non-

aqueous solution electrolysis experiment after cleaning.  

 

 
Fig. 1. Schematic diagram of non-aqueous solution 

electrolysis (1 sample, 2 cathode, 3 thermometer, 4 electrolyte,  

5 electrolytic cell, 6 stents) 

 

The electrolytic temperature was 273-278 K and current 

density was 50 mA/cm2. In the experimental process, Argon was 

used to stir the electrolyte. After 4 hours of electrolysis, the 

inclusions from the electrolytic sample were separated via 

ultrasonic cleaning. With this method, the 3D morphology of Ti 

inclusions can be obtained. 

 

 

3. Results and Discussion 
 

 

3.1 Characterization of Ti Inclusions 
 

The typical morphology of Ti inclusions in tire cord steel is 

shown in Figure 2. The 2D characterization of Ti inclusions 

shows that they have a square shape with sharp edges and corners 

and the 3D shape of Ti inclusions extracted by the non-aqueous 

solution electrolytic method exhibits a cubic or rectangular-prism 

morphology. The Ti inclusions are of a block type with a size less 

than 5 μm. The mapping analysis results indicated that the Ti 

inclusion mainly consisted of N and Ti elements.  

 

 

 
Fig. 2. Characterization of Ti inclusions (a) 2D morphology 

of Ti inclusions, (b) 3D morphology of Ti inclusions 

 

 

3.2 Thermodynamic Calculations of Ti 

Inclusion Precipitation Behaviour  
 

To provide a better clarity of the precipitation behavior of Ti 

inclusions, thermodynamic calculations for tire cord steel have 

been performed. The above characterization studies indicate that 

Ti inclusions mainly exist in the form of TiN, and this was taken 

into account for the calculations.  

According to the chemical composition of the steel, the 

solidus and liquidus temperatures (K) can be obtained by 

Equations (1) and (2) [9], where w[i] is the mass percentage of 

solute element i (wt%) .  

 

TL=1809-65w[C]-8w[Si]-5w[Mn]-30w[P]-25w[S]-3w[Al]-

20w[Ti]-90w[N]-80w[O] 
(1) 

 

TS=1809-175w[C]-20w[Si]-30x[Mn]-280w[P]-575w[S]-

7,5w[Al]-40w[Ti]-160w[O] 
(2) 

 

Thermodynamic calculation of the precipitation of TiN 

inclusions in tire cord steel is given as follows [10]: 

 

[Ti] + [N] = TiN(s)  ∆𝐺0 = −291000 + 107.91𝑇(J/mol)       (3) 

 

During the precipitation of TiN inclusions, the actual change 

of Gibbs free energy can be calculated by the following formula: 

 

∆𝐺 = ∆𝐺0 + 𝑅𝑇ln
𝑎TiN

𝑎N𝑎Ti
= ∆𝐺0 + 𝑅𝑇ln

1

𝑓N𝑤[N]𝑓Ti𝑤[Ti]
               (4) 

 

Where 𝑎TiN, 𝑎N, and 𝑎Ti denote the activities of TiN, N, and 

Ti, respectively. For pure TiN inclusions, 𝑎TiN = 1. R is the ideal 

gas constant, whose value is 8.314 J/(mol·K). The activity 

coefficients 𝑓N and 𝑓Ti in liquid steel can be calculated by 

Equation (5) and the interaction coefficients 𝑒𝑖
𝑗
 are given in Table 

1 [11, 12]. 

 

lg𝑓i(1873K) = ∑ 𝑒𝑖
𝑗
𝑤[𝑗]                                                             (5) 

 

 

 

N Ti 

N Ti 
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Table 1. 

Interaction coefficients in liquid steel at 1873 K 

𝑒𝑖
𝑗
 C Si Mn P S Al O N Ti 

N 0.13 0.047 -0.021 0.045 0.007 -0.028 0.05 0 -0.537 

Ti -0.165 0.056 0.0043 -0.064 -0.11 0.12 -1.8 -1.8 0.013 

 

The effect of temperature on activity coefficients is given by 

the following equations [9,13,14]: 

 

lg𝑓N(𝑇) = (
3280

𝑇
− 0.75)lg𝑓N(1873K)                                       (6) 

 

lg𝑓Ti(𝑇) = (
2557

𝑇
− 0.365)lg𝑓Ti(1873K)                                    (7) 

 

As solidification continues, the redistribution of solute atoms 

results in microsegregation because of the different diffusion rates 

between liquid and solid phases. The segregation of N and Ti in 

micro-regions can be expressed by the following formulas [15]:  

 

𝐶𝐿 = 𝐶0(1 − (1 −
𝛽𝑘

1+𝛽
)𝑔)(𝑘−1) (1−𝛽𝑘/(1+𝛽))⁄                               (8) 

 

𝛽 =
4𝐷𝑆𝜏

𝐿2                                                                                        (9) 

 

Where 𝐶𝐿 is the actual mass concentration (wt%); 𝐶0 denotes 

the initial chemical composition; 𝑘 represents the balanced 

distribution coefficient between solid and liquid phases; 𝑔 denotes 

the solid fraction; 𝐷𝑆 is the diffusion rate in solid phase (cm2/s); L 

represents the secondary dendrite spacing (μm); and 𝜏 represents 

the local solidification time (min). The solid-liquid interface 

temperature, 𝑇𝐿−𝑆 (K), can be calculated by Equation (10) [16]: 

 

𝑇𝐿−𝑆 = 𝑇𝑀 −
𝑇𝑀−𝑇𝐿

1−𝑔
𝑇𝐿−𝑇𝑠

𝑇𝑀−𝑇𝑠

                                                               (10) 

 

Where 𝑇𝑀 denotes the melting point of pure iron (1809 K), 

and 𝐿 and 𝜏 are given by Equation (11) and (12), respectively 

[17]: 

 

𝐿 = 143.9𝑅𝑐
−0.3616𝑤[C](0.5501−1.996w[C])                                 (11) 

 

𝜏 =
𝑇𝐿−𝑇𝑠

𝑅𝑐
                                                                                     (12) 

 

Where 𝑅𝑐 represents the cooling speed, and 𝑤[C] is the initial 

content of carbon.  

The balanced distribution coefficients and diffusion rates are 

shown in Table 2 [9,18,19].  

 

Table 2.  

Balanced distribution coefficients and diffusion rates 

Elemen

t 
𝑘𝛾 𝐿⁄  𝐷𝛾 , cm2/s 𝐷𝐿, cm2/s 

N 0.48 0.91 exp (−
250000

𝑅𝑇
) 3.25 × 10−3 exp (−

11500

𝑅𝑇
) 

Ti 0.30 0.15 exp (−
168600

𝑅𝑇
) 3.1 × 10−3 exp (−

11500

𝑅𝑇
) 

In order to illuminate the precipitation behavior of TiN 

inclusions in solidification, the balanced and true concentration 

product of TiN are represented as follows: 

 

lg(𝑎N ∙ 𝑎Ti) = lg𝐾TiN = 5.64 −
15201

𝑇
                                       (13) 

 

lg𝑄TiN = lg (𝑓N ∙ 𝑤[N] ∙ 𝑓Ti ∙ 𝑤[Ti])                                           (14) 

 

Where lg𝐾TiN represents the needed equilibrium 

concentration product of TiN inclusions in solidification, which is 

governed by the solid-liquid interface temperature. When the true 

concentration product lg𝑄TiN exceeds the lg𝐾TiN, the TiN 

inclusions begin to precipitate and grow. 

Combining the above equations with the compositions, the 

precipitation of TiN inclusions in liquid steel in solidification at 

different cooling speeds is obtained in Figure 3. This indicates 

that the TiN inclusions form in the mushy zone when the solid 

fraction is greater than 0.987. As is evident in Fig. 3, when the 

cooling speeds varied from 100 to 500 K/min, the influence of 

cooling speed on the precipitation of TiN inclusions was nearly 

insignificant, which is in agreement with literature [20].  

 

 
Fig. 3. Precipitation of TiN inclusions during solidification 

 

Under actual production conditions, the thermodynamic 

conditions for the precipitation of TiN inclusions for different 

initial concentration products are shown in Figure 4. As the 

influence of cooling speed is nearly insignificant, the cooling 

speed is fixed at 500 K/min.  
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Fig. 4. Solid fraction for TiN inclusions’ precipitation for various 

concentration products 

 

As shown in Fig. 4, the initial concentration product 

obviously affects the solid fraction when TiN inclusions 

precipitated; the smaller the initial concentration product, the later 

the TiN inclusions precipitate. When the initial concentration 

product is the same, the solid fraction can be recorded when TiN 

inclusions precipitate is basically the same. Therefore, the 

crucial factor of TiN inclusions’ precipitation is the initial 

concentration product. 

 

 

3.3 Growth of TiN During Solidification  
 

In liquid steel, Ti diffuses more slowly than N, so Ti is the 

restrictive step for the growth of TiN inclusions. The growth 

radius can be expressed as Equation (15) [21]: 

 

𝑟
d𝑟

d𝑡
=

𝑀𝑆

100𝑀𝑚

𝜌𝑚

𝜌𝑠
𝐷𝐿(𝐶𝐿 − 𝐶𝑒)                                                    (15) 

 

Where 𝑟 represents the growth radius of TiN inclusions (m); 𝑡 

represents the growth time (s); 𝑀𝑚 and 𝑀𝑆 denote the molar 

masses of iron and TiN (g/mol), respectively; 𝜌𝑚 and 𝜌𝑠 represent 

the densities of liquid steel and TiN (g/cm3), respectively; 𝐷𝐿 

represents the diffusion rate in liquid steel (m2/s); and 𝐶𝑒 is the 

mass concentration in equilibrium (wt%) [22]. 

According to above Equations, the relationship of growth size 

at different cooling speeds is given in Figure 5. It illustrates that 

the cooling speed has a significant effect on the growth radius of 

TiN inclusions in the solidification process. The final size of TiN 

inclusions decreased as the cooling speeds varied from 100 to 500 

K/min; the faster the cooling speed, the smaller the final size. It 

also indicates that under the actual production conditions, the 

calculated size of the TiN inclusion is 2–5 μm, which is in 

reasonable agreement with the size measured in Fig. 2. 

 
Fig. 5. Effect of cooling speed on radius of TiN inclusions 

 

In order to make out the effect of the initial concentration 

product on the growth radius of TiN inclusions, the relationship 

between the initial concentration product and final size of TiN 

inclusions is given in Figure 6. It is found that when the cooling 

speed is fixed, the final size of TiN inclusions decreases as the N 

content increases for different initial concentration products. The 

initial concentration product has an obvious effect on the final 

size; the greater the initial concentration product, the larger the 

final radius. When the cooling speed is constant, in order to 

restrain the growth radius of Ti inclusions in tire cord steel, the 

initial concentration product can be taken into consideration. 

According to the production data, when the initial concentration 

product is controlled at a smaller value, the qualified rate of the 

penalty point for Ti inclusions can be improved. 

 

 
Fig. 6. Final radius of TiN at various concentration products 

 

 

4. Summary 
 

Industrial experiments show that the 2D characterization of Ti 

inclusions is square-like with sharp edges and corners, and the 3D 

shape exhibits a cubic or rectangular-prism morphology. The 

measuring size is in reasonable agreement with the calculations. 
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Mapping analysis results indicate that the Ti inclusions mainly 

exist in the form of TiN.  

Thermodynamic calculations show that the influence of 

cooling speed on the precipitation of TiN inclusions is nearly 

insignificant. Therefore, the crucial factor of Ti inclusions’ 

precipitation is the initial concentration product w[N]0×w[Ti]0. 

The cooling rates significantly affect the final radius of Ti 

inclusions; the higher the cooling rate, the smaller the final radius. 

When the cooling rate is fixed, the final size is mainly determined 

by the initial concentration product. In order to retard the 

precipitation and growth of Ti inclusions, the control of cooling 

rate and initial concentration product are conductive. 
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