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Abstract. Boron nitride thin layers were produced by means of the pulsed laser deposition technique from hexagonal boron nitride target.
Two types of laser i.e. Nd:YAG with Q-switch as well as KrF coupled with RF generator were used. Influence of deposition parameters on
surface morphology, phase composition as well as mechanical properties is discussed. Results obtained using Fourier Transformed Infrared
Spectroscopy, Transmission and Scanning Electron Microscopy, Atomic Force Microscopy are presented. Micromechanical properties measured during microindentation, scratch and wear tests are also shown.
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1. Introduction
Boron nitride (BN) is a chemical compound which is isoelectronic and isostructural with carbon. BN phases can be divided according to the bond hybridization into: sp2 -types i.e.
a hexagonal h-BN, turbostratic t-BN and rhombohedral r-BN
phases, with the structure and properties close to graphite,
and sp3 -types – cubic c-BN and wurtzite w-BN forms, similar to diamond and lonsdaleite, respectively. All types of BN
are chemically inert and corrosion-resistant insulators but good
thermal conductors. Moreover, h-BN and r-BN phases are very
soft, characterized by lubricating abilities similar to graphite.
The cubic c-BN phase is characterized by high hardness, good
abrasion resistance, high melting point and oxidation resistance at higher temperature, and practically no reactivity with
iron group metals. The properties of w-BN are very close to the
c-BN ones. Layers with c-BN or w-BN can be used as abrasion resistant tribological coatings as well as corrosion resistant ones protecting construction elements against chemicallyaggressive environments and high temperature. They may also
work as semiconducting layers. The h-BN and r-BN coatings
can be used as anti-corrosion coatings and lubricating layers.
Both sp3 - and sp2 -type phases may be applied as composites
combining advantages of both soft and hard phases [1, 2].
This work is aimed at obtaining of nano-composite coatings based on BN-type phases, which could be used for special
purposes as a lubricating tribological layer.

2. Experimental
Boron nitride thin films were obtained by ablation of the commercial h-BN target by means of a PLD deposition system.
Two types of PLD apparatus were used:
∗ e-mail:

1. The Nd:YAG laser with Q-switch operating in pulse mode
(wavelength λ = 1064 nm, pulse duration τ = 10 ns, frequency
f = 10 Hz, beam energy E = 0,6 J) was applied. Deposition was
performed in an atmosphere of nitrogen, argon or in a mixture of nitrogen and argon. Austenitic steel or ferritic-austenitic
steel substrates were unheated (TS = 20◦ C) or heated (TS =
400◦ C) during the process. Before BN deposition, samples had
been covered with titanium buffer layer in the same PLD system. Samples were examined by X-ray diffraction (Philips PW
1830) and scanning electron microcopy (Philips XL30 and FEI
XL30 E-SEM).
2. The KrF excimer laser (wavelength λ = 248 nm, pulse duration τ = 20 ns, frequency f = 6–20 Hz) was used for deposition
of BN in nitrogen atmosphere on Ti6Al4V alloy without buffer
layers or with titanium nitride interlayers obtained by glow
discharge nitriding. An RF discharge generator (13.56 MHz,
100 W) was used to increase the gas ionization in the chamber
and provide the deposited particles with higher energy. The RF
field was generated parallel to the substrate, which was conditioned by the apparatus construction. In the case of Ti6Al4V
alloy covered with Tix N layers substrates, an additional BN
buffer layer was applied. It was obtained by the deposition of
BN without RF generator (Table 1). Next, BN layers were deposited by PLD together with RF generator discharges. The
PLD process was carried out at variable fluence (F = 5 J/cm2
or 14 J/cm2 ), as well as substrate temperature (TS = 20; 500;
700◦ C) and nitrogen pressure (p = 5; 20 Pa). The samples
were examined by Atomic Force Microscopy (Veeco MultiMode AFM Nanoscope IIIa), Fourier Transformed Infrared
Spectroscopy (Perkin Elmer Spectrum GX) and Transmission
Electron Microscopy (Philips CM20 and JEM 4000 EX). Mechanical properties were measured using Micro Combi Tester
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apparatus. Conditions of examinations of Vickers microhardness, scratch and wear tests are summarized in Tables 2–4.
Table 1
Deposition conditions of BN/Tix N/Ti6Al4V samples (constant
deposition parameters are nitrogen pressure of 5 Pa and laser fluence
of 14 J/cm2 )
Sample

Substrate
temperature
(◦ C)

Deposition of
BN without
working of RF
generator so
called “BN
buffer”/number
of laser pulses

Deposition of
BN with
working of RF
generator/
number
of laser pulses

BN11
BN12
BN13
BN14
BN15

700
700
500
500
20

no
yes / 5 000
yes / 5 000
no
yes / 5 000

yes / 20 000
yes / 10 000
yes / 10 000
yes / 20 000
yes / 10 000

X-ray diffraction measurements. The thickness of the coatings measured by profilometer was of the order of a few hundred nanometers. The sample surface consists of uniformly
distributed flake-like grains of h-BN with the maximum diameter of a few micrometers. There are many voids between
the flakes, so the layers do not exhibit high packing density.
There are almost no droplets on the surface. The morphology
of the layers is homogenous in the whole area of the surface.
SEM examinations of partially removed coatings showed that
flake-like structure is kept up under the surface in the cross
section of the layers. The morphology is very homogenous, irrespective of substrate temperature (Fig. 1), gas atmosphere or
plasma plume energy. Texture analysis reveals that (0002) hBN lattice planes are oriented parallel to the surface (Fig. 2),
what remains in a good agreement with literature data where
such [0002] out-of-plane orientation was observed in the case
of deposition without additional substrate bias or ion bombardment [1].

Table 2
Conditions of microhardness measurement
Indenter

Diamond, Vickers type

Maximum load Fmax
(mN)
Loading rate LR,
unloading rate UR
(mN/min)

Fmax = 20, LR = 40, UR = 40
Fmax = 50, LR = 100, UR = 100
Fmax = 100, LR = 200, UR = 200
Fmax = 1000, LR = 2000, UR = 2000

Table 3
Conditions of scratch test
Scratch tip

Rockwell diamond C

Progressive linear load F (N)
Tip radius (µm)
Scratch length (mm)
Tip movement rate (mm/min)

0.03–30
200
2
2

Table 4
Conditions of “ball-on-disk” wear test
Ball
Radius of friction (mm)
Ball diameter (mm)
Rotational rate (rpm)
Number of cycles
Load F (N)

Corundum (90% Al2 O3 + 4.5% SiO2
+ 5.5% others elements)
2.5
1
60
2000
1

3. Results
3.1. BN coatings obtained on steel with titanium buffer layers by means of pulsed Nd:YAG laser. The samples obtained
on steel with titanium buffer layers are composed of nanocrystalline h-BN phase with average diameter of crystallites between 80 to 105 nm, which was determined on the basis of
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Fig. 1. Surface images (SEM) of BN/Ti/ferritic-austenitic steel samples, obtained without sample heating (TS = 20◦ C) as well as at elevated substrate temperature (TS = 400◦ C)

3.2. BN layers obtained on Ti6Al4V substrate without any
buffer layers by pulsed excimer KrF laser. The coatings obtained by ablation of h-BN on Ti6Al4V alloy without buffer
layers are 380 to 850 nm thick and they did not undergo delamination. The layer thickness increases together with the decrease of nitrogen pressure and the raise of the substrate temBull. Pol. Ac.: Tech. 54(2) 2006
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Fig. 2. Pole figure of (0002) h-BN planes in BN layer in BN/Ti/
ferritic-austenitic steel sample obtained at 400◦ C

Fig. 3. Influence of substrate temperature and nitrogen pressure (p)
on the thickness of BN layer deposited on Ti6Al4V substrates at the
fluence of 14 J/cm2

perature up to 500◦ C in specimens prepared at fluence of 14
J/cm2 (Fig. 3). The quality of the coating surface is one of the
most important parameters, decisive for its usability. Therefore
the contribution of laser fluence to surface topography is examined. Figure 4 shows the surface morphology of BN/Ti6Al4V
samples obtained at the same substrate temperature of 500◦ C,
nitrogen pressure of 5 Pa and at various fluence of 5 or 14
J/cm2 . The growth rate of BN layer deposited at the fluence of
5 J/cm2 (0.024 nm/pulse) was two times lower than in the case
of the higher fluence of 14 J/cm2 (0.056 nm/pulse). This proves
that the number of effectively deposited particles strongly depended on laser beam energy density. The higher fluence was,
the more BN particles were deposited on the substrate. The
obtained structure is composed of fine-grained matrix and halfspherical-shaped conglomerates, consisting of columnar crystallites with semi-circular cross-section. The RMS roughness
of 10×10 µm surface area is 67 nm and 186 nm in the case of
high and low fluence, respectively. The application of laser energy density of 14 J/cm2 produced thicker and smoother layers
Bull. Pol. Ac.: Tech. 54(2) 2006

in comparison with that obtained at 5 J/cm2 . The surface profiles measured along the marked lines (Fig. 4) across the area
with the largest clusters show, that conglomerates are even two
times larger in diameter and relative height in the case of sample deposited at lower fluence than in sample obtained at the
higher one. In that sample (F = 5 J/cm2 ) crystallites are larger
and much better shaped. This is probably due to the fact that
the layer was obtained with lower growth rate when the amount
of BN material delivered to the surface was smaller and incoming atoms have had more time to migrate into more thermodynamically stable positions before they were coated by the next
portion of material [12–14]. The morphology of the same sample varies with the lateral position. It might be related to the
fact, that laser-induced plasma plume has non-uniform shape,
described by the mathematical function proportional to cosn ϕ.
The sample obtained without substrate heating and at the fluence of 14 J/cm2 is examined in the central and near-edge area
regions. The peripheral position resulted in a lower deposition
rate, as compared with the one in the central part. Layers grew
slower near the edges of the sample and therefore crystallites
are larger and have smoother surfaces, while in the central part
of the sample, they are a few times smaller with accumulation
of deposited material in the crystallite boundaries. It is possible
that layer started to grow rather in direction parallel to the substrate surface and an accumulation of deposited material may
be the effect of the coalescence of approaching crystallites.
3.3. BN layers obtained on Ti6Al4V substrate with titanium nitride buffer layers by pulsed excimer KrF laser.
The phase composition was analyzed by means of Fourier
Transform Infrared Spectroscopy (FTIR) measurements in reflective mode. Figure 5 presents the spectra of the samples
obtained without substrate heating or at 500◦ C as well as at
700◦ C, and the spectrum of the nitrided Ti6Al4V substrate.
The spectrum of the sample deposited at the highest substrate
temperature (TS = 700◦ C) is characterized by strong absorptive peaks at the frequencies of about 780 and 1340 cm−1 ,
characteristic for bond vibrations in h-BN particle, which appear at 780 and 1320–1400 cm−1 [1,3–5]. The maximum of
peak of the tensile vibrations of B-N bond is observed to be
shifted towards lower frequencies (the peak appears at 1370
cm−1 in the reference h-BN crystal). This suggests that there
is tensile stress in the BN layer [3]. Such stress could improve
the overall layer adhesion by compensating compressive stress,
usually encountered in the areas with the sp3 -type phase obtained by PLD method and frequently responsible for layer delamination. The spectrum obtained from the layer produced at
500◦ C is characterized by a considerably reduced intensity of
the signals received from the sp2 -BN form and contains only
a small intensity peak with the maximum at about 1350 cm−1 .
This could have been caused by the decrease of amount of crystalline h-BN and t-BN and the tendency of amorphous BN (aBN) to increase its share in the entire layer volume. No clear
signals originating in h-BN are visible in the spectrum of the
coating deposited without substrate heating. The fluctuations
of the FTIR 700◦ C line around 1100–1120 cm−1 are most
probably related to the superposition of a small peak with the
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Fig. 4. AFM images (area 10×10 µm) and roughness profiles of the surface of BN/Ti6Al4V samples obtained at various fluence namely 5
J/cm2 and 14 J/cm2

20◦ C, while it is localized only in crystallites boundaries in
the sample obtained at 700◦ C. Such observations correspond
to FTIR results and suggest that the raise of the substrate temperature caused the change of matrix composition from mostly
amorphous at 20◦ C to highly crystalline sp2 -BN at 700◦ C.
Table 5
Interplanar distances of the BN layer deposited at 700◦ C
on Ti6Al4V alloy with titanium nitride buffer layers at the fluence
of 14 J/cm2 and nitrogen pressure of 5 Pa, measured in HRTEM
cross-sectional image

Fig. 5. FTIR spectra of BN coatings deposited at the fluence of 14
J/cm2 and nitrogen pressure of 5 Pa and at various substrate temperatures (TS = 20, 500 and 700◦ C) on nitrided Ti6Al4V alloy

band originating in the sp2 -phase (Fig. 5). Such frequency
value corresponds to the reference data originating in c-BN
(1065–1100 cm−1 [1,5,6]) or w-BN (1090, 1120 and 1230
cm−1 [1]). The peak visible at the band slope ascribed to hBN can originate in the peaks at 1090 and 1120 cm−1 , which
suggests, together with HRTEM data, the w-BN phase presence.
The surface morphology changes strongly with the substrate temperature (Fig. 6). The increase of the substrate temperature from 20 to 700◦ C led to the formation of better shaped
and larger crystallites and decreased the amount of amorphouslike material, which covers the whole surface in the case of
184

Experimental
interplanar distance
(nm)

(hkl) plane phase

Reference
interplanar distance
(nm)

0.33–0.35 ± 0.01

(0002) h-BN
(0002) t-BN
(101) w-BN
(100) w-BN

0.330
0.350–0.380
0.196
0.221

0.19–0.20 ± 0.01
0.22–0.23 ± 0.01

Thickness of the deposited BN layers measured on the
TEM micrographs of the cross-section foils varies in the range
from 100 to 400 nm. The thickness increases with the raise of
the substrate temperature. Electron diffraction patterns taken
from glow discharge nitrided buffer area of Ti6Al4V alloy revealed existence of layered structure composed of Ti2 N phase
in the deeper region and TiN in the area adhering directly to
BN. Crystalline structure of BN is dominant in BN12 sample
while amorphous in BN15 sample. The TEM microstructure of
the sample obtained at 700◦ C is presented in Fig. 7. HRTEM
examinations showed that a BN layer with nano-composite
Bull. Pol. Ac.: Tech. 54(2) 2006
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w-BN phase (Table 5). Similar results were obtained by Hu et
al. for the layers deposited by radio frequency sputtering [7].
Figure 8 presents HRTEM image of a single w-BN crystallite.
It seems that the absence of characteristic laminar sequence
(a-BN/sp2 -BN/sp3 -BN) – often presented in the relevant literature for coatings consisting of h-BN and c-BN [1,8–10] – is
due to the fact that w-BN form is obtained. The mechanism
of transformation of h-BN into w-BN is different than in the
case of the transformation into c-BN. The creation of the wBN phase is thermodynamically more favourable, because it
requires less energy as the crystalline structures of both phases
are similar (the same sequence of layers and lattice symmetry) and can proceed as a result of direct diffusionless h-BN →
w-BN phase transformation [11].

Fig. 7. TEM microstructure of the cross-section of the BN layer deposited at 700◦ C at the fluence of 14 J/cm2 and nitrogen pressure of
5 Pa on Ti6Al4V alloy with titanium nitride buffer layers: BN (a),
TiN (b)

Fig. 6. AFM images (area 1×1 µm) of the surface of the samples obtained on nitrided Ti6Al4V alloy at substrate temperature of 20◦ C,
500◦ C or 700◦ C and with the fluence of 14 J/cm2 and nitrogen pressure of 5 Pa

structure is obtained. The matrix is built of the graphite-like
soft phase of the sp2 -type, consisting primarily of t-BN and
h-BN. It is not strongly texturized with (0002) planes perpendicular to the substrate, contrary to the examples described in
the relevant literature [1,8–10]. Particles 5–10 nm in diameter are built into the matrix. In some cases, the particles reach
the diameter of 20–50 nm. The analysis of the distances between atomic planes of crystallites indicates the existence of
Bull. Pol. Ac.: Tech. 54(2) 2006

Fig. 8. HRTEM microstructure of crystallite in the BN layer obtained
at 700◦ C on nitrided Ti6Al4V at the fluence of 14 J/cm2 and nitrogen
pressure of 5 Pa
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Table 6
Mechanical properties of BN/Tix N/Ti6Al4V samples (F – maximum
load, HV – microhardness, δHV – standard deviation of
microhardness h – maximum indentation depth, δh – standard
deviation of maximum indentation depth, E – Young’s modulus,
δE – standard deviation of Young’s modulus)
Sample

BN11

BN12

BN13

BN14

BN15

Fig. 9. AFM images of surface of BN12 sample. Left – topography
image collected in tapping mode. Right – image obtained in Phase
Imaging Mode with areas (white (a) and black (b)) characterized by
different character of interactions between sample surface and AFM
tip during imaging process

Fig. 10. Dependence of hardness from maximum applied load obtained during Vickers indentation test of BN/Tix N/Ti6Al4V specimens
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F
(mN)

HV
(a.u.)

δHV
(a.u.)

h
(nm)

δh
(nm)

E
(GPa)

δE
(GPa)

20
50
100
1000

170
353
438
703

26
64
42
60

651
737
952
2569

48
70
55
93

77.3
107.5
138.0
139.7

6.1
8.0
12.2
13.6

20
50
100
1000

204
345
474
664

34
30
25
70

610
742
919
2630

43
31
26
99

93.9
129.6
138.5
135.3

7.6
5.3
13.2
14.0

20
50
100
1000

939
1048
1271
712

454
108
368
104

335
436
612
2581

81
15
64
156

182.9
231.3
228.2
132.7

40.5
23.2
32.6
8.7

20
50
100
1000

408
621
640
758

65
87
58
71

426
555
797
2533

39
35
38
104

125.9
159.0
184.4
134.4

9.9
19.3
16.0
7.1

20
50
100
1000

1453
1172
1188
850

268
139
107
86

247
430
612
2436

26
16
21
101

220.4
201.7
203.5
137.0

19.9
8.1
13.5
9.6

3.4. Mechanical properties of BN/Tix N/Ti6Al4V specimens. Specimens of BN/Tix N/Ti6Al4V were examined on
Micro Combi Tester (MCT CSEM) apparatus. Vickers microhardness (HV) and Young’s modulus (E) together with maximum load (F) and indentation depth (h) are presented in Table 6. HV results measured at load of 20 mN are between 170
to 1453 HV depending on specimen. The lowest hardness is
observed in samples which possess the thickest BN layer and
the highest degree of crystalline sp2 -BN, i.e. BN12 and BN11.
The highest hardness of BN15 sample must be connected with
the fact, that there is only a very thin amorphous layer of BN
which should be very soft and total microhardness value originates mainly from hard sublayers of TiN and Ti2 N. Analysis of displacement-load curves of BN11 and BN12 samples
reveals existence of a very soft top layer which have a thickness of about 400–500 nm. This is in a good agreement with
TEM results showing a 400 nm layer of BN on the top of TiN
layer. Standard deviation of BN12 average microhardness obtained at the load of 20 mN is 34 HV which is about 17% of
the value. Results of other samples BN13, BN14 and BN15
are characterized by even larger standard deviation reaching
48% of the value in the case of sample BN13. It means that
the surface is non homogenous but there are softer and harder
areas, probably containing various phases. This is confirmed
in AFM Phase Imaging Mode images of sample BN12 (Fig.
9). Two distinct areas which are observed result from different
interactions of AFM tip with the sample surface. The “white”
and the “black” fields in the image mean that there are areas
Bull. Pol. Ac.: Tech. 54(2) 2006
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with different crystallinity, adhesion etc. which influenced on
contrast in Phase Detection Mode. These areas may have different hardness. Microhardness value changes with increasing
load and indentation depth. microhardness progressively rises
in the case of samples BN11, BN12 and BN14, while lowers
continuously in BN15. In BN13 sample, first, raises up to 1271
HV at 100 mN of load and than decreases (Fig. 10). Microhardness values of all samples measured at the load of 1000 mN are
about 700–850 HV. The evolution of Young’s modulus (E) is
shown in Fig. 11. At the lowest load of 20 mN Young’s modulus values are from 77.3 GPa (BN11) to 220.4 GPa (BN15). At
the load of 1000 mN, in each sample Young’s modulus reaches
value of 135–140 GPa and penetration depth about 2500 nm.

Fig. 11. Dependence of Young’s modulus from applied load obtained
during Vickers indentation test of BN/Tix N/Ti6Al4V specimens

Fig. 12. Dependence of friction coefficient from number of cycles obtained during “ball-on-disk” wear test of BN/Tix N/Ti6Al4V
specimens

Fig. 13. Profiles of wear tracks of BN/Tix N/Ti6Al4V samples obtained during “ball-on-disk” wear test

The scratch tests performed with Rockwell diamond tip reveals no brittle cracking of the surface. In BN11, BN12 and
BN13 samples, according to optical microscopy observations,
Bull. Pol. Ac.: Tech. 54(2) 2006

there are no exposing of the Ti6Al4V substrate even after applying the maximum force of 30 N. BN surface layer causes
a decrease of friction coefficient. Increase in this coefficient
takes place after reaching the penetration depth of 2–3 micrometers when the indenter fall into contact with Tix N layers. In
other two samples, according to optical microscopy observations, uncovering of the substrate is visible at the load of 26.7
N and depth of 21.7 µm as well as at load of 18.4 N and depth
of 16.8 µm, for BN14 and BN15, respectively. A friction coefficient of the samples progressively rises up to 0.16, except of
sample BN15 which reaches the value of 0.2.
Dry sliding wear tests of samples against alumina ball were
carried out. During tests a friction coefficient was continuously
recorded. Dependence of a friction coefficient from number
of sliding cycles is presented in Fig. 12. The graph shows an
evolution of friction coefficient. In all samples two stages are
clearly visible. Step 1, up to 100–200 cycles, is attributed to
matching and smoothing of the sliding surfaces. Progressive
raise of friction coefficient up to f = 0.2–0.3 is observed. In the
second step friction coefficient is reduced to a constant value
in samples BN13 (f = 0.2), BN14 (f = 0.18) and BN15 (f =
0.16). The other samples, i.e. BN11 and BN12, reveal a proportional raise of friction coefficient to value of around 0.35.
After 2000 cycles, at the end of the tests, the lowest friction
coefficient is observed in BN15 (f = 0.16), while the highest in
BN12 (f = 0.36) sample. It seems that applying of lower substrate temperature during BN deposition, which led to obtaining of thinner and less crystalline BN layer, allows to decrease
the friction coefficient. According to AFM examinations (Fig.
6) the surface morphology and roughness of BN12 and BN15
samples are different what may also influence the friction behaviour. Cross-sectional profiles of wear tracks are presented
in Fig. 13, while their cross-sectional areas are shown in Fig.
14. The largest wear depth is observed in samples BN11 and
BN12, 890 and 940 nm, respectively. In these samples BN
was deposited at the highest temperature of 700◦ C with the
largest thickness of the BN layer of around 400 nm and high
degree of crystalline sp2 -BN. BN13 and BN14 samples have
a wear depth around 600 nm, while BN15 is characterized
by the smallest value of 450 nm. In all cases, wear depth is
larger than a thickness of BN layers deposited on the surface
of Tix N/Ti6Al4V specimens. Therefore BN layers must have
been removed during sliding but they could also act as a lubricant layer forming a thin layer between the sample surface and
the corundum ball leading to decrease of measured friction coefficient. A total cross-sectional area of wear track depends on
the temperature of BN deposition (Fig. 14). The largest area
is in the case of BN12 and BN11, while the lowest in BN15
sample. Wear depths and areas are very close in BN11 and
BN12 as well as BN13 and BN14 what indicates that applying
of “buffer BN” does not influence the wear behaviour in this
test. In general, samples show good wear resistance and low
friction coefficient. In this test BN15 exhibits the best wear resistance of all samples, what is contrary to the results of scratch
test. Differences may result from various material and geometry of scratch tip and wear ball. More tribological tests are
being made.
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micrometer. The highest wear resistance has a sample with BN
deposited at 20◦ C while the lowest sample with BN obtained at
700◦ C. In general, multilayer systems BN/Tix N/Ti6Al4V are
composed of soft BN outer layer on hard Tix N layers. These
systems are characterized by low friction coefficient and good
wear resistance during dry sliding wear tests.

Fig. 14. Area of cross section of wear tracks obtained during “ballon-disk” wear test of BN/Tix N/Ti6Al4V specimens
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4. Concluding remarks
The morphology and composition of deposited BN layers depends on the type of laser. The Nd:YAG laser allowed to obtain
h-BN coating with flake-shaped grains. The layers are nanocrystalline and strongly texturized. The deposition parameters
have no visible influence on the surface morphology or phase
constitution.
The surface morphology of BN layers obtained by KrF
laser on Ti6Al4V substrate without any buffer layers depends
on the process parameters. The surface consists of the finegrained matrix and the half-spherical-shaped conglomerates.
Lower fluence results in the formation of larger and betterformed crystallites and increases the roughness, which is probably caused by the fact that the amount of material arriving at
the lower fluence to the surface was smaller and the incoming atoms had more time to migrate into thermodynamically
stable positions. The morphology of the same sample varies
in the lateral position. The layers grew slower near the edges
of the sample and therefore the crystallites are larger and have
smoother surfaces. In the central part of the sample, the crystallites are a few times smaller with accumulation of deposited
material in the grain boundaries.
The deposition of BN layers by KrF laser and enhanced
by the RF generator at 700◦ C on glow discharged nitrided
Ti6Al4V alloy substrate led to layers with nano-composite
structure. The sample consists of a w-BN phase particles located in a t-BN and h-BN matrix on the top of Tix N/Ti6Al4V
substrate. Decreasing the substrate temperature to 20◦ C caused
decrease of amount of crystalline sp2 -phase. The lowest Vickers microhardness is observed at the indentation load of 20 mN
for samples obtained at 700◦ C, which have 400 nm layer of
crystalline BN layer. Results are a superposition of values resulting from BN and Tix N layers. Surface of samples is rather
non homogenous, it seems that it consists of areas with different microhardness. Young’s modulus is 77–220 GPa in the case
of 20 mN load and 135-140 GPa at 1000 mN of load. Scratch
tests reveal no brittle cracking of the surface. In samples obtained at 500◦ C without “BN buffer” and at 20◦ C with “BN
buffer” Ti6Al4V substrate was uncovered at load of 26.7 N and
16.8 N, respectively. Other samples did not reveal uncovering
of the substrate. Dry sliding wear tests of the surface against
corundum ball reveals small wear with the depth less then one
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