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permissibility of defects in welding according to EN ISO 5817 
has not been evaluated. The main aim is to compare the display 
of the error on the UT and X-Ray record [3,5,7]. 

4.1. Sample testing by ultrasonic Phased 
array technique 

Ultrasonic PA testing of the sample was performed at the 
Olympus MX2 16/64 (16 – the number of active management 
probe elements, 64 max. number of connected elements). 16 ele-
ments UT probe 5L16A10 with a frequency of 5MHz with the 
wedge SA 10-N55S (S – transverse waves, N55 – medium angle 
sector, SA 10 – wedge type specifically for that type of probe) 
was used for UT testing. Generated UT signal for middle probe 
element (8 elements) and Fourier signal transform is shown in 
Fig. 4. Generated UT signal has an average center frequency of 
5.15 MHz and average –6dB bandwidth 81%.

Measured S-scan was set to the range of angles 40°-70°. 
EchoMix UT gel was used as coupler medium. Linear PA weld 
testing record was made using the encoder ENC1-2.5 with 
12 steps on 1 mm. Basic amplification 23.6 dB have been set for 
UT testing. For the sensitivity of measurements was used curve 
DAC with side cylinder bore Ø3 mm. The position of the probe 
was simulated before testing in the program EC Beam Tool 5. 
Probe testing position must ensure testing the entire volume 
of the weld. The test was performed on both sides of the weld 
(L-left side, R-right side). Evaluation of the results was carried 
out in the software OmniPc 4.2 [5]. 

Places with representative defects were selected from the 
entire UT scan record. These defects were assigned to the appro-
priate S-scan and A-scan at the angle of the UT beam pointing to 
the maximum signal from the error. PA scan record is in Fig. 5.

Fig. 4. Generated ultrasonic signal: a) signal shape, b) signal Fourier 
transform

Fig. 3. Experimental sample: a) weld joint preparation, b) weld mac-
rostructure, c) sample dimensions

Fig. 5. PA scan record of the entire length of the weld: a) ultrasonic 
testing simulation and test probe position, b) left side probe position 
testing record, c) right side probe position testing record
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4.2. Sample testing by X-Ray technique

X-Ray testing of the sample was performed after ultrasonic 
control. An Eresco X-ray lamp with 160kV / 5mA was used to 
perform the scanning. The sample’s distance from the focus of 
the lamp was 700 mm and the exposure time was 5 min. Weld 
was testing once on 350×100 mm conventional radiographic 
film. X-Ray analog record (RTG film) was converted to a digi-
tal image by an X-ray film scanner. The software filter was 
used to highlight radiogram results. X-ray all weld record is 
in Fig. 6.

Fig. 6. X-ray testing record

5. Evaluate of the results

The result of the experimental part of this article are mac-
rostructures of welds with artificially created defects with as-
sociated UT and X-ray indications. UT beam simulation is also 
assigned to each indication in the ES Beam Tool 5 program. 
The standard defect number according to EN ISO 6520-1 was 
assigned to each defect on macrostructure.

The reference macrostructure was removed at the flawless 
welding position in first. The reference macrostructure is shown 
in Fig. 7. 

Fig. 7. Reference sample weld macrostructure

In the macrostructure, there are not defects classified in EN 
ISO 6520-1. UT recording from a flawless location is shown 
in Fig. 8. 

On the PA record obtained from flawless macrostructure 
are not presented welding defects indications. The shape echo 
from the root or the surface of the welding joint may be visible 
on the record in some cases.

The reference sample of RTG record is shown in Fig. 9.
Even the X-ray record does not show the presence of the 

welding defect.

The fi rst evaluated defect in weld was lack of fusion (sample 
No.1). The sample No. 1 macrostructure is shown in Fig. 10. 
There are two defects No. 401 according to EN ISO 6520-1. 
These are internal surface defects with different orientation and 
minimal thickness. 

The results of PA testing from both sides of the weld, as well 
as simulation of UT propagation in the sample with the defect, 
are shown in Fig. 11. The position of the butt weld on PA record 
is highlighted with orange color.

Fig. 8. Phased  array S-scan from the reference sample: a) ultrasonic 
testing simulation and test probe position, b) left side probe position 
testing record, c) right side probe position testing record

Fig. 9. X-ray reference sample record
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Fig. 10. Weld macrostructure of sample No. 1 

a)

b)

Fig. 11. Phased array S-scan from sample No. 1: a) left side probe posi-
tion testing record, b) right side probe position testing record

X-ray sample No. 1 record is shown in Fig. 12.
Defects have been caused by insufficient melting of the 

welding area during welding. The main cause was the low weld-
ing speed, which caused the accumulation of molten metal in 
front of the electric arc. The defect indication of lack of fusion 
is clearly visible on the PA record, while the defect indication 
is not visible on X-ray record at all. Both defects are clearly 
visible at PA records. They will appear on the record by a color 
scale. The color scale is replaced by the height of the acoustic 
ultrasonic energy reflected by the defect. 

The position with a significant indication is indicated by 
a red color, the position without the indication is shown on PA 
record by a white color. The indication positions are identical to 
the defect position on macrostructure sample No. 1. 

The defect is not displayed on X-ray record due to very low 
defect thickness – there was no radiation increasing for experi-
mental sample. On an X-ray image can be seen only volumetric 
defects (cavity) above the lack of fusion defect.

The second evaluated defect was again lack of fusion in 
another location of the weld. The macrostructure No. 2 is shown 
in Fig. 13. There are three errors No. 401 marked according to 
EN ISO 6520-1 in the macrostructure of sample No. 2 These are 
internal surface defects with a different orientation.

Fig. 13. Weld macrostructure of sample No. 2

It is possible to identify the defects present in the mac-
rostructure as classified in EN ISO 6520-1. The results of UT 
testing from both sides of the weld, as well as simulation of UT 
propagation in the sample with the defect, are shown in Fig. 14.

X-ray record of sample No. 2 is shown in Fig. 15.
Even in this case, defects may have been caused by insuf-

ficient melting of the welding area during welding, by incorrect 
burner control and improper handling with it or could have been 
caused by a low welding speed. An indication of melting defects 
was more noticeable on the PA record.

The defects are clearly visible at PA records. They will 
appear on the record by a color scale. In thi s case, the melting 
defect is also displayed with a higher intensity of acoustic en-
ergy because it is a significant directional reflector. Volumetric 

Fig.  12. X-ray sample No. 1 record 
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errors are not a significant directional reflector, therefore they 
will not appear so significantly as the defects that are significant 
directional reflectors. The position of the indications is identical 
to the defect position on macrostructure of sample No. 2. 

Identi fy a surface defect on the X-ray record is not possible 
to because its minimum thickness did not show up like darker 

places of the film. On X-ray image can be seen only volumetric 
defects (pores) above the lack of fusion defect.

The third defect to evaluate was melting defect and clus-
tered pores. The macrostructure of weld No. 3 is shown in Fig. 
16. In the macrostructure of sample No. 3 there was defect No. 
401 and defect No. 2013 marked according to EN ISO 6520-1. 
These are internal surface and volumetric defects with a differ-
ent orientation.

Fig.  16. Weld macrostructure of sample No. 3

The results of UT testing from both sides of the weld, as 
well as simulation of UT propagation in the sample No. 3 with 
the defect are shown in Fig. 17.

X-ray sample No. 3 record is shown in Fig. 18.
Pores are formed in MAG welding technology, especially 

in the insufficient gas protection of molten metal. 
The melting defect is also displayed with higher intensity 

compared to pores because it is a significant directional reflector 
also in this case. From the point of view of pore identification and 
evaluation, this indication may be confused with the noise from 
the weld structure. The low intensity of echoes causes a spherical 
shape of pores that are not a significant directional reflector. For 
this reason, only a small part of the incident energy is reflected 
back into the probe. In the case of a change in the direction of 
the testing, the size of the reflected energy from the pores does 
not change. The position of the indications is identical to the 
position of the defect on macrostructure sample No. 3. 

The clustered pores on the X-ray record are possible to 
identify because they are shown up like darker places on the 
film. Only volumetric defects can be seen in the X-ray image.

The fourth evaluated defect was lack of fusion and two-
sided incomplete penetration in weld root. The macrostructure 
of weld sample No. 4 is shown in Fig. 19. There was defect no. 
401 and defect no. 4021 marked according to EN ISO 6520-1 in 
the macrostructure of sample No. 4. These are internal surface 
defects with a different orientation.

Lack of fusion and incomplete penetration are possible to 
identify in the macrostructure. In the case of incomplete root 
penetration, it is a blunting of weld root which has not been 
melted. The defect could also be identified by visual inspection 
from the root of the welding joint.

The results of PA testing from both sides of the weld, as 
well as simulation of UT propagation in the sample with the 
defect, are shown in Fig. 20.

Fig. 14. Phased array S-scan from sample No. 2: a) left side probe posi-
tion testing record, b) right side probe position testing record

Fig. 15. X-ray sample No. 2 record
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Sample No. 4 of X-ray record is shown in Fig. 21.
The defect was caused by incorrect welding of the root 

when welding the root layer. It was also identified by X-ray 
and PA control. 

Defects are clearly visible at PA records. They will appear 
on the record by a color scale. In this case, the surface defect is 
also displayed with higher intensity because it is a significant 
directional reflector. A more pronounced indication is on the 
left PA record, which is the result of the geometric shape of the 
incomplete penetration. The position of the indications is identi-
cal to the defect position on macrostructure of sample No. 4.

There is a two-sided incomplete penetration in weld root 
that is visible and can be uniquely identified on the X-ray scan 
record.

Fig. 17. Phased array S-scan from sample No. 3: a) left side probe posi-
tion testing record, b) right side probe position testing record

Fig. 18. X-ray sample No. 3 record

Fig. 19. Weld macrostructure of sample No. 4

Fig. 20. Phased array S-scan from sample No. 4: a) left side probe posi-
tion testing record, b) right side probe position testing record
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6. Conclusions

The aim of the article was to assign the corresponding in-
dication obtained by the ultrasonic PA technique and the X-ray 
technique to the macrostructure with the defect. The recording 
obtained by PA technique is also supportive of simulation of 
ultrasound propagation in the PA program.

The main goal was also to compare the reliability of the 
PA and X-ray techniques from the point of view of surface and 
volume defects identification. It is clear from the results that 
surface defects on the X-ray record cannot be uniquely identified. 
Surface defects are uniquely identified by the PA technique with 
the correct setting of the measurement system.

Volume defects can be uniquely identified on X-ray re-
cord. Defects on PA record are hardly identifiable and can be 
exchanged with the noise from the structure. However, from 

the safety point of view, volume defects are less dangerous than 
surface defects.

The results of the experimental part of this article serve not 
only as a tool for NDT staff but also as an instruction for the 
correct choice of technique and methodology for butt welded 
joints testing.
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