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Performance analysis between a hybrid force/position
and conventional controllers for a wrist exoskeleton

Valeria AVILÉS, Oscar F. AVILÉS, Jorge APONTE, Oscar I. CALDAS
and Mauricio F. MAULEDOUX

This study analyses the performances of various path controlling strategies for a 3-degrees
of freedom wrist exoskeleton, by comparing key indicators, such as rise time, steady-state error,
and implementation difficulty. A model was built to describe both system’s kinematics and
dynamics, as well as 3 different controllers (PID, PD+, and a hybrid force/position controller)
that were designed to allow each joint to perform smooth motions within anatomic ranges. The
corresponding simulation was run and assessed via Matlab (version 2020a). In addition to the
performance comparison, remarkable characteristics could be identified among controllers. PD+
showed higher response speed than the other controllers (about 4 times), and PID was reinforced
as the technique with the easiest implementation due to the smallest matrices. The study also
allowed to greater potential of the hybrid controller to interact with its environment, i.e., the
robotic device.
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1. Introduction

Many of the causes for motor impairment in upper limbs are related with
communication abnormalities between neuralmotor generators andmusclemotor
units, such as after spinal cord injuries, stroke, and congenital diseases that
compromises the motor function and negatively impact the development of daily
living activities [21]. Consequently, recovering mobility becomes the primary
need for these kinds of individuals when expecting to restore quality of life.
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Physical rehabilitation by conventional means is commonly agreed as repet-
itive and highly dependent on the manual dexterity of the healthcare provider,
which favors overextended efforts and hinders quality of single sessions. There-
fore, many devices have being developed in the last decades to overcome with
these limitations, by combining mechanical, electronic and control systems with
intuitive interfaces and robotic principles, i.e., execution of planned routines,
imitation of human joints motions and integration with advanced control tech-
niques [20].
In fact, many of the recent developments in the field are now evident in ex-

oskeletons [11], specially by better and more flexible mechanical and electronic
designs and controller-based configurations, all focused on attending the users
need, such as support, movement amelioration and strengthening. Control sys-
tems, particularly, represent the basis of security and well-functioning as leading
human-based decision making via diverse and complex control algorithms [19].
There are different kind of approaches to control exoskeletons, from de simplest
ON/OFF technique until the more robust controllers that require kinematic and
dynamic modeling and algorithms based on artificial intelligence, among other
requirements [10, 18, 27, 31].
In fact, rehabilitation mechanisms for upper limbs relates to the control sys-

tems according to the type of actuation, e.g. Shape-Memory Alloy-based actuator
(SMA) and Series-Elastic actuators (SEA) are intended to be reduce the influence
of non-linearities, which highlights the benefits of impedance-based, PID, and
PD controllers [1,13,14,28,30]. Pneumatic muscles, on the other hand, typically
require regulation of air pressure to control position rather than force, which leads
to less robust but smooth controllers that minimize transmitting torques to human
joints, which could be highly harmful [2, 4, 12]. Electrical actuators such as DC
and servomotors, are used in application that offer the chance to control several
variables, which also diversify the feedback control technique [3, 7, 22].
This paper follows the above-mentioned rationale by describing the develop-

ment of three different strategies that appropriate for exoskeletons as controlling
smooth motions safely within the human joint’s ranges. We authors hypothe-
size that the hybrid force/position controller could be more appropriate because
its capability to better interact with its environment while controlling multi-
ple variables. To evaluate such suitability, a comparative study was performed
between PID, PD+ and the hybrid controller, to identify the real benefits of
the last one in applications with need of high precision and repeatability, such
as the wrist exoskeleton. The next chapters describe the procedure carried out
to assure each controller to reach the desired position and velocity per joint
in the wrist exoskeletons, by using design, modeling, and simulation theoret-
ical methods, as well as computational tools included in Matlab (e.g., Sim-
scape).
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2. Background

Most of the goals in control of robotic devices are related with following de-
sired paths or tracking position trajectories [26]. In the first case, it is important to
satisfy precision demands during the end effector following a defined continuous
path inside a workspace and in time domain, whereas in the second case precision
is only needed at a partial destination that belongs to a sequence of positions to
be followed by the robot [16, 17]. The objectives at each control strategy are:
In path-following a vector function 𝜏 is designed to force a set of joint positions

𝑞 to move towards a desired set of positions 𝑞𝑑 , while joint velocities ¤𝑞 follow
the desired velocities ¤𝑞𝑑 . This is described by Eq. (1).

lim
𝜏→∞

[
𝑞(𝑡)
¤𝑞(𝑡)

]
=

[
𝑞𝑑
¤𝑞𝑑

]
. (1)

Position trajectory-planning is only intended for finding a vector function 𝜏 that
command joint positions 𝑞 to tend towards desired positions 𝑞𝑑 , as in Eq. (2).

lim
𝜏→∞

[
𝑞(𝑡)
¤𝑞(𝑡)

]
=

[
𝑞𝑑
0

]
. (2)

In both cases, the kay function must produce an error equal to zero (See Eq. (3)).

lim
𝜏→∞

𝛿

𝛿𝑡

[
𝑞(𝑡)
¤̃𝑞(𝑡)

]
=

[
0
0

]
, (3)

where 𝑞 and ¤̃𝑞, respectively represent position and velocity errors due to Eq. (4)
and Eq. (5).

𝑞 = 𝑞𝑑 (𝑡) − 𝑞(𝑡), (4)
¤̃𝑞 = ¤𝑞𝑑 (𝑡) − ¤𝑞(𝑡). (5)

Therefore, the closed loop control law for both trajectory-planning and path-
following in terms of the joints are shown in Eq. (6) [16, 17], being 𝐷 (𝑞),
𝐶 (𝑞, ¤𝑞), and 𝐺 (𝑞) the matrices that describe the system dynamics.

𝛿

𝛿𝑡

[
𝑞

¤𝑞

]
=

[
¤𝑞

𝐷 (𝑞)−1 [𝜏(𝑡) − 𝐶 (𝑞, ¤𝑞) ¤𝑞 − 𝐺 (𝑞)]

]
. (6)

These controllers are considered as advanced control strategies, since they use
both the kinematics and dynamics of the robot [26]. Themost common approaches
are PD, PID, and PD+ with gravity compensation [8].
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3. Methods

According to the rationale exposed above this work focused on path following,
since this approach is agreed to promote smooth motions [25,29]. Hence, the path
planning is firstly done by creating position, velocity and acceleration functions
that accomplish the required time for each joint to reach the user-defined desired
position.

3.1. Path following

The function is a third-grade polynomial able to describe a uniform motion
by applying two constrains to position 𝑞(𝑡) and another two constrains to velocity
¤𝑞(𝑡). Constrains for 𝑞(𝑡) are current position equal to initial value and desired
position equal to final value, whereas ¤𝑞(𝑡) is constrained to a continuous velocity
function, namely, initial and final velocities mut be equal to zero [29]. A cubic
polynomial satisfies all four conditions since it has four coefficients that can be
defined to solve the problem: Eq. (7), Eq. (8), and Eq. (9) correspond to position,
velocity, and acceleration as consecutive derivatives.

𝑞(𝑡) = 𝑎0 + 𝑎1𝑡 + 𝑎2𝑡2 + 𝑎3𝑡3, (7)

¤𝑞(𝑡) = 𝑎1 + 2𝑎2𝑡 + 3𝑎3𝑡2, (8)
¥𝑞(𝑡) = 2𝑎2 + 6𝑎3𝑡. (9)

Replacing all four constrains in Eq. (7), Eq. (8), and Eq. (9) leads to an equivalent
system of four equations and four variables, as shown in Eq. (10), Eq. (11),
Eq. (12) and Eq. (13).

𝑎0 = 𝑞0 , (10)
𝑎1 = 0, (11)

𝑎2 =
3
𝑡2
𝑓

(
𝑞 𝑓 − 𝑞0

)
, (12)

𝑎3 =
−2
𝑡3
𝑓

(
𝑞 𝑓 − 𝑞0

)
. (13)

Finally, the third-grade polynomial were built to relate any initial joint angle with
the final position. In this case, the initial angles are equal to zero, and the final
angles are defined by the range of motion of the wrist exoskeleton of Aponte et
al., described in Fig. 1 and Table 1 [6].
Motion profiles for position, velocity and acceleration are shown in Fig. 2.
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Figure 1: Adopted wrist exoskeleton. Modified with permission from (Aponte, 2018) [6]

(a) (b)

(c)

Figure 2:Motion profiles in wrist joints at desired final angle \𝑑: (a) position, (b) velocity,
and (c) acceleration. FL/EX is flexion-extension at \𝑑 = 80◦, P/S is pronation-supination
(\𝑑 = 45◦), and Ab/Ad is abduction-adduction (\𝑑 = 80◦)
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Table 1: Ranges of motion from the three joints in the wrist

Joint Motion ROM [◦] Motion ROM [◦]
1 Flexion 80 Extension 70
2 Abduction 30 Adduction 40
3 Pronation 45 Supination 45

ROM – range of motion

3.2. PID controller

PID stands for Proportional-Derivative-Integral controller and this last com-
ponent is used to eliminate the steady-state error and includes a gravity compen-
sation, i.e., since the motion is described in a horizontal plane a vector needs to
be constantly applied against gravity (vertically) to assure error and velocity to
be equal to zero when reaching the desired position [24]. Eq. (14) describes this
three-term controller.

𝜏PID = 𝐾𝑝𝑞 − 𝐾𝑣 ¤𝑞 + 𝐾𝑖
𝑡∫
0

𝑞(`)d` + 𝐺 (𝑞), (14)

where 𝐾𝑝, 𝐾𝑣 and 𝐾𝑖 are diagonal 3 × 3 matrices containing the proportional,
derivative, and integral gains, respectively;𝐺 (𝑞) is the gravity vector, 𝑞 is position
error, and ¤𝑞 resulting velocity. The controller general scheme can be seen in Fig. 3.

Figure 3: PID controller’s block diagram

Simulation was made in Matlab Simulink (version 2020a) to evaluate path
following and the error for each joint. The Matlab PID block and its auto-tuning
tool was used to define the controller’s constants, including the derivate filter.
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A significant oscillations reduction is achieved, which implies an advantage to be
considered for implementation. Eq. (15) describes the final PID architecture.

𝜏PID = 𝑃 + 𝐼 1
𝑠
+ 𝐷 𝑁

1 + 𝑁 1
𝑠

+ 𝐺 (𝑞). (15)

3.3. PD+ controller

The PD+, which also contains a gravity compensation, is made by three com-
ponents: the proportional controller for position error, the proportional controller
for velocity, and the exoskeleton dynamics, thus it also requires the dynamic
model besides the desired paths, velocities and accelerations [24]. This con-
troller, as described in Eq. (16), reacts fast to frequency changes to correctly
follow the path at desired velocity.

𝜏PD+ = 𝐾𝑝𝑞 + 𝐾𝑣 ¤̃𝑞 + 𝐷 (𝑞) ¥𝑞𝑑 + 𝐶 (𝑞, ¤𝑞) ¤𝑞𝑑 + 𝐺 (𝑞), (16)

where 𝐾𝑝 and 𝐾𝑣 are diagonal 3×3matrices containing the proportional gains for
position and velocity; 𝐷 (𝑞) is the inertia matrix; 𝐶 (𝑞, ¤𝑞) is the Coriolis matrix;
𝐺 (𝑞) is el gravity vector, 𝑞 is position error, and ¤̃𝑞 is velocity error. See Fig. 4
for general scheme.

Figure 4: PD+ controller’s block diagram

It is important to highlight that this controller has a greater computational
cost in spite of its high precision, i.e., processing time is significantly higher to
other controllers [9, 29], besides, it is able to regulate all three position, velocity
and acceleration, which also implies a more complex implementation process.
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Its implementation required the use of Eq. (7), Eq. (8), and Eq. (9) and the auto-
tuning tool embedded in Matlab to obtain the constants values, similar to the PID
controller, which resulted in the architecture shown in Eq. (17).

𝜏PD+ = 𝑃 + 𝐷 𝑁

1 + 𝑁 1
𝑠

+ 𝐷 (𝑞) ¥𝑞𝑑 + 𝐶 (𝑞 ¤𝑞) ¤𝑞𝑑 + 𝐺 (𝑞). (17)

Similarly, the matrices represent the system dynamics, inertia, Coriolis, and
gravity.

3.4. Hybrid force/position controller

This controlling strategy depends on desired forces in the direction of the
constrained workspace and a desired path in the remaining directions [25, 29].
The position controller looks for a correct path following via information

collected by sensors and position feedback, whereas the force controller demands
for environmental modelling, force sensors and both force and position feed-
back, thus, workspace is divided into two subspaces: force and position [15].
Fig. 5 shows the representation of the exoskeleton with the environment during
controller application.

Figure 5: Scheme for wrist exoskeleton with environment in hybrid controlm

The block diagram in Fig. 6 shows two parallel closed loops for position and
force, but also the contribution of each joint as vector in the final summation that
is transformed into torques for the exoskeleton’s actuators [26].
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Figure 6: Hybrid force/position controller’s block diagram

Blocks 𝑆 and (𝐼 − 𝑆) are used to select the type of controller by means of an
identitymatrix, in order to avoid any possible conflict of simultaneous controllers’
action over the same actuator [25, 26]. The mathematical approach for this type
of controllers is described in Eq. (18).

𝜏𝐶𝐻 = 𝐽𝑇 (𝑞)
[
𝐾 𝑓 𝑆 ( 𝑓𝑑 − 𝑓𝑒) + 𝐾𝑝 (𝐼 − 𝑆) (𝑞𝑑 − 𝑞) − 𝐾𝑣 ¤𝑞

]
, (18)

where ones in matrix 𝑆 set the directions to be controlled by force, 𝐼 ∈ 𝑅𝑚×𝑚 is
the identity matrix, 𝐾𝑣 ∈ 𝑅𝑚×𝑚 is the derivative gain related with end-effector
velocity, and the proportional constants for position and force controller are
𝐾 𝑓 ∈ 𝑅𝑚×𝑚 and 𝐾𝑝 ∈ 𝑅𝑚×𝑚.
Implementation of the hybrid controller requires knowledge about the envi-

ronment to be interacted with, since the exoskeleton must adapt every action and
motion based on the physical characteristics of the goals within the workspace.
In order to perform this action, an elastic environment was modeled to facilitate
the interaction with the end-effect, due to its level of strain and flexibility [25,26].
In fact, the mathematical model shown in Eq. (19) corresponds to an elastic
compliant non-coupled environment.

𝑓𝑒 = 𝐾𝑒 (𝑞 − 𝑞𝑒) , (19)

where 𝐾𝑒 ∈ 𝑅𝑚×𝑚 is the surface’s stiffness constant 𝐾𝑒 = diag(1500) Nm.
Once the environment was established, the surface location was set to 𝑋𝑒 =

0.061 m from the origin, over which the force could be applied along the 𝑥-axis.
Then, all the controller’s blocks were developed, as follows.

Kinematics blocks containing the direct and inverse kinematics of the ex-
oskeleton. The first block describe the position of an object within the 3-
dimensional space in respect to the fixed referential system [29]. The second
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seeks for the values that the exoskeleton joint’s coordinates must adopt in order
to the end-effector to correctly achieve the required position and orientation [5].

Selection blocks S and IS. The only difference between them is the use of
the identity matrix in the second one, which assures opposition. 𝑆 controls force
whereas IS controls position in the remaining axes. The blocks output is a 3 × 1
vector.

Control blocks.Constants for hybrid control were extracted from the matrices
in Eq. (20), Eq. (21) and Eq. (22), for position, force, and velocity, respectively.

Matrix𝐾𝑝 =

𝐾𝑝1 0 0
0 𝐾𝑝2 0
0 0 𝐾𝑝3

 , (20)

Matrix𝐾 𝑓 =


𝐾 𝑓 1 0 0
0 𝐾 𝑓 2 0
0 0 𝐾 𝑓 3

 , (21)

Matrix𝐾𝑣 =

𝐾𝑣1 0 0
0 𝐾𝑣2 0
0 0 𝐾𝑣3

 . (22)

The first two block take the output from the selection block and set a gain to the
axis that is interacting in each case. The velocity block takes the exoskeleton’s
current and desired position and set a gain of about 20% of the proportional
gain [26]. The blocks output is also a 3 × 1 vector.

Environment modeling block. This block takes the exoskeleton’s current
position and the interacting environment to evaluate the interaction force when
they get in contact or otherwise it is set to zero. The block’s output is also a 3× 1
vector.

Transposed Jacobian block. It calculates the torque from the exoskeleton’s
force and position values, along with the transposed Jacobian. During simulation
significant oscillation were detected despite of the precise reference following,
and therefore, the approach suggested by Prada et al. was used to partially solved
the problem, which is shown in Eq. (23) [25].

𝜏CH = 𝐽𝑇

𝐾𝑠𝑆 ( 𝑓𝑑− 𝑓𝑒)−𝐾𝑣 ¤𝑥+𝐾𝑝
©«𝑃+𝐼

1
𝑠
+𝐷 𝑁

1+𝑁 1
𝑠

ª®®¬ (𝐼−𝑆) (𝑥𝑑−𝑥)
 . (23)
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4. Results

4.1. PID controller

Table 2 collects the constants defined for the PID controller, which allowed
the behavior shown in Fig. 7, given in terms of correct path following and error
for all three joints. As can be seen, error tends to zero in time, which indicates
that the exoskeleton performs the desired motions within the assigned ranges.

Table 2: PID controller’s gain

Gains
Matrices

𝐾1 𝐾2 𝐾3

P 251794.3 643523.9 49332.2
I 117876.9 149460.3 23094.7
D 132070.6 615636.8 25875.6
N 54.53 4549.6 54.53

(a) (b)

Figure 7: Results for PID controller: (a) path following and (b) position error

Furthermore, all three joints followed the path on time and showed a decreas-
ing error that tend to zero, with the presence of a mild overshoot in two of them
caused by the values of the derivative and integral gains, which also reduces the
rise time and accomplish the fast response that is expected to be appropriate for
the problem [23].

4.2. PD+ controller

Fig. 8 shows the path, velocity, and acceleration following, considering the
above-mentioned position and velocity constrains, by also ensuring fast response
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after reference changes and a low steady-state error in all three joints (less
than 5%).

(a) (b)

(c)

Figure 8: Results of PD+ controller: (a) paths, (b) velocities, and (c) accelerations fol-
lowing

Table 3 collects the constants defined for the PD+ controller.

Table 3: PD+ controller gains

Gains
Matrices

𝐾1 𝐾2 𝐾3

P 26.57 6.27 9.825
D 1585.7 374.41 586.35
N 11.42 11.42 11.42
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4.3. Hybrid force/position controller

Final gains in hybrid controller for the wrist exoskeleton are organized in
Table 4.

Table 4: Hybrid controller gains

Gains
Matrices

𝐾1 𝐾2 𝐾3

Kp 4500 10000000 –650000
P 40.611 190 –0.99
I 0.19 27 –15
D 2130.13 950 –820
N 0.545 800 600
Kv 900 2000000 –130000
Kf 5900000 100 100

Results can be seen in Figs. 9 and 10, where the both force and position errors
tend to zero, due to the action of the constants obtained by Matlab’s auto-tuning
tool. Therefore, the exoskeleton is able to correctly follow the desired path in 𝑥
and 𝑦 axes, as well to apply the desired level of force in 𝑥-axis during the entire
environmental interaction.

(a) (b)

Figure 9: Hybrid controller results: (a) force control in 𝑥 and (b) path following
in 𝑦 and 𝑧

Table 5 summarizes the findings about the three developed controllers.
Accordingly, some differences can be extracted from the charts and variables

from each of the controllers when trying to follow the desired paths for the wrist
exoskeleton. The PD+ controller showed better performance because of using the
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(a) (b)

Figure 10: Hybrid controller errors: (a) force in 𝑥 and (b) path in 𝑦 and 𝑧

Table 5: Main findings about controllers’ performance

PID controller PD+ controller Hybrid controller
It follows the path correctly
despite not showing error
equal to zero, instead, it re-
duces to produce a better
system behavior.

Relatively high complexity
Because of controlling all
variables simultaneously (po-
sition, velocity, and accelera-
tion).

It follows the path refer-
ence but describes oscilla-
tions that need to be compen-
sated by aMatlab PID block.

It contains a mild position
overshoot for two of the
joints, due to the derivative
and integral constants.

It has a significantly higher
computational cost, and the
processing time is high.

Each joint contributes to the
controller execution by using
to closed loops.

High precision and fast rise
time.

Balances the position and
force variables while reduc-
ing the errors to zero.

model dynamics and the gravity compensation, which inserts further stability to
the system. Charts in Fig. 8 confirmed the hypothesis by showing how all three
variables are controlled and respond almost immediately to the changes in the
path, whereas the other two controllers take between three and four times longer to
reach steady-state and had higher error values (see Fig. 7b and 10). Nevertheless,
implementing this controller is rather complicated due to the high computational
costs.
PID controller, on the other hand, described a similar behavior in path fol-

lowing except for a mild overshoot in pronation/supination and flexion/extension
joints (see Fig. 7a), which has serious implication in settling time and error mag-
nitude. However, it is important to highlight the ease of implementation since it
does not require all the matrices that are mandatory for the other two controllers.
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Finally, the hybrid force/position controller with autotuned PID block dis-
played higher error than the other controllers, which might be due to the double
closed-loop environmental interaction. Results for path following for 𝑦 and 𝑧
axes are not as good as in the other controllers, mainly because of each position
depending on a single angle 𝑞2, while error signals tend to zero as in Fig. 10b.
Regarding the force control, Fig. 9a displays the existence of oscillations before
settling at 3 seconds, which is caused by the path following control law, since
both loops require the contributes of all joint to work.

5. Conclusions

This paper focused on solving the problem of path following control for 3-
degrees-of-freedom a wrist exoskeleton, through three different approaches: the
first two were conventional control techniques applied to exoskeletons: PID, PD+.
The first one was easier to implement but showed higher steady-state error and
some overshoot when reaching the settling value. Contrarily, PD+ had a faster
response at controlling the three variables (position, velocity, and acceleration)
but was harder to implement.
The third technique was a hybrid force/position controller complemented with

a PID autotuned block, which demonstrated to be capable of consider the dynam-
ics of interaction between the mechanics and the environment. This feature is
well priced in rehabilitation because of the consideration of the forces exerted
by the user. However, some drawbacks were also identified: it not as flexible as
expected and requires new tuning at every modification of environment character-
istics or tasks in any axis, which was rather difficult because of the torque values
oscillations, the need of path following from only one joint variable, and the fact
that every joint contributed to two both controllers. Consequently, the autotuning
block from Matlab needed to be used.
Then, according towhatwas previously exposed and performing a comparison

of the important characteristics of a controller such as response time, error in
steady-state, and implementation, it is possible to see how traditional controllers
are simpler to implement, have a much smaller error than the hybrid controller
as well. as a response time is quicker but they are as mentioned it is due to the
fact that they only have a control loop that differs from the hybrid controller they
have. While traditional controllers have a similar answer that is very acceptable,
this differentiating value between each is found in the ease of implementation,
so, depending on what the device requires the best option, it will be to develop a
PID type controller (for position) or a hybrid controller (for strength/position).
Finally, the overcame simulations let to detect the ability of controller to

change the exoskeleton’s end-effector orientation continuously via torques. In the
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case of the hybrid controller, this feature came along with the power of holding
continuous force over the environment during contact.
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