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and whole gas network, as well . Incorrect assessment of the gas flow discharge may 
result in the occurrence of local pressure depression, causing malfunction of local gas 
installations. Redimensioning of the gas network ( oversized diameters of component 
network sections, too big flow capacity of gas stations), are also considered as incorrect 
solutions. 

Elimination of such abnormalities call s for the implementation of the suitable 
diameter selection rules, depending on the on gas distribution mode, due to functional 
requirements, i.e. distribution from the gas station to the supply contour, including 
regionalization of the gas consumption. Regionalization problem call s for division of the 
supply network into individual regions, which are usuall y independently operated. 
Reasoning of such functional division of the gas distribution network results from the 
fact that individual groups of consumers have diversified gas consumption demand. In 
result of such assumptions, various functions can be assigned to individual sections of 
the gas network, what is related to the pipe diameter selection necessity. 

While selecting diameters of the gas distribution network we tend to the optimal 
cost-reduction program, however realization of such ventures is accompanied with 
many problems, both of analytical and technical character. Analytical problems are 
related to the methodology, because the problem of gas network construction cost­ 
-reduction program is not connected with a number and distribution of the gas stations. 
Gas distribution networks are built in diversified field conditions, thus simple function 
relation between the pipeline diameter and its construction unit cost, is not observed. 
Thus the currently used cost-reduction criterion programs, limited only to gas distri­ 
bution networks, are rarely used, and their practical value is limited. Gas distribution 
networks are commonly built irrespectively to the unit cost and diameter of given 
pipeline, thus the criterion, which can satisfy the general-purpose function, comprises 
the problem of the diameter minimization. Universal character of such criterion results 
from the fact that it gives consideration to the cost-minimization problem, including 
functional criterion. 

The cost-minimization criterion comprise some faults and simpli fi cations, such as: . 
• unit building costs of the pipeline sections of the same diameter, fixed depen­ 

dently on their location, can be considerably diversified, 
• partial construction costs of individual section ( earth works, infrastructure, as­ 

sembling works, material costs, repairs, and work arrangement) are changed very 
often, thus after some time, the assumed criterion may no longer be satisfied, 

• as the calculated gas flow discharges, computed for individual network sections 
and gas stations, have to be considered as constant values, we have no possibility 
to consider the errors constituting individual components of each case. 

The method of selection of the optimal gas network diameter (Ell is et al. 1998; 
Osiadacz 2000; Hansen et al. 1991 ), describes the cost-minimization criterion expres­ 
sed as: 

Ill 

K(D)= IL; ·S(D;) 
i=I 
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where: 
K - construction cost of the distribution network, based on the planned 

localization of gas stations and the assumed gas distribution directions, 
for each component section of the pipeline, 

D; = (D1 ••• Dm) - diameters of component sections, 
m - number of sections within the gas network, 
S(D;) - function describing the unit cost, depending on the diameter, 
L; - length of the component section of given network. 

The method is based on linearization of the function K(D), using generalized pressure 
calculation formula, matrix record of the connection of individual sections, as well as on 
the condition, that the minimal pressure on supply contour can not be lower than defined 
P min, should be satisfied. Initially assumed diameters of individual sections, which are 
changed in result of the interaction, are considered as the basis of the assumed solution. 
The calculations are made in the manner giving consideration to the change of individual 
network diameters into "nearby-smaller" or "nearby greater" of the pipe series of types, 
until minimum of the assumed function is achieved. 

Implementation of the method causes modification of the initially assumed dia­ 
meters. For the options where the assumed criterion is satisfied, diversified diameters of 
considered gas network are achieved. The obtained results depend on the initial values 
used in the optimization calculations. For similar cost of several options satisfying needs 
of the assumed minimum, a problem related to the decision which option should be 
implemented, is met. 

The method gives consideration to the calculated values of the gas flow discharge, 
considered as constant values prescribed to given network section, including its length. 
Such assumption leads to solutions. satisfying the diameter solution criterion, where only 
pressures on the contours are greater than the minimal permissible ones. 

Within the gas distribution networks, depending on their size, 8 to 12 various 
diameters are used. Gas network construction unit cost increases non-linearly, depen­ 
ding on the diameter, thus when the diameter minimization criterion is used, the smaller 
diameters are preferred. Considering conditions of the gas distribution within given 
network, depending on its size and configuration, the problem comprises only 30 to 50% 
of the network sections. The other sections of the network have diameters equal to the 
technical minimum. 

2. Gas network diameter selection method 

Selection of the diameter of component section of given network constitutes major of 
the gas pipeline designing, including minimization of the construction cost and functio­ 
nal effi ciency. Factors affecting diameter selection of individual section comprise: 

• gas network configuration, 
• function of given pipeline within the system, 
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• gas type, 
• disposable pressure drop, 
• section length, 
• gas flow discharge within given section. 
Analytic solution of the diameter selection problem, in fi rst order call s for assump­ 

tion of the proper criterion. Computational gas flow discharge is determined for given 
configuration of the gas network. Accuracy of assessment of the gas flow discharge of 
component network sections is a major factor of the diameter selection procedure, 
including technical requirements. 

Gas networks are usuall y composed of several sections, and analysis of their ope­ 
ration, from supplying source to the contour, including diameter selection, is very 
essential for the network functionality. To facili tate the problem, the methods based on 
suitably selected alternative values, have been considered. Such alternative values 
comprise: length of individual sections, sectional gas flow discharges, and sectional 
diameters. These methods have been formerly described (Zajda 1994, 1996). 

In a case of the gas distribution networks, we can assume (without essential error) 
that gas density, gas flow velocity, temperature and flow resistance coefficient, are not 
diversified within individual sections of given gas network. In a case of row of 
connected sections supplied from the same node, we can assume that the pressure drop 
volume is effected mostly by the length of individual sections, including gas flow 
discharges and diameters of these sections. Substitutivity of these values within a row of 
sections of diversified values of the mentioned parameters should be equivalent to the 
calculated pressure drops. This equivalence should satisfy conditions of the following 
equation (1). 

(1) 

where: 
K - constant related to the gas density, flow resistance factor, unit 

conversion, etc., 
Q2 - alternative value of the gas flow discharge, 
L2 - alternative length of component network sections, 
d2 - alternative diameter of sections with parameters L2 and Q2, 

Q1, Q2 - gas flow discharge within individual sections, 
L1, L2 - length of individual sections, 
d1, d2 •.• - diameters of individual sections. 

Alternative value for a row of sections L2 is equal to a sum of lengths of the 
component sections of the gas pipeline. Length of the component row sections, i.e. their 
alternative length, influence the total pressure drop, independently on the gas flow 
discharge and diameter of individual sections. 

Thus, alternative length L2 can be calculated from a formula (2): 
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(2) 

A lternative value of the gas fl ow discharge Qz for a given row of sections depends not 
only on the gas flow discharges within individual sections but also on the total length of 
these sections. Thus, all mentioned values influence the total pressure drop. 

To facili tate calculations, considering only two sections of the row, we can re-write 
formula (1), in form: 

(3) 

When rearranged, the equation (3) takes a form: 

(4) 

As Q2 is calculated from a formula (4), we must already know parameters: dz, d2 i d3. 
If we consider particular case, where individual sections of given row have the same 
diameters, thus d1 = d2 = dz, and consequently we receive formula (5). 

(5) 

Alternative diameter of individual sections is determined using the relation (3), 
which when rearranged, and substituted in place of Q2 in formula (5), takes a form: 

(6) 

For greater number of sections within given row, we can analogically determine 
generalized dependence allowing to assess parameters Qz and dz, from formulas (7) 
fd (8) 

(7) 

(8) 

Thus Qz, dz and L2 comprise values of the gas flow discharge, diameter and length, 
which equilibrate total pressure drop of individual sections within given row, having 
gas flow discharges Q,, Q2, Q3, ... , Q11, diameters di, d2, d3, ... , d11, and lengths L,, L2, 
L3, ... , Ln. 
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Pressure drop calculations are usuall y made using one of a number of formulas, 
which are diversifi ed only with indices of Q and d, thus formulas (7) and (8) should also 
take under consideration this feature. Final form of the formulas is following: 

• alternative value of the gas flow discharge 

o , =a Qf L1 +QfL2 + +Q:Ln 

L1 +L2 + +Ln 

• alternative diameter of the gas pipeline 

(9) 

d d d d 
QfL1 +QfL2 + ... +Q,~L11 (10) 

z ~ I 2... 11 b _Q_a_L_d_b_d_b __ d_b _Q_a_L_d_b_d_b __ d_b Q_b_L_d_b_d_l_, _d_b _ 
I I 2 3 ·.. 11 + 2 2 I 3 · · · 11 + · · · + 11 n I 2 ·.. 11-I 

In the proposed diameter selection method, conditions of the diameter reduction 
criterion should be satisfied only with reference to a rows of sections, which have 
different lengths and gas flow discharges. 

For the determined disposable pressure drop M of all sections within given row, the 
system is considered as two row sections with given values of the flow discharge, 
diameter and length, where for the first section of the row we have values Q 1, d1, L 1; 
for the second Qz, dz and L2, according to formulas (1), (9) and (10). 

In this case we have a generalized formula: 

(11) 

Substituting Q, and Q2 with 

(12) 

Q2 =Ad; 

where: 

A=~w 
4 

w~ gas flow velocity; w= canst for d1 and d2 (as assumed) 

as well as substituting to formula (11) the assumption (12) we receive: 

M =K A2dtL1 +K A2d;Lz 

di5 d; 
and in result of further rearrangements, we receive: 



506 

d = Lzdi 
Zt:,p 
--d -L1 KA2 I 

Substituting M = B, dz takes a form: 
KA2 

(13) 

Alternative diameter of the fi rst section having diameter d1, and the next one in the 
row, having fixed diameter dz, can be calculated from a formula: 

(14) 

Substituting dz to formerly determined formula (13), we receive: 

and substituting 

and 

we receive 

D ::::: ad1 

z - ~b +Q;(Bd
1 
-L

1 
)5 

(15) 

The diameter reduction procedure call s for the selection of minimum of the formula 
(15), with respect to a variable d1, finally: 

(16) 

Using formula (12), for a section located nearby the gas station, the pressure drop 
MI will occur. 

As well as using the former substitution M = B, we receive 
KA2 
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M-L1 dl=--- 
M1 ·B 

Substituting this relation to formula (16) we receive: 

(17) 

Formula (17) determines relation between the disposable pressure drop M of 
component sections of given row and the pressure drop for optimal diameter of a section 
located nearby supplying node, depending on the alternative values of: total gas flow 
discharge and length, as well as gas fl ow discharge and length of the fi rst section of 
the row. 

In the equation (17), only value M1 should be determined, whereas the other values 
result from intermediate calculations, as values Qz, and Lz can be estimated formerly. 
When rearranged, we can obtain practical relation which can be used to calculate M1, 

for the fir st section of the row, counting from the supply source (gas station), having 
a form: 

or for arbitrary section of the row: 

(18) 

(19) 

However, if we consider the use of any of usuall y applied formulas of pressure drop 
calculation, formula (19) takes final form: 

(20) 

where: 

Mu - pressure drop of the section (i-j), used to calculate its diameter, 

M; - disposable pressure drop of all sections of the row, including also 
section (i-j), 

Q2; - alternative gas fl ow discharge of the component row sections, without 
section (i-j), 

Lu - length of section (i-j), for which the pressure drop Mu was calculated, 
Qu - gas flow discharge within section (i-j), 
L2; - alternative length of the component row sections, excluding section (i-j), 
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i, j - numbers nodes of gas network, 
a, b - index occurring in the formula, used in the pressure drop calculation 

a= 1.8-2.25, b = 4.8-5.25 

Estimation of the pressure drop of successive row sections is schematicall y shown in 
Fig. 1 a, band c. Scheme shown in the Fig. 1 refers only to calculation of the "theoretical" 
diameters, according to formula 

KQa_L 
d .. =b If lj 

u M 
If 

(21) 

Such procedure of the diameter selection has no practical use, as the "real" diameters 
should be compli ant with all pipe-manufacturing standards. 

If the diameter of section (i-j) dii is calculated from the formula (21 ), using 
the pressure drop Mii determined by formula (20), where the selected diameter dijR 
is compli ant with the assumed production program, the pressure drop estimated for 
this diameter equals to MiJR- In general, depending on the selected diameter diJR, 
greater or small er than that calculated from formula (21 ), the foll owing inequali ties 
may occur: 

or 

A rare case, when Mu =MUR, may be practicall y neglected. If an inequality 
Mu > MiiR occurs, it means that network sectional diameters dijR will be selected, 
being the "nearby-bigger" to the manufactured pipe standards. Option of the selection of 
"real" diameters, i.e. the "nearby-bigger" diameters, is schematicall y ill ustrated in 
Fig. 2a, b and c. If a "real" diameter is selected - according to the "nearby-small er" 
rule - the foll owing inequali ty can be written: 

Mu<MiiR 

The fir st option of the diameter selection results in a fact that for all next sections of 
given row, the disposable pressure drop M - MUR is adequately greater than in a case 
M;1, thus it leads to the selection of small er diameters for the other sections of the 
row, as M - Mu< M - MiJR. However, if an inequality 1"-,.P - Mu > M - MiiR is 
observed, the disposable pressure drop of the other component row sections will be 
small er, i.e. diameters selected for the other sections will be greater. Each of the 
mentioned methods of the "real" diameter selection is accompanied with the occurrence 
of differences between diameters di/ and diJR, particularly for the sections within the row. 
Selection of successive "real" diameters of given row is closely connected to the 
selection of downstream sections, i.e. with the disposable pressure drop. In the second 
option of the diameter selection, a reverse range of the disposable pressure drop, is 
observed. 
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Problem of the diameter optimization comprise also necessity of the diameter 
selection, according to requirements of the production program. 

A case, when the calculated pressure drops are compliant with the pipe manu­ 
facturing requirements is rather sporadic. Selection of "real" diameters is thus related 
with the necessity of the selection of the "nearby-small er" or "nearby bigger" diameter. 
In each case of the selection of the "real" diameter diJR, a pressure drop !if\iR will occur, 
being diff erent from that which is calculated as Mi), using the method mentioned 
before. Selection of the "fir st-bigger" diameter of the manufactured pipe series leads 
to cumulation of the differences M'R· 

In a case of small number of sections within the row, including big differences in the 
section length and gas fl ow discharge, a diameter which is bigger than in cases of the 
preceding sections, may be selected for the last section. Occurrence of such problem 
confi rm a rule that the proposed diameter selection method can be effectively used in 
cases when number of sections of the main row is not bigger than 10. Main supply 
direction of the gas distribution network serves the transit functions for the sections 
supplied by component sections, thus the diameter selection should be commenced from 
this row. Neutralization of such cases, for small number of the row component sections, 
call s for the diameter selection procedure which is based also on the rule "nearby the 
arithmetic mean", which satisfy conditions of the assumptions li sted below. In a case of 
inequali ty: 

dRw-dRN 
d ii > 1 

2 
1 + d jRN , a diameter di RW is selected, 

however, in a case when: 

d RW -d RN 
d ii < 1 

2 
1 + di RN , a diameter dJRN is selected 

where: 
diRW - "real" diameter, "nearby-bigger", 
diRN - "real" diameter, "nearby-smaller". 

(22) 

(23) 

As the described diameter selection method is considered with respect to the prob­ 
lems related to pipe manufacturing standards, we can conclude that selection of the 
diameter di/R from the manufactured pipe series, which is closest to the theoreticall y 
calculated optimal diameter di). Thus we can consider only "nearby-bigger" and 
"nearby-small er" diameters of the manufactured series of types. Finall y, we can draw 
the foll owing conclusions: 

1. In the optimal diameter selection method, pressure drops within individual 
sections are determined as the priority. The calculated pressure drops are used to 
calculate diameters, in direction from the gas station toward the supply contour. 

2. Depending on the predicted functional parameters of the gas distribution net­ 
works, we can defi ne general rules of the diameter selection, i.e. "nearby-bigger" 
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(N-W), "nearby-small er" (N-M), or in a case of their combination, "nearby-arithmetic 
mean" !" #$%&'

3. Selected "real" diameters of the component row sections infl uence the mean 
diameters, i.e. infl uence the degree in what the diameter reduction criterion will be 
satisfi ed, particularly for a case of small number of sections. 

4. Procedure of the diameter selection method for the rows composed of the dif­ 
ferent number of sections, different gas fl ow discharges and different lengths, is based 
on optional calculations, where the diameters should satisfy functional requirements of 
the gas distribution network. 

5. The rule "nearby-bigger" can be considered as the universal method of the 
diameter selection. 

6. In case of the gas distribution networks, diameter minimization should not be 
considered as the only selective criterion. 

7. Selection of the "real" diameters causes that the disposable pressure drop ( ) is 
not full y utili zed. Such pressure drop differences are cumulated within the last sections 
of the row. Thus !" some cases, selection of diameters which are small er than those 
calculated froi:n a formula (20), is recommended. 

8. Diameter selection according to the rule "nearby-arithmetic mean" all ows recei­ 
ving the pressure drops which are closest to those calculated from formula (20). 

The presented diameter selection methods, including the diameter minimization, 
comprise row of sections expanding from the supplying source to the contour. Thus the 
presented methods satisfy conditions of an important technological standard, related to 
small disturbances of the assumed gas fl ow discharge, including the diameter selection 
combined with optimal supply directions, extending from the gas station to the supply 
contour. Selection of diameters of the side row sections, which are supplied from the 
main row, create also very essential problem. 

#$%&'()* +&) ' , -) .) ( /0' " ' , /1) ( ' 2 3' " )" / 45- " ) /6 ' &7 -)( /0' " -

Diameter selection of the gas distribution network, with use of the developed 
theoretical solutions, should be preceded with dissection of the gas network (Fedo­ 
rowicz et al. 2002). For each section of the dissected gas network, the gas fl ow discharge 
volume must be determined. Diameter selection is made properly if the estimated gas 
fl ow discharge is closest to the real discharge occurring within the gas distribution 
network. Gas is consumed practicall y along all sections of the network. Improper 
dissection of the gas network may result in incorrect diameter selection. In case of 
the gas distribution networks, most of their component sections may serve local, or 
local-transit functions. Number of dissection variants increase proportionall y to the 
number of sections. Thus the same section of the network, in various variants of the 
dissection, may have different computational values of the gas fl ow discharge. Diameter 
selection satisfying conditions of the assumed cost and diameter reduction criterion 
depends on a variant of the network dissection. The mentioned problems, considered as 
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problems of technological nature, should be taken into consideration, when the dia­ 
meters which should be compliant with technological standards, are selected. Dissected 
gas network constitutes a tree, comprising sections playing different functions within the 
supply system. The most important are the rows expanding from the gas stations to the 
supply contours. As a rule, the lowest permissible pressures should be observed on the 
supply contours. Pressure differences, between the gas station pressure and the pressure 
assumed for the contour, are call ed as "gas network disposable pressure drop". In case of 
the main row diameter selection, the selection comprises also the disposable pressure 
drop within this row. 

Depending on a number of sections and connections, each gas network may be 
composed of more than one main row. However, not every row should be classified as 
a main row. Practically, in calculations, such function can be assigned to a row, for 
which "i,Q2iJLZii will have the greatest value. In real operational conditions, some 
cases of arbitrary selection of the main row, related to the infrastructure planning 
requirements, may be met. Other sections of the dissected network, described as side 
rows, are supplied from the main row. Such system is called as "supply region", which is 
operated independently on the adjacent regions of the same network. The difference 
results from the minor transit capacity of the terminal sections of the side rows. Terminal 
sections of the gas distribution network have usuall y small diameters, which are equal 
to the technical minimum. Functional system composed of connected sections of the 
gas network can thus be considered as a set of rows with: different supply nodes, 
different terminal nodes, diversified number of row sections, and different products 
QuLii . 

Diameter selection rules determined for complex gas distribution systems should 
consider the described condition in such manner that the optional distribution network 
would supplement the assumed technological functions. 

General diameter selection procedure of the branched and ring-type distribution 
networks, with reference to the pipe production standards, comprise the foll owing 
procedural steps: 

a) the network supply region, where we intend to select diameters of the component 
gas network sections, should be selected; 

b) selection of diameters of chosen region should be commenced from the main row; 
c) in a case, when in spite of the selected diameter of all sections of the main row, 

a reserve of the disposable pressure is observed, the suitable corrections should 
be made, beginning from a section located nearby the gas station. Reserve of the 
disposable pressure drop comprise the difference between parameter 11P and total 
pressure drop, calculated after selection of the diameters which are compliant with 
production standards. While making corrections, we should foll ow the rule that the 
diameter of the successive row section can not be smaller than the diameter of the 
antecedent section. 

d) diameters of side row component sections, supplied from the main row, should be 
selected. In the fir st order, diameters of the row having its terminal section located 
nearby the supply contour should be selected. 
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Based on the described quali fi cation criterion of given row, considered as the main 
supply row, we can assume, that in this example, rows terminated with nodes 1.1 and 5.1 
play such role. According to the described procedure, diameters of the main row 
component sections, based on the main row with terminal node 1.1, are selected in the 
fir st order. When the diameters of all sections of this row, excluding terminal section, are 
selected, a diameter "nearby-bigger" should be selected for this section, in order to 
eliminate possibili ty of exceeding the assumed disposable value of the pressure drop /lP. 
In practice, selection of the diameters compliant with production programs leads to the 
occurrence of the relation MR = M - "f.MijR· This calculation procedure results 
from the occurrence of the value MR both within the main and side rows. In some 
circumstances, this value may be used for the correction of chosen real diameters of the 
row. Such correction helps to satisfy conditions of the preliminary assumed criterion of 
the diameter reduction. The calculations should be commenced from the sections 
located nearby the gas stations. However, such correction procedure is not advantageous 
from the point of view of functional conditions, because transit capacity of these sections 
is reduced. The correction procedure should give consideration to several technological 
requirements. The fi rst requirement comprises a rule that the diameter of the preceding 
section should not be small er than the diameter of the subsequent section, within given 
row. Correction of the diameter of the given section by doubled diameter is also 
inadmissible. 

Next stage of the diameter selection procedure comprises selection of diameters of 
the reminding sections of given supply region. The selection should be commenced from 
the side rows, where the pressure within terminal nodes is equal to the pressure within 
a node of the main row section. In a case of the supply region, in the example shown 
in Fig. 4, based on the main row of the section 18-13-14-9--4-5-5.l , the diameters 
of the side rows with terminal nodes located nearby the supply contour, should be 
selected in the fir st order. Conditions of such requirements are satisfi ed within nodes 
5 and 4. Node 5 can be considered as a terminal node of the side row comprising nodes 
9-10-5. For this row, disposable pressure drop Mi equals to a sum of the pressure 
drops, calculated for selected diameters of component sections of the region IV (9-4) 
and (4-5), i.e. Mi= M9,4R + M4,sR- The same diameter selection procedure may be 
used same both for side and main row, excluding terminal sections of these rows. 
Selection of the side row component sections should be commenced from the sections 
having their terminal nodes located within the supply contour, whereas, each of these 
terminal should have diameter close to "nearby-small er diameter". Such method may be 
used because these sections have rather minor transit function. Priority rule of the side 
row diameter selection results from inabili ty of determination of the disposable pressure 
drops for other side rows connected to given main row. In example shown in Fig. 4, the 
sections with nodes located on the supplying contour (9--4), and (6-1 ), constitute the 
terminal sections of the side rows. Such solution all ows, to some extend, to reduce the 
value MR for component rows of given gas network, which satisfy the conditions of 
the assumed diameter reduction criterion, with small risk that the parameter M will 
be exceeded. 
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Section (13-14) 

Mil3,I4 = M18,I3 + M13,14 -M1g,19 

While selecting the diameter of terniinal sections located behind the supply contour, 
the "nearby-bigger diameters" should be selected. Sections ( 14-15) and (13-14) shown 
in Fig. 4 constitute a right example. Such distributed terminal sections· of the side rows, 
in some extent, play a transit function, and selection of the "nearby-smaller diameters" 
may result in exceeding the value of the assumed disposable pressure drop M, within 
whole gas network. In case of such arbitrary diameter selection of the side row 
component section diameters, which satisfy the conditions of the diameter minimization 
criterion, is not reasonable without implementation of suitable diameter corrections. 
ff needed, the corrections should be made also for the side rows. 

In practice, the gas distribution systems do not comprise the networks in form of 
simple graphs. Groups of additional free sections and branched systems are commonly 
observed. In our example, such free section comprises a section (20-20 .1 ), for which the 
disposable pressure drop, used for the diameter selection, is calculated from the formula 
M;20,201 = M-M19,20-M18,I9· However, use of the mentioned criterion is not fully 
satisfactory for the diameter selection. In operational conditions, gas flow velocity 
should not exceed the assumed value, which in case of the low-pressure distribution 
networks, is defined as w1 = 1 O mis, and w2 = 15 mis in case of the medium pressure 
networks. Additional condition, which also must be satisfied for all component sections 
of the gas distribution networks, comprises the necessity of the selection of diameters, 
which are not smaller than diameters defined as the technical minimum. In a case of the 
low-pressure distribution networks dmin 2 80 mm, whereas for the case of medium 
pressure distribution networks dmin 2 25 mm. The mentioned diameters should be 
considered as nominal diameters. 

The same procedure is used for the diameter selection of component sections of 
a zone outlined by nodes 13, 8, 7, 2, 4, 9. Here, diameter selection of the sections (8-7) 
and (3-2) is problematical, because their terminal nodes occur also within the second 
supply region of the exampled network. 

The second region of the considered example network comprises sections which are 
determined by nodes 18, 17, 16, 11, 6, 1, 2, 7, 13 -The main row of this region comprises 
sections located between nodes 18-17-12-7-2-1-1. l. Using analogous selection rules 
as in the case of the first region, all other diameters are selected, excluding section 
(12-13), as a node 13 constitutes also a component of the first supply region. In order to 
select diameters of the sections (12-13), (8-7) and (3-2), disposable pressure drops 
should be determined in the first order: 

Section (3-2) 

Mi3,2 = M1g,17 + M17,12 + M12,7 + M7,2 -M1&,13 -M13,s -Ms,3 

Section (8- 7) 
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Section (12-13) 

Mi12,l3 = M1s,17 + M17,12 - M1s,13 

Diameter selection of the terminal sections of the unbalanced networks, where their 
component sections considerably differ with the length and the gas fl ow discharge, can 
be accompanied by the foll owing problems: 

• According to the assumed rules, diameter of the subsequent section of the side 
row should not be bigger than diameter of the preceding section, 

• Disposable pressure drop Mi may have too small numerical value, what forces 
necessity of selection of bigger diameters, 

• Numerical value Mi may also be negative, thus the section should constitute 
a component element of the other supply zone. 

The problems listed above are related mostly to a great number of the terminal 
sections. The procedure based on the diameter selection of the side row terminal 
sections, including terminal sections, which are not bigger than the preceding section, 
constitute the best method related to the reduction of the number of sections. 

The described rules of the diameter selection of complex network systems, in each 
case are accompanied by the occurrence of the small disposable pressure drop reserve, 
with reference to the diameter defi ned in the foredesign assumptions. Moreover, this 
reserve theoreticall y may be used for the correction of chosen diameters, however, 
implementation of such procedure may considerably disturb the assumed gas distri­ 
bution, as the reserve in question concerns mostly the transit sections. 

4. Summary 

Fuel gas is deli vered to the municipal consumers from the gas networks, which are 
only component parts of the global gas distribution system. The gas distribution sys­ 
tems, including factors which effect their operational performance, comprise: 

• gas distribution networks, 
• distribution pipelines, 
• local gas stations, 
• gas stations layout. 
Errors erased during the estimation of the gas fl ow discharge computational values 

constitute essential problem disturbing the proper design of the gas distribution network. 
In case of the great population of the potential gas consumers, these errors may exceed 
±20%. In case, when the potential consumers are supplied from a single section, the error 
may exceed even ±200%. Thus the technical optimization methods should consider the 
problems mentioned above. However, the methods in question not always satisfy the 
complex conditions of the building and town-planning requirements. In such situations, 
the problem is restricted only to the gas distribution pipeli nes and networks. 

The cost-reduction program is commonly considered as a basic criterion used in the 
gas distribution network construction. The unit construction cost of a component section 
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of given gas pipeline is commonly determined with use of empirical formulas. Using 
appropriate formulas, we can determine the unit construction cost as a function of the 
diameter. Accuracy of estimation of the gas pipeline construction unit cost considerably 
depends on the pipeline outline. However, the gas distribution pipelines are practically 
built irrespectively to the construction costs. Usually, the only criterion comprises the 
existence of the potential consumers, within given region. As the construction costs are 
not decisive, a criterion of the diameter minimization, has been proposed. Such criterion, 
in some extend, gives also consideration to both construction costs and technical 
requirements as well. 

The proposed method is based on theoretical assumptions, which satisfy conditions 
of the assumed criterion of the diameter minimization. However, the calculated theo­ 
retical diameters are in none case compliant with the equivalent production programs. 
Use of the method in question should be supplemented by the development of the 
diameter selection rules, due to the pipe production standards. Thus the method can be 
implemented, when both theoretical assumptions and diameter selection rules, are 
combined together. The theoretical basis of the method in question has been determined 
with reference to the row component sections, which have different length and different 
computational gas flow discharges. 

The developed rules of the diameter selection comprising production zones, expan­ 
ding from the gas station to the supply contour, have essential functional function. 
Selection of each diameter of the subsequent section of given row depends on already 
selected diameters of the preceding sections. Such selection assures stable pressure 
distribution within the network, extending from the gas station to the supply contour. In 
such case, the estimation errors made during the gas flow discharge calculations, have 
smaller effect upon the gas network functionali ty. The assumed diameter selection rules 
can be used irrespective of a number of the gas stations. As dissected, each gas network 
can be considered as a set of interconnected supply regions. Each supply region 
comprises so-called "main row composed of the component pipeline sections". Side 
rows, which supply particular zones, are supplied from individual sections of the main 
row. The diameter selection rules, with few exceptions, are the same both for the 
main and side rows. Such attitude to the gas distribution network diameter selection 
procedure, assures the functional connection of the component sections of given gas 
network. Moreover, divergences between computational values of the real gas flow 
discharges and the discharges resulting from implementation of the proposed method, 
are considerably minimized. 

The rules of the production-oriented diameter selection method described in the 
present study not full y satisfy the diameter minimization criterion. Most of the terminal 
section diameters, including terminal ring sections, are selected according to the rule 
"nearby-bigger diameter", according to the manufactured pipe series. Acceptation of 
such rule constitutes the major reason that the assumed criterion is not full y satisfied. 
In order to satisfy the diameter minimization criterion, the method proposed in the 
present study should be modified in the future. Such modifi cation should comprise 
a correction of the formerly selected diameters of the component side row sections, 
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