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Abstract. The paper presents a comparative analysis of two types of flexible temperature sensors, made of carbon-based nanostructures
composites. These sensors were fabricated by a low-cost screen-printing method, which qualifies them to large scale, portable consumer
electronic products. Results of examined measurements show the possibility of application for thick film devices, especially dedicated to
wearable electronics, also known as a textronics. Apart from general characterisation, the influence of technological processes on specific
sensor parameters were examined, particulary the value of the temperature coefficient of resistance (TCR) and its stability during the device
bending.
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1. Temperature sensors in textronics

Temperature is one of the most substantial parameters for di-
agnostics and human body monitoring. For this reason it is
one of the most frequently controlled signal, measured by dif-
ferent kinds of sensors, in innovatory medical, protective and
military smart textiles [1–3]. The human body temperature
should be controlled, because its rise, caused by a serious
illness, or an external heat flow, may easily lead to hyper-
thermia, which results in weakening, nausea, dizziness, and
blood pressure increase. This in an extreme situations may
cause consciousness disturbances, coma or even death [4].
Therefore, the full integration of the temperature sensors in
medical and protective smart suits is becoming more and more
necessary towards higher functionality and better protection
of these product consumers [5]. Textronic sensors should be
characterized by a good quality and precision and also a high
flexibility, light weight, a high endurance and resistance to
mechanical damage, as well as resistance to humidity (sweat,
washing) and atmospheric conditions (changeable tempera-
ture, rain, salt) [6]. These requirements are quite demand-
ing and sometimes it is difficult to meet them all using non-
commercial structures. Therefore, typically, textronic devices
are produced on the basis of commonly available miniatur-
ized electronic circuits and sensors based on semiconductors,
thermo-resistive non-organic materials or even thermocouples.
However most of these constructions appeared to be not ad-
equate for that kind of application, because of their stiffness,
complication conversion systems or insufficient encapsulation.
The presented paper shows the idea of flexible sensors fabri-
cation, which can be used to measure the body temperature in
the smart textiles, in the active range of 30–43◦C. Elaborated
devices were produced on the basis of resistance change mate-

rial – a special Multi-Wall Carbon Nanotube (MWCNT) layer.
Obtained elements are characterized by a negative TCR, small
inertia, and linearity of the temperature-resistance character-
istics in the whole measurement area and most importantly
by independence on mechanical bending [7].

All mentioned parameters are critical in terms of designed
textronic applications, in which mechanical bending stress is
one of the most common endanger. Accuracy, stability of the
results and linearity of characteristics, accompanied by high
dynamics owing to low thermal resistance, should be com-
bined with proper flexibility and endurance.

2. Carbon nanostructures

in flexible applications

Carbon nanostructures are nowadays the scope of many re-
search programs owing to their unique mechanical, optical and
electrical parameters. An important group of these materials
consists of various types of carbon nanotubes (CNT). These
structures are constructed as cylinders formed by single (SW-
CNT) or multiplied concentric (MWCNT) cylinders made of
graphene layers. Among exceptional properties of CNT mater-
ial one may enumerate extremely high stretching resistance, as
high as 63 GPa with density of only 1.3–1.4 g/cm3, very low
electric resistance and high heat conductivity of 6000 W/mK
along the tube length [8, 9]. Moreover, extremely high me-
chanical flexibility of cured composites based on CNTs ma-
terial was also observed, which gave the prompt for authors
practical experiments. Apart from SWCNT, which are typical-
ly superb according to their parameters, but also more expen-
sive in the production process, the cheaper Multi Walled Nan-
otubes middle group – Double Walled Nanotubes (DWCNT),
presented in Fig. 1, may be obtained. It is important to note,
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that due to high anisotropy of parameters the pre-processing
functionalization of the nanotube material is widely postulat-
ed, however practical, inexpensive methods of this treatment
are still under elaboration.

a) b)

c)

Fig. 1. SWCNT (a), DWCNT (b) and HRSEM picture of MWCNT
(c) after Refs. 10, 11

Thanks to their promising parameters CNTs were added as
the components to some materials, enhancing their mechan-
ical parameters, thermal or electrical conductivity [12–14].
This material was also used in many flexible electronics and
textronics smart systems [15, 16] and standard sensors [17]
along with other carbon nanostructures [18]. These success-
ful applications encourage authors to continue research on
thermo-sensitive layers fabrication, based on the new CNTs
materials through the development of previous soot-polymer
tests [3].

3. Experimental printed sensors

Temperature sensors were fabricated on flexible polyimide by
screen-printing technology, which is cheap, popular, scalable
and widely utilized for industrial production [6]. Although
new printing-based techniques as inkjet printing, flexography
or gravure offer more precision in shape mapping, screen
printing technique still prevails in mass-production and in-
dustrial applications. This is particularly evident in thick-layer
electronics, especially in the production of: different kind of
sensors, resistors, heaters, hybrid and multi-layer circuits [19].

This technique was also previously utilized by authors in flex-
ible applications, like flexible sensors and photovoltaic fabri-
cation [3, 20]. Owing to possibility of adaptation to flexible
substrates, such as foils, paper or even textiles, these devices
may be also easily implemented into the fabric structures.

Considering unique features of MWCNT, this material was
chosen as a main component of the temperature sensors ac-
tive area. The thermo-sensitive layer was screen-printed using
a composition, consisted of poly (methyl methacrylate) (PM-
MA), organic solvent, and CNTs, as a functional conductive
phase with organic resin filler [21, 22]. The biggest challenge
was to fully disperse CNTs in the resin because CNTs tend to
form clusters and groups. To obtain proper, uniform structure
prior to printing composed paste was stirred in the ultrasonic
chamber and smoothed in the roll-mill, according to carbon-
based paste preparation procedure [6]. After screen-printing
phase the obtained sensors were thermally cured, to obtain
flexible, stable layers. In the experiments two various CNTs
content (0.25% and 1%) were tested for initial resistance and
temperature coefficient regulation.

As a substrate the polyimide high-temperature 75 µm
KAPTONr HN foil was chosen. This material was previous-
ly verified by the authors in mid-temperature layer formation
processes up to 430◦C [20]. Additionally it is characterized
by a high flexibility, moderate elongation, and small thermal
expansion coefficient [23].

In the first step of the temperature sensors production the
device contacts were fabricated on the metallized KAPTONr

foil, the 35 µm gold-plated copper layers were obtained, us-
ing anodizing method for gold layer deposition. The gold layer
was added to provide a better oxidation protection and reduc-
tion of contact resistance. The full structure of printed MW-
CNT sensors (a) as well as a contact cross-section (b) and
a real device photo (c) are presented in Fig. 2.

a) b)

c)

Fig. 2. The schematic of sensor structure (a), contact cross-sec-
tion (b), final devices (c)

For proper thermal characteristics of manufactured sen-
sors, and adjustment of their initial resistance special dual
time-temperature profile of paste stabilization was elaborated.
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It contained two 1 hour heating processes in 120◦C, separated
by cooling until room temperature. This treatment allowed for
linear and fully stabile sensors characteristics. Subsequently
the elements were encapsulated by high mechanically proof
sticking tape by 3M company. Thanks to this process me-
chanical and humidity resistant sensors with negative TCR
and linear characteristics were obtained. Physical parameters
of manufactured elements are presented in Table 1, where d

marks the thickness of obtained layers, a – the width, b –
the length, R30 – the reference resistance value in the tem-
perature 30◦C, ρ – the resistivity of the material, and R� –
sheet resistance. All values were determined as an arithmetic
average of a series of 12 samples. Resistance deviation varies
from 0.5% for 1st sensor type with 0.25% of CNT content to
12% for 2nd sensor type with 1% of CNT content.

Table 1
Parameters of manufactured sensors

Sensor type d
[µm]

a
[mm]

b
[mm]

R30

[kΩ]
ρ

[Ωm]
R�

[Ω/�]
TCR

[ppm/K]

Type 1 (1% CNT)
12

3 4 120 1.1 90105
−1436

Type 2 (1% CNT) 9 4 15 0.4 33368

Type 1 (0.25% CNT)
6

3 4 979 4.4 734213
−847

Type 2 (0.25% CNT) 9 4 119 1.6 266985

It was observed that the increase of MWCNT content as
well as the layer width leads to the decrease of the initial re-
sistance value, however this dependence is non-linear in both
mentioned cases (i.e. four times higher CNTs content resulted
in 80% resistance drop). Consequently by paste composition
and geometric sensor correction the R30 value can be easily
adjusted to the A/D conversion circuit needs.

4. Results and discussion

Twelve series of both types of manufactured sensors were test-
ed according to their thermo-resistance parameters. For their
characterization a measurement setup, based on an isolated
calorimeter, was constructed. This system was equipped with
an on-line data collection digital mulitimeters: BM 857, cou-
pled with PC computer by optical RS-232 port and RIGOL
DM3062, recording the results by USB port. Sensor charac-
teristics were collected in the human skin temperature range
30–43◦C, with 1◦C interval. Full device characteristics for all
sensor types are presented in Fig. 3, where average values for
examined series are shown.

One can notice the stabile, negative temperature coeffi-
cient and good linearity of the characteristics with variation
smaller than 5% in the whole measurement area. What is al-
so important, obtained values are do not dependent on the
initial resistance. However, for the textronic application in-
vestigated sensors must also present high flexibility without
significant impact on their thermo-electric characteristics. For
this goal obtained elements were tested in dynamic bending
cycles. During the tests all manufactured elements were bent
at 90◦ angle with the frequency of 2 Hz for more than 120 s.
The dynamic resistance changes were collected and stored.
The results of conducted tests are presented in Figs. 4 and 5.

a)

b)

Fig. 3. Thermal-resistance characteristics of obtained sensors with
0.25% CNT content (a) and 1% CNT content (b)

a)

b)

Fig. 4. Dynamic resistance change of sensor with 0.25% CNT con-
tent
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a)

b)

Fig. 5. Dynamic resistance change of sensor with 1% CNT content

For both sensor groups no noticeable influence of bending
stress on the element resistance was detected (mid value of
resistance change smaller than 0.25%). Experimental results
confirmed the high flexibility and durability of nanotube lay-
er. Better stability is observed for sensors with 0.25% CNT
content.

5. Summary and conclusions

As the result of reported investigation fully flexible temper-
ature sensors on foil stripes, for textronic applications were
produced. All obtained elements presented linear temperature-
resistance characteristics in the whole range of human body
temperature with the relatively high, stabile, negative ther-
mal coefficient. Those features recommend elaborated ele-
ments for human diagnostic and protection circuits. Addi-
tionally extremely high resistance to bending influences on
resistance characteristics, and cheap, robust construction des-
ignates them for the textronic applications. Two possibilities
of the initial resistance regulation for the converter circuit
needs were proposed and positively verified. The implemen-
tation of CNTs based paste in the role of thermo-active layer
appeared innovative and very effective in elimination of bend-
ing influence on sensor detection, what is the real problem in
the case of traditional graphite and soot based elements. The
presented work also shows the possible future utilization of
traditional screen-printing technology in smart textiles appli-
cation.

It is important to note that obtaining the designed, stabile
parameters of the sensor demands not only proper paste com-

position and screen-printing regime, but also specific post-
thermal treatment. In the future work authors plan to ex-
pand the current investigation for the textronic sensors of oth-
er physical parameters, such as pressure, humidity etc. Also
a proper, flexible encapsulation method, based on an organ-
ic layer deposition is a critical problem in the scope of the
research conducted by the authors.
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