This paper describes two stages of optimization of the properties of 2024 and 7075 aluminium alloys, in particular their resistance to pitting by first T6, T66 or T64 treatment, and second increase its tribological properties by depositing by RF PACVD method a gradient coating of high adhesion to the substrate.

Quantitative microstructural characteristics reveals that it is possible to increase hardness (up to 190HV for 7075 alloy) with relatively high yield strength (520 MPa) and high ultimate elongation (about 20%) by optimizing dispersion of precipitates using two-stage artificial aging process.

Next to eliminate forming of thin Al₂O₃ layer with relatively poor adhesion to the aluminium substrate, gradient a-C: H/Ti layers synthesis hybrid plasma chemical RF PACVD reactor equipped with pulsed magnetron sputtering system was used. Using such configuration enables forming a thick and highly adherent diamond-like carbon layer on aluminium surface with low coefficient of friction (0.05), at a substrate temperature below 470K. Due to application of Ti magnetron cathode it was possible to improve the adhesion strength up to 30mN of diamond-like carbon layer to the covered substrate. Influence of deposition parameters on microhardness profile as well as adhesion and morphology were determined by nanotest and AFM, respectively.

**Keywords:** aluminium alloy, heat treatment, coating, coefficient of friction

---

**1. Introduction**

The vast growth of applications range of aluminium alloys is bound up with the search for alternative materials reducing the total construction weight as well as its maintenance cost and lowering greenhouse effect. The prospective area where aluminium alloys may be used is armaments industry e.g. in the production of unmanned aerial vehicles, transport or spy robots. Apart from aviation and armaments industry, aluminium alloys become widely used in automotive industry (sport and racing cars) as well as in medicine, where Al alloys are experimentally used in surgeon robots [1-5].

Studies conducted by Williams & Starke [6], Funatani [7], Salazar-Guapuriche [8], Warner [9], Leśniak [10, 11] or Richert [12] during the last ten years have proved that aluminium alloys, which might be used in elements exposed to high level of stress and wear are the ones intended for plastic forming: series 2xxx (with Cu), series 7xxx (with Zn) and series 8xxx (with Li). Alloys of series 2xxx and 7xxx called duralumin are characterized by exceptional properties such as:
high specific strength, high resistance to stress corrosion cracking as well as high resistance to brittle fracture. This is the case where improvement of resistance to contact fatigue is realized by optimization of heat treatment parameters by precipitate hardening of one- and two-stage treatment of artificial aging of multi-component aluminium alloys [1-4]. However, for improvement of resistance of aluminium alloys to abrasive wear the most commonly used methods of coating deposition are: physical vapour deposition – (PVD), plasma assisted chemical vapour deposition – (PACVD) [13,14], magnetron sputtering, ion implantation [15], pulsed laser deposition – (PLD) [16-20], in fluidized bed [21] and thermal spraying [22,23]. Nevertheless, only several of these methods seem to be applicable due to relatively high parameters of deposition of protective coatings. The limited application is caused by sensitivity of aluminium alloy structure in temperatures above 470K. Exceeding this temperature may result in grain growth and precipitates coagulation, what may lead to deterioration of mechanical properties of base material. From the above methods of coating deposition the RF PACVD [24,25] seems to be a feasible method to be used for large scale commercial production.

2. Experimental details

In this study two aluminium alloys 2024 and 7075 were used, which are multi-component alloys intended for precipitation hardening realized by heat treatment.

During the first stage of this study the temperature and time needed for each of the types of heat treatment used were specified (see Table 1). In order to define the influence of the type of heat treatment on the quantity, size and dispersion of emerging hardening phases in continuum, test pieces were put under microscopic observation and visually analyzed using Met-Ilo v.5.1. software. Moreover static tension test was conducted on universal strength testing machine INSTRON 4485 in order to confirm heat treatment parameters influence on resistance to cracking of the studied aluminum alloys.

During the second stage of this study Ti/TiC/a:CH gradient coatings, using hybrid plasma chemical RF PACVD reactor equipped with impulse magnetron sputtering, were deposited. Thanks to this it was possible to deposit carbon coating of high adhesion to various base materials. The widely discussed in international literature problem of internal stresses and relatively low adhesion was solved by using a thin Ti interlayer of 100nm thickness. The chemical constitution in gradient coating varies from pure Ti directly on the base material to thick carbon layer on the coating surface. The use of magnetron cathode enabled an increase of carbon layer adhesion to the base material. In addition, titanium carbides which may occur in the matrix of amorphous carbon ensure smooth uniform connection between the two phases appearing in the layer structure during deposition. Thanks to the new technology used for the synthesis the coating with low friction coefficient, high hardness, wear resistance, good biological and corrosion properties was obtained [26].

Next, mechanical properties of deposited coatings were investigated. The nanoscratch and hardness distribution test were carried out with a Nanoindenter G200 (MTS System, USA) using a diamond conical indenter with included angle of 90deg and Berkovich indenter, respectively. The friction coefficient was examined with pin-on-disc method using T-11 Tribotester under following conditions: track length – 500m, load – 5N, rotational speed – 95rpm, linear velocity 0,1m/s. The morphology analysis of deposited coating was conducted using atomic force microscope (AFM) „Metrology Series 2000" (Molecular Imaging, USA).

### Table 1

<table>
<thead>
<tr>
<th>Substrate</th>
<th>Type of tempers</th>
<th>Time and temperature of solid solution treatment</th>
<th>Time and temperature of ageing treatment</th>
</tr>
</thead>
<tbody>
<tr>
<td>2024</td>
<td>T6</td>
<td>773K 6h</td>
<td>353K or 393K or 433K - 12h</td>
</tr>
<tr>
<td></td>
<td>T6I6</td>
<td></td>
<td>1st stage 2nd stage</td>
</tr>
<tr>
<td></td>
<td>T6I4</td>
<td></td>
<td>393K 1.5h 353K or 393K or 433K - 12h</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>1st stage 2nd stage</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>297K or 338 - 12h</td>
</tr>
<tr>
<td>7075</td>
<td>T6</td>
<td>813K 6h</td>
<td>353K or 393K or 433K - 12h</td>
</tr>
<tr>
<td></td>
<td>T6I6</td>
<td></td>
<td>1st stage 2nd stage</td>
</tr>
<tr>
<td></td>
<td>T6I4</td>
<td></td>
<td>393K 1.5h 353K or 393K or 433K - 12h</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>1st stage 2nd stage</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>297K or 338 - 12h</td>
</tr>
</tbody>
</table>

During the last stage of the study, the computer simulation was conducted to check the behavior of the created material with coatings in the real work conditions. Numerical simulations were performed using ANSYS application for real gear wheel with small module pitch working in military spy-robot. Discrete model (Figure 10a) was built and loaded according to the real technical data of the gear wheels.

3. Experimental results

3.1. Heat treatment of aluminium alloys

The analysis of hardness evolution (Figure 2, 4) and specific resistance (Figure 1, 3) of 2024 and 7075 alloys during ageing process (T6) shows that the most dynamic change of these properties occurred during the first 90 minutes. After that time specific resistance reached its minimum whereas hardness reached its maximum (150 and 168 HV0.1, respectively) at ageing temperature of 433K. In the case of T6I6 and T6I4 treatment, the analysis of same properties for both alloys proves that the most significant changes occurred during the first segment of ageing (60 minutes). However, during the second segment of ageing these properties changed dynamically, in particular during the first 10 to 20 minutes, which resulted in obtaining the maximum hardness of 160 HV0.1 for 2024 alloy (for both T6I4 and T6I6 treatment) as well as for 7075 alloy with maximum hardness of 170 HV0.1 and 186 HV0.1 (for T6I4 and T6I6, respectively).
3.2. Morphological and Mechanical analysis of heat treated aluminium alloys

The morphology observation of 2024 and 7075 alloys proved that application of two-stage ageing (T6I4, T6I6) causes small precipitates formation of significant quantity. It leads to the improvement of mechanical properties, particularly hardness (Figure 5). Furthermore, it was observed that during one-stage ageing (T6) the emerging phases were precipitated to a lesser extent and they were larger in size in comparison to those emerging while two-stage treatment. Large infrequently distributed precipitates make strengthening of the alloy insignificant, due to the fact that large phases do not constitute sufficiently large obstacles for dislocation movement.

The results of the tensile test confirmed the influence of selected heat treatment parameters on such material properties as yield strength, resistance to cracking and maximum strain when fracture occurred. In the case of supersaturated 2024 alloy the yield strength was 250MPa, whereas maximum strain at the moment of fracture was at 48% level. The best strength parameters were obtained after T6I6 treatment, where the yield strength was 300MPa and maximum strain at the moment of fracture was at 42% level. Similar properties were obtained after T6I4 treatment, 299MPa and 36%, respectively. Comparing these values with those of T6 treatment (289MPa and 33%) it can be claimed that two-stage ageing process results in a significant increase of resistance to cracking (from 33% to 42%) and strengthening of 2024 alloy.

Analyzing the tensile test results of supersaturated 7075 alloy, yield strength and maximum strain when fracture occurred equal 253MPa and 33% respectively. The best strength properties were obtained after T6I4 treatment, where R\text{0,2} was 460MPa and strain at fracture point was 31%. The results after T6 and T6I6 treatments are very similar. For single-stage ageing yield strength R\text{0,2} reached 560MPa, while maximum strain when fracture occurred was 24%. After the multi-stage treatment T6I6 R\text{0,2} reached 520MPa and strain was 22%. In case of T6I4 R\text{0,2} was 460MPa and strain was 31%. Therefore, it may be concluded that in case of 7075 alloy the two-stage treatment leads to an increase of resistance to cracking (21% to 31%), similarly as for 2024 alloy.
tion of hardening phases and average distance among hardening phases on hardness for 7075 alloy

3.3. Ageing of aluminium alloys while coating deposition

Taking into account the results above, samples of 2024 and 7075 alloy were supersaturated and aged (only the first segment) according to experimentally determined parameters of heat treatment T614 and T616. The second segment of ageing was realized simultaneously while gradient Ti/TiC/a:CH coating deposition.

Analysis of the coating surface morphology confirms influence of substrate polarization on the size of emerging carbon domains. This is probably the consequence of the fact that during coating deposition with the substrate polarization the average kinetic energy of ionized carbon atoms increases. Higher kinetic energy lead to an increase of probability of knocking out carbon atoms already forming the coating. Carbon atoms knocked out from the coating surface create more spots with higher energy. These spots constitute crystallization nuclei for further carbon atoms. This is related to the observed decrease in the size of grains emerging on the sample surface when polarization increases, as shown in the Figure 6.

Nanindentation testing proved that hardness and modulus are proportional to substrate polarization value. The higher the polarization, the better hardness and modulus of the coating were obtained (see Figure 7). In addition, during coating deposition precipitation process took place in the substrate material increasing its hardness. The adhesion of deposited coatings to the substrate material is 30mN.

Fig. 6. Example pictures AFM of Ti/TiC/a:CH coatings respectively: (a) polarization of base during deposition – 150V, hardness of coating 10 GPa, (b) polarization of base during deposition – 600V hardness of coating 19 GPa

Friction coefficient testing of the coating shows that the one with the lowest hardness (10 GPa) had the best wear resistance. During the test the coating carries stresses, undergoes slow wear and due to its relatively low hardness becomes solid lubricant. The lowest value of friction coefficient (COF) was obtained for alumina counter-body (average value of 0.05) while the highest COF was measured for 52100 steel counter-body. In the case of coating with hardness of 19GPa the measured COF was 0.15 (steel counterbody). However, after about 2000 seconds the coating was destroyed and the friction coefficient increased rapidly up to 0.4. This phenomenon might be attributed to relatively high chemical affinity of the Fe atoms from counter-body to the carbon atoms of the coating. This causes rapid coating degradation during which hard products of coating delamination do not form solid lubricant as for the coating of 10GPa hardness. Instead, they act as the abrasives accelerating wear processes. In the case of both coatings of hardness 10GPa and 19GPa degradation processes in contact with Al2O3 counter-body were not observed (Figures 8 and 9). Counter specimen made of Al2O3 due to its relatively high bond energy and low chemical affinity to carbon atoms of the coating does not influence the initiation of degradation processes.

Fig. 8. Analysis of friction coefficient of coating Ti/TiC/a:CH deposited respectively with polarization of base (a) 150V and (b) 600V in contact with counter specimen: steel – AISI 52100 and Al2O3

Fig. 9. Example view of wear lines of Ti/TiC/a:CH coatings deposited respectively with polarization of base (a) 150V, (b) 600V in contact with counter specimen Al2O3 and (c) 600V in contact with counter specimen – AISI 52100

3.4. Numerical simulations

To check the behavior of the created material with coatings in the real work conditions numerical simulations were performed. From the computer simulation for the wheel tooth...
of real gear wheel with small module pitch working in military spy-robot, several stress distributions were obtained: reduced $\sigma_{\text{red}}$ (Figure 10b), longitudinal $\sigma_Y$ (Fig. 10c), transverse $\sigma_X$ (Fig. 10d) and the position of Bielayev point $Z_B$. From the obtained longitudinal stress distribution $\sigma_Y$ which results from external forces (Figure 10c) for 2024 (T616) alloy with Ti/TiC/a:CH coating it can be seen that on the side surface of the tooth mainly tension of about $+116$ MPa occurred. Compression occurs only around contact points of tooth with maximum of $-600$ MPa. The value of reduced stress was about 451 MPa and it was below yield strength of analyzed material. Deposited coating was not causing stress concentration on wheel surface because of little difference between coefficients of direct elasticity of coating and substrate material. Similar values of stress (difference about 5%) were obtained for wheel made of 7075 alloy after T616 treatment with Ti/TiC/a:CH coating. Computer simulation confirmed that proposed gradient coated alloys can be used for intended highly loaded elements, thus fulfilling the requirements of real exploitation conditions.

**Fig. 10. Discrete model of friction node of gear wheels and selected submodel in the contact point of gear wheels (a), map of stress distribution: reduced (b), longitudinal (c), transverse (d)**

4. Conclusions

The following conclusions may be formulated on the basis of the study results:

- In case of heat treatment of 2024 and 7075 alloy it is possible to increase hardness using two-stage aging (T616) by about 6% and 11%, respectively, in comparison to one-stage treatment (T6).
- It is possible to deposit gradient coatings on aluminium alloys with relatively high adhesion simultaneously with conducting precipitation processes in the substrate material.
- Deposited Ti/TiC/a:CH gradient coatings are characterized by high wear resistance and low friction coefficient at 0.05.

- Discussion presented in this paper is a compilation of results of theoretical, model and experimental studies which were partly independent of each other. Gathering the results together the thesis stated in introduction about utilitarian significance of analyzed aluminum alloys can be confirmed.

**Acknowledgements**

This work was supported by a grant of the Rector’s Fund, Technical University of Lodz, Poland.

**REFERENCES**


Received: 20 September 2012.